Sheet Metal Section - Working with Section 15950

A. Coordinate as required with the Control Contractor section (Section 15950) to install dampers furnished by the Control Contractor.

B. Damper Installation

1) Dampers shall be installed securely in the duct systems or plenums and shall be level, square, and free of racking and shall be adequately secured to maintain this condition.   

2) Dampers shall be installed with the blades oriented to promote mixing where this is a consideration.

3) Where damper section dimensions are smaller than those of the duct in which they are installed, the damper shall be centered in the duct cross section via blank-off plates unless otherwise indicated.

4) Dampers with jamb linkages shall be installed with duct flanges arranged  to but up to the damper frame flange so that the linkage is accessible for service, lubrication and adjustment.

5) Where dampers are installed inside duct systems either access panels  will  be provided for servicing the jamb linkage or the dampers will be installed in a  manner that allows them to be slid out of the duct for service.   Alternatively, dampers with linkage exposed to the air stream may be provided with access panels provided for linkage service and adjustment.

6) If actuators are installed under this section, then actuator installation shall be based on the following criteria.

a) Actuators shall be installed to maximize the linearity between actuator stroke and actuated devise travel (25% actuator stroke produces approximately 25% of the desired angular rotation required; 50% stroke produces 50% angular rotation).  In addition, actuators should be installed to maximize force available for useful work over the entire stroke. 

