
734-074-0010 
Vehicle Combinations Eligible for Permits 

(1) The following vehicle combinations are eligible for permits issued under OAR 734, 
division 74 as long as they are in compliance with all applicable rules in OAR 734, division 74: 

(a) Combinations of vehicles described in ORS Chapter 818 that meet the requirements of 
OAR 734-074-0005; 

(b) Combinations of vehicles described in OAR 734, division 71; 
(c) Combinations of vehicles described in OAR 734, division 73; 
(d) Combinations of vehicles that include a dromedary truck-tractor having a dromedary box, 

plate or deck not exceeding 12-feet, 6-inches in length including any load overhang on the 
dromedary box, plate or deck, provided the overall length does not exceed that authorized by 
ORS Chapter 818, OAR 734, division 71 or division 73, whichever is appropriate for the 
combination of vehicles and the route of travel; 

(e) A dromedary truck-tractor having a dromedary box, plate or deck not exceeding 17-feet, 
6-inches in length including any load overhang on the dromedary box, plate or deck, towing one 
stinger-steered semitrailer which is not longer than 53-feet and having an overall length of not 
more than 75 feet and operating on Group 1 Highways established in OAR 734, division 71; 

(f) A laden or unladen combination of vehicles designed and used exclusively to transport 
overseas marine containers that are enroute to or from a marine port or an intermodal 
transportation facility. Travel is authorized only on routes indicated in green on Route Map 7. 
Route Map 7, dated October 2006, is by reference made a part of division 74 rules. The 
semitrailer may not be longer than 53 feet, and overall length must be 105 feet or less. This 
combination of vehicles may consist of not more than one truck-tractor, one jeep, one overseas 
marine container trailer and one booster axle; and 

(g) A combination of vehicles commonly known as triples, consisting of a motor truck and 
two self-supporting trailers, or a truck tractor and semitrailer drawing two self-supporting trailers 
or semitrailers mounted on dollies equipped with fifthwheels having an overall length not in 
excess of 105 feet. The self-supporting trailers must be reasonably uniform in length. A motor 
truck in this combination may not exceed 35 feet in overall length. This combination of vehicles 
may tow an unladen dolly used to transport a third load carrying semitrailer, provided the 
combination, including the dolly, does not exceed 85 feet. 

(2) The maximum allowable overall lengths for vehicles described in subsections (1)(a) 
through (c) of this rule are as follows: 

(a) For combinations of vehicles described under subsection (1)(a) of this rule, those lengths 
indicated in ORS Chapter 818 that comply with OAR 734-074-0005; 

(b) For combinations of vehicles described under subsection (1)(b) of this rule, those lengths 
described in OAR 734, division 71; and 

(c) For combinations of vehicles described under subsection (1)(c) of this rule, those lengths 
described in OAR 734, division 73. 

(3) All combinations of vehicles operating under permits authorized by OAR 734, division 
74 must have power units equipped with tandem drive axles, except: 

(a) The power unit of triple combinations may be equipped with a single drive axle; and 
(b) The power unit of double trailer combinations placed in service prior to April 1, 1983, 

may be equipped with a single drive axle. 
(4) A lift or variable load axle(s) may be allowed. The following conditions apply: 
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(a) The controls for the lift axle may be mounted inside the cab of the power unit provided 
that it limits the axle movement to the complete up or complete down position; 

(b) The control for a variable load, or lift axle, which allows adjustment to increase or 
decrease loading on the vehicle shall not be accessible from the cab; 

(c) The lift or variable load axle must be deployed, and distribute the weight of the load, 
when failure to do so results in any tire, axle, tandem axle or group of axles exceeding the weight 
limits allowed by OAR 734-074-0020; and 

(d) The lift axle assembly (including axles, tires, brakes) must be adequate to carry the 
weight of the load. 

(5) When the weight difference between any trailer or semitrailer of a triple trailer 
combination is 1,500 pounds or more, the trailers shall be placed from the heaviest to the 
lightest, with the lightest trailer placed to the rear of the combination. 

(6) Combinations of vehicles described as "triple trailers" shall have a visible and fully 
operable method of adjustment to eliminate slack in the hitch mechanism. The device used may 
be air chamber operated or it may be adjustable by a mechanical cam method. 

 
[ED. NOTE: Maps referenced are available from the agency.] 

 
Stat. Auth.: ORS 184.616, 184.619 & 818.220 
Stats. Implemented: ORS 818.200 & 818.220 

 
734-082-0015 
Weight For Single Non-Divisible Loads 

(1) The loaded weight of a group of axles, vehicle, or combination of vehicles shall not 
exceed that specified in the Permit Weight Table assigned to the permit. In no case shall the 
loaded weight exceed:  

(a) 21,500 pounds per axle, except as described in OAR 734-082-0010(2);  
(b) 43,000 pounds per tandem axle;  
(c) 98,000 pounds loaded weight for continuous trip permits;  
(d) The weight otherwise specified on the permit; or  
(e) The sum of the permittable axle, tandem axle, or group axle weight, whichever is less.  
(2) Auxiliary axle(s) must be deployed, and distribute the weight of the load or vehicle, when 

failure to do so results in any tire, axle, tandem axle or group of axles exceeding the weight 
limits allowed by OAR 734-074-0020.   

(3)(a) In a combination of two vehicles other than a truck-tractor and semitrailer, the axle and 
tandem axle weights listed in subsections (1)(a) and (b) of this rule may be allowed by permit for 
the towing vehicle or the towed vehicle, but not both, if the gross weight does not exceed that 
authorized in ORS 818.010 except;  

(b) When the combination of vehicles is a motor truck and stinger-steered balance trailer, the 
axle and tandem axle weights listed in subsections (1)(a) and (b) of this rule may be allowed by 
permit for both vehicles if the load is carried on the balance trailer, and the towing vehicle is 
unladen.  

(4) Overweight permits will be valid only for a single non-divisible load, except a permit 
may be issued for a single load consisting of multiple assembled parts constituting an integral 
whole with detached accessories included in the load, if the accessories are detached to reduce 
width, height, length, or a combination of these dimensions, and an overweight permit could 
have been issued for the load in its assembled condition.  
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(a) Single trip permits may be issued for combinations of vehicles having a steering axle 
followed by four or more consecutive tandem axles, provided the weight does not exceed: 

(A) 600 pounds per inch of tire width; 
(B) 24,000 pounds per axle, except as described in OAR 734-082-0010(2);  
(C) 48,000 pounds per tandem axle;  
(D) The weights listed in Permit Weight Table 5 for groups of axles; or  
(E) The sum of the permittable axle, tandem axle, or group of axle weights, whichever is 

less.  
(b) Additional weight for axles and/or tandem axles may be allowed by permit when the 

combination of vehicles described in subsection (a) of this section for axles having four tires and 
are ten feet wide (10 percent), or for axles having eight tires and are ten feet wide (25 percent). 
This additional weight must be specified on the permit, and applies only to axles or tandem 
axles. The weight for groups of axles remains the same.  

(c) Permits issued under this section are subject to special routing and analysis by the 
Department of Transportation.  

(d) All movements shall be subject to any posted weight limitation in effect on any highway, 
highway section, bridge, or structure. 

(e) Equipment used in the loading, unloading or operation of the vehicle may be transported 
with the permitted item. 

(5) The road use assessment fee required in OAR 734-082-0003 is based on the weight 
requested for the permit. The weight shown on the permit is the maximum weight permitted. 

(6) The Department of Transportation may publish tables of weights that may be authorized 
by these rules, subject to route analysis for each trip.  

(7) In no instance may the vehicle combination exceed the manufacturer's GVWR for the 
vehicle or the vehicle combination and load.  

(8) The exception described in ORS 818.030(10) and 818.340(4) is limited to the actual 
weight of the idle reduction system, not to exceed 400 pounds. In order to qualify for the 
exception, the operator of the vehicle may be required to prove: 

(a) By written certification the weight of the auxiliary power unit; and  
(b) By demonstration or certification that the idle reduction technology is fully functional.  

 
[ED. NOTE: Tables referenced are available from the agency.] 

 
Stat. Auth.: ORS 184.616 & 184.619 
Stats. Implemented: ORS 818.220 & 818.225  

 
734-082-0040  
Combination of Vehicles 

(1) The following vehicles or combinations of vehicles may be authorized for continuous trip 
permits over authorized routes provided the width does not exceed 14 feet, the height does not 
exceed 14 feet, and the overall length does not exceed that stated below: 

(a) A solo vehicle shall not exceed 40 feet and vehicle inclusive of load shall not exceed 50 
feet in overall length. 

(b) Truck-tractor and semitrailer combinations, which may include an auxiliary axle, shall 
not exceed the length limits as shown on the reverse of Group Map 1 or Route Map 7, whichever 
is greater, and the semitrailer shall not exceed 53 feet in length including the auxiliary axle. An 
auxiliary axle attached to the rear of a trailer shall be included in the measurement of the trailer 
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unless the combination measurement exceeds 53 feet. Group Map 1, dated January 2008, and 
Route Map 7, dated October 2006, available from the Over-Dimensional Permit Unit, are by 
reference made a part of Division 82 rules. 

(c) Motor truck and trailer shall not exceed 75 feet in overall length. 
(d) Truck-tractor with semitrailer and trailer combinations shall not exceed the length limits 

shown on the reverse of Group Map 1 or Route Map 7, whichever is greater. 
(e) Passenger or light vehicles towing any trailer shall not exceed 70 feet in overall length. 
(f) An unladen combination of vehicles used to transport non-divisible loads may consist of 

the truck-tractor, jeep axle(s), a trailer, booster axle(s), dolly(s) , steering axle(s) and other 
equipment needed to transport the non-divisible load. Trailer length shall not exceed 62 feet. The 
combination must be reduced to the shortest length practicable; however overall length shall not 
exceed 105 feet.  Unladen movement is authorized with equipment needed to legally transport 
the non-divisible load loaded on the trailer. 

(g) A combination consisting of a truck-tractor or toter towing a manufactured home, mobile 
home or modular building unit chassis, which may include axles and tires attached to each 
chassis hauled, may operate on a 30-day multiple trip permit under the following conditions: 

(A) Chassis length inclusive of tongue shall not exceed 75 feet; 
(B) The chassis shall not be loaded end to end but may be staggered lengthwise for transport; 
(C) Overhang shall not extend more than five feet off the rear of the chassis transporting the 

load; 
(D) Overall length of the combination shall not exceed: 
(i) 105 feet on interstate and multilane highways; and 
(ii) 95 feet on two-lane green and brown routes shown on Route Map 7; and 
(E) The chassis transporting the load shall be equipped with brakes and lights that meet the 

requirements of CFR 49 Part 393. 
(2) When the combination of vehicles includes jeep axles, or other vehicles of a size or 

weight not authorized by section (1) of this rule, movement shall be by single trip permit only. 
 
Stat. Auth.: ORS 184.616, 184.619, 810.050 & 810.060 
Stats. Implemented: ORS 818.220 & 818.225 
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