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To: Users of Oregon DOT Bridge Design and Drafting Manual

Subject: New changes and additions to the ODOT Bridge Design and
Drafting Manual

The ODOT Bridge Design and Drafting Manual (BDDM), 2004 has been updated
with several changes and additions. The revised Manual is being released in
web-based Acrobat files, which can be access at the following web site:

http://www.oregon.qov/ODOT/HWY/BRIDGE/standards _manuals.shtml#Bridge
Design Drafting Manual

The Manual and changes can be viewed from the site, or downloaded and
printed. The update covers 5 changes in Section 1 of the manual, which are
listed in the attachment.

The BDDM changes apply to new design projects as of the effective date of
January 30, 2012. New projects for ODOT designed projects are those that do
not have an approved DAP by the effective date. New projects for outsourced
projects are those that do not have an executed work order contract for PE.
However, existing projects may make use of new changes, if agreed to by the
CPM or Project Team Leader.

We are very interested in comments and suggestions on any of the provisions in
the manual. Please send questions about the manual to Kevin Davidson at (503)
986-3342, Kevin.F.Davidson@odot.state.or.us or Craig Shike at (503) 986-3323.
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. Johnson
State Bridge Engineer

Attachment: BDDM Update Summary November 2011
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November 2011 Update
ODOT Bridge Design & Drafting Manual

Update Summary

Section 1 — Design and Detailing Practices

1.1.1.1 Std. Specifications & Std. Drawing Manuals — Add note that International
Building Code (IBC) doesn't apply in Oregon to structures in public R/W.

1.1.2,9.9 Bridge ID Paddles — Rename as "Markers”. Introduce new SP842
Facility ID Markers specification

1.1.2.9.12 ODOT Accelerated Bridge Construction (ABC) Guidelines — correct link
under Cost Consideration, for Incentives/Disincentives Program.

1.1.21.1 Rail Selection — (4) Bicycle and Pedestrian Railing, (5) Combination
Rails: Revise required height from 54" to 42" for either bike or pedestrian use.

1.1.21.4 Temporary Bridge Rails — proprietary rail options
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