
 

Standard Guidelines for Product Review DEPARTMENT OF 

Lubricants for Fasteners; TRANSPORTATION 

Section 02560.70 Construction Section 

July, 2013  800 Airport Road SE 
   Salem, OR  97301-4798 
  503/986-3059 

1 of 1 

02560.70 – Lubricants for Fasteners 

 

Process - Submit the following: 
    - Preliminary Information for Product Evaluation Form. 
     - Independent Test Results showing compliance with Specs listed below. 
    - Legible copy of the MSDS. 
    - Spec Data Sheet. 
    - Detailed installation instructions. 
    - List of Limitations and Precautions. 

 

Specifications: 

 

Galvanized fasteners require visible lubrication from the manufacture.  ODOT specification or field 
circumstances may require additional field applied lubricants on galvanized fasteners.  These 
materials are specifically designed for galvanized steel.   
 
Uncoated fasteners also require lubrication from the manufacturer.  Occasionally this lubrication is 
ineffective and requires re-lubricating the fastener lot in the field.  These lubricants are more generic 
in nature and are not suitable for galvanized fasteners.  
 
Stainless steel fasteners are rarely used in highway projects but if used will require field applied 
lubricants.  These lubricants are designed for anti-galling and appropriate for stainless and 
galvanized applications.  
 
It is the intent of this Guideline to provide a clear list of suitable materials for the Qualified Product 
List (QPL). 
 
 
Submit documentation to: 
 
Oregon Department of Transportation 
 Product Evaluation Coordinator 
800 Airport Road SE 
Salem OR  97301-4798 
503-986-3059 
 

Please send no samples at this time. 

http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/qpl/docs/prelim_info_product_eval_fill-in.pdf

