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Non-Field Tested Materials Guide Flow Chart - Example

Question: What are the documentation requirements for Bid Item #6307
Determine all applicable products.

Contract 13127: Bid kem
#5630 Thermoplastic, Non-
Profile, 120 Wi, Sprayed

!

Standard Specifications:
Sections 865 and 850

2A

Check Plans (Standard
3| Drawings) for additional

¥

Check Special Provisions

¥

NFTHMAG
(use spec section) What
documentation i required?

5 | |If directed by NFTMG,
Check QPL
{use spec sechon):
Are there Approved or
Cuakfied Products?

[EPL Product Regquired)

information,
For example, to
determine the features
of a Type 2 Defineator

Compare Documentation
to Specifications

Complete FIR
(if Required)

Complete FIR (if Required)

[EPL Product NOT Required)

| Notes for Non-Field Tested Materials Guide Flow Chart - Examp

Bid tems located in back of Special Provisions

Look in Table of contents or index to find Longitudinal Pavement Markings - Durable

Hot applicable.

Check specs for material requirements and acceptance

865.00 — Scope - In addition to the requirements of Section 00850.

850.10 — Materials from QPL.

850.10 — Reflective Elements — uzed with materialz other than marking paint are not re

be from the QPL. Use reflective elements according to the manufacturer's recommenda
00355.45 — Application (Method F, Sprayed)

Do specials modify standards

Yes. 850.47(c) — Retroreflectivity. Use a 30 meter geometry retrorefiectometer to
measure the retroreflectivity within 48 hours of curing, except for paint applications:

What are documentation requirements for 865 and 8507

Test Results Certificate: “ves for Retro-Reflective Testing

Quality Complance Cerlificate — Yes

Field Inspection Report — Yes

Qualified Product List - Yes

Certificate of Materials Origin - No (especialy for this project - state funded)
Warranty — Yes, How long?

Test Results Certificate (for Retro-Reflective Testing), and FIR. See QPL for Approved
Don't Use Rejected List
Section 862 — Two products listed for Method F (NOTE: Section 862 is used

from notes on page 1 of QPL).
Permaline — White
Permaline — vellow

Check remarks for addiional requirements
Hat applicable for this product, QPL required

Complete FIR



