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VEHICLE SIGNALS       
DESCRIPTION: Aluminum powder coated black or black 
polycarbonate. May have 1,3,4, or 5 signal faces. May be 
programmable.  All fasteners shall be type 304/316 
stainless steel except for brass terminal screws.  
 
 
 
 
USE: Flashing beacon, 3-section RYG signal, 4-section 
with green arrows, 5-section with arrows and balls. 
 
BRAND/MANUFACTURER    CATALOGUE/PART NO.     
 
     ALUMINUM   

� McCain   Standard: 
8 inch, 12 inch 
Programmable:  
12 inch 

� Northwest Signal/Peek Standard:  
8 inch, 12 inch  

� Peek    Standard:   
12 inch 
HSS83E300GOR 

� Econolite Standard:  
8 inch, 12 inch  

� Siemens/Eagle Standard:  
8 inch, 12 inch  

� ___________________  _____________________ 

� ___________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 
   

  POLYCARBONATE (STANDARD DUTY)    

� McCain   12 inch: M22435 

� Econolite Standard:  
8 inch, 12 inch  

� Siemens/Eagle Standard:  
8 inch, 12 inch  

� ___________________  _____________________ 

� ___________________  _____________________ 

� ___________________  _____________________ 

� ___________________  _____________________ 
 

  POLYCARBONATE (HEAVY DUTY)    

� McCain   12 inch: M25346-SR 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
            
           
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

INITIAL SUBMITTAL  
�   QUALIFIED  

�   QUALIFIED AS NOTED  

�    RETURNED FOR CORRECTION 
 

Date:________________________ 

Name:_______________________ 

CTSI Card#_________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the Standard 
Specifications for Highway Construction as 
modified by the Project Special Provisions. 

INSPECTED & ACCEPTED ON PROJECT  
 

Date:________________________ 

Name:_______________________ 

CTSI Card#_________ 
 

�  Verified Materials By Markings/Packaging 
Quantity accepted _________________ 
Quantity rejected __________________ 
 

� Materials Accompanied By Manufacturer’s  
      or Supplier’s Certification (Copy attached) 

  Quantity accepted _________________ 
  Quantity rejected __________________ 
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PHOTOELECTRIC CELL             
 

DESCRIPTION: A photoelectronic device used for turning 
on Illuminated signs or luminaires meeting specifications 
under 00970. 
 
USE: To activate illumination systems, luminaires at traffic 
signals and interior illuminated signs 
 
BRAND/MANUFACTURER    CATALOGUE/PART NO.     
     
     PHOTO CELL  

� Dark to Light (DTL)  D or DP Series 

�  Fisher Pierce   Series 7570 

� Sun-Tech   S124-1.5-ETM 

� Area Lighting Research 2090-NPS 

� ___________________  _____________________ 

� ___________________  _____________________ 

� ___________________  _____________________ 

�____________________  _____________________ 
 
    TWIST LOCK RECEPTACLE      

� Intermatic   K122 

�____________________  _____________________ 

�____________________  _____________________ 

� ___________________  _____________________ 

� ___________________  _____________________ 

� ___________________  _____________________ 

� ___________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 

�____________________  _____________________ 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
            
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

INITIAL SUBMITTAL  
�   QUALIFIED  

�   QUALIFIED AS NOTED  

�    RETURNED FOR CORRECTION 
 

Date:________________________ 

Name:_______________________ 

CTSI Card#_________ 

Qualifications or corrections are subject to all 
requirements of the current issue of the Standard 
Specifications for Highway Construction as 
modified by the Project Special Provisions. 

INSPECTED & ACCEPTED ON PROJECT  
 

Date:________________________ 

Name:_______________________ 

CTSI Card#_________ 
 

�  Verified Materials By Markings/Packaging 
Quantity accepted _________________ 
Quantity rejected __________________ 
 

� Materials Accompanied By Manufacturer’s  
      or Supplier’s Certification (Copy attached) 

  Quantity accepted _________________ 
  Quantity rejected __________________ 
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