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00225.11 – SIGN SHEETING, ODOT Type O4 
 
ODOT maintains a list of sign sheeting that is used for Construction work-zones.  We require 
fluorescent orange, retro-reflective, micro-prismatic sheeting meeting the following specifications.  
 
Specifications - To qualify for review in this category, you must show compliance with the 

following: 

 
 

   
 - ASTM D-4956 Type VIII, or  
 - ASTM D-4956 Type IX, or 
 - ASTM D-4956 Type XI, and  

- Must be compatible with aluminum, MDO, and Highway Sign Grade HDO plywood 
substrates. 

 
To apply for inclusion on the Oregon QPL, submit the following: 
 
 - Preliminary information for Product Evaluation Form. 
 - Copy of independent test reports showing conformance with the Specifications, above. 
 - Spec data sheet. 
 - Detailed installation instructions. 
 - List of limitations and precautions. 
 - List of materials that can be used to cover the signs without damaging the sheeting. 
 - Samples of the sheeting (3 each 8” x 10”). 
 
Products that meet ASTM D4956 Type IV will be not be considered for new evaluations, and 
existing Type IV products will be dropped from the QPL for projects bid after January 1, 2006.  
 
Submit the above documentation to: 
 
Oregon DOT – Product Evaluation Coordinator 
800 Airport Road SE 
Salem OR  97301-4798 
503-986-3059 
http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/QPL/QPIndex.shtml 
 
 

http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/QPL/Docs/prelim_info_product_eval_fill-in.pdf

