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2016-2018 STIP

LAST PAVED: 1994

PURPOSE AND NEED:
Road condition is fair to poor. Pavement is cracking. 

PROPOSED SOLUTION:
Design and construct pavement repairs and ADA 
improvements to prevent significant pavement degradation.

OR-99E: SE HAROLD STREET TO SE HARRISON STREET 
VARIOUS COUNTIES

N

ESTIMATED COST: $8,246,000



OREGON DEPARTMENT OF TRANSPORTATION | 75

FIX-IT

PR
ES

ER
VA

TI
O

N

2016-2018 STIP

LAST PAVED: 1979

PURPOSE AND NEED:
Pavement condition is poor. Pavement is 
cracking and has numerous potholes. 

PROPOSED SOLUTION:
Design pavement repair and ADA improvements.

OR-99E: PINE STREET TO SW BERG PARKWAY  
CLACKAMAS COUNTY

N

ESTIMATED COST: $300,000
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2016-2018 STIP

LAST PAVED: 1995

PURPOSE AND NEED:
Pavement condition is fair to poor. Bringing this section of 
roadway to fair or better would ensure that the section 
does not rapidly deteriorate increasing repair costs. 

PROPOSED SOLUTION:
Design and construct pavement repairs and ADA 
improvements to prevent significant pavement degradation.

OR-99E: SW BERG PARKWAY TO PUDDING RIVER
CLACKAMAS COUNTY

N

ESTIMATED COST: $1,866,000
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2016-2018 STIP

LAST PAVED: 1996

PURPOSE AND NEED:
Pavement condition is fair to poor. Repaving would 
add useful life to the pavement and prevent significant 
pavement degradation. 

PROPOSED SOLUTION:
Design pavement repair and ADA improvements.

OR-211: OR-213 TO MEADOWBROOK 
CLACKAMAS COUNTY

N

ESTIMATED COST: $255,000
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2016-2018 STIP

OR-212: RICHEY ROAD TO US-26 
CLACKAMAS COUNTY

LAST PAVED: 1999

PURPOSE AND NEED:
Pavement condition is poor and starting to deteriorate 
rapidly. Roadway is cracking and has numerous pot holes. 

PROPOSED SOLUTION:
Design and construct pavement repairs and ADA 
improvements to prevent significant pavement degradation.

N

ESTIMATED COST: $2,666,000
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FIX-IT

OR-213: MULINO TO BLACKMAN’S CORNER 
CLACKAMAS COUNTY

LAST PAVED: 1998

PURPOSE AND NEED:
Pavement condition is fair to poor and is starting to erode. 
Roadway is cracking and has pot holes. 

PROPOSED SOLUTION:
Design and construct pavement repairs and ADA 
improvements to prevent significant pavement degradation.

PR
ES

ER
VA

TI
O

N

N

ESTIMATED COST: $2,876,000



2016-2018 STIP
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LAST PAVED: 1991

PURPOSE AND NEED:
Road condition is fair to poor. 

PROPOSED SOLUTION:
Design and construct pavement repairs and ADA 
improvements to prevent significant pavement 
degradation.

OR-213: LINDY STREET TO KING ROAD
CLACKAMAS COUNTY

N ESTIMATED COST: $2,500,000
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2016-2018 STIP

LAST PAVED: 1993

PURPOSE AND NEED:
Pavement is rutting. Bringing this section of roadway to fair 
or better would ensure that the section does not rapidly 
deteriorate increasing repair costs.   

PROPOSED SOLUTION:
Design and construct pavement repairs and ADA 
improvements to prevent significant pavement degradation.

US-26: NW MOUNTAINDALE ROAD TO NW GLENCOE ROAD 
WASHINGTON COUNTY

N

ESTIMATED COST: $1,566,000
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£¤30 

LAST PAVED: 2000

PURPOSE AND NEED:
Pavement condition is poor and starting to deteriorate 
rapidly. Roadway is cracking and has numerous pot holes. 

PROPOSED SOLUTION:
Design and construct pavement repairs and ADA 
improvements to prevent significant pavement degradation.

US-30: NW BRIDGE AVENUE TO MCNAMEE ROAD
MULTNOMAH COUNTY

N

ESTIMATED COST: $6,491,000


