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This letter serves notice to all involved utilities that a 5-year pavement cut moratorium shall be in place after final paving on any portion of the subject project has occurred.  If, within this 5-year period open cutting in the new pavement is needed, the utility shall be responsible for the following pavement restoration requirements.

Curbed Section
A 50mm (2-inch) pavement grind and inlay shall be constructed, curb to curb, for 4.5m (15 feet) on each end of the proposed pavement cut along the highway, after the standard “T” cut trench backfill and pavement patch has been made.  Pavement grinding shall conform to Standard Specifications for Highway Construction, section 00620, Cold Plane Pavement Removal.  Specifically, pavement surface shall be uniformly milled using equipment that is capable of accurately establishing profile grades within a tolerance of 6mm by reference from either the existing pavement or from independent grade control.

Non-curbed Section
A 38mm (1.5-inch) pavement overlay shall be constructed, full width, for a taper distance on each end of the proposed pavement cut along the highway, after the standard “T” cut trench backfill and pavement patch has been made.  The elevation “taper distance” (TD in feet) is a function of the overlay depth (D in inches) and the highway posted speed (PS in MPH), as calculated, TD = D x PS.  Example: 1.5 inch overlay in a 55 MPH section of highway = 82.5 feet taper distance.

This letter and requirement shall be listed as a Special Provision within all permits issued to utilities involved with this section of highway that may involve open pavement cutting, expiring on January 1, 2005.

Sincerely,

     , Region Utility Specialist

