Transfer Detections from J11U (C1-54),or any input, to I7U (C1-65), or any extend and call input with carryover

This command box sequence allows carryover to be added to an input (input 1) that is not a detector input to a permitted phase, and then transferred to an extend and call input (input 2) of a permitted phase when the phase is green.  This allows the carryover to apply to the detectors wired to input 1, but not to the detectors wired to input 2.  Input 1 is also transferred directly to input 2 to place calls when the phase is red.

In this example, J11U (C1-54) is the detector that corresponds to input 1, and the phase 4 E & C input at I7U (C1-65) corresponds to input 2.

The example uses timer #1.
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	Line
	Address
	Command
	Description

	
	
	
	

	1
	D980
	208
	

	2
	D981
	1
	Set timer 1 to

	3
	D982
	x.x
	carryover value (0.1 to 25.5)

	4
	D983
	22
	If input

	5
	D984
	28
	J11U (C1-54) is on

	6
	D985
	206
	

	7
	D986
	47
	Turn ph 4 input I7U (C1-65) on

	8
	D987
	27
	if

	9
	D988
	1
	timer 1 is on

	10
	D989
	20
	and

	11
	D98A
	21
	if 

	12
	D98B
	4
	phase 4 

	13
	D98C
	11
	is green

	14
	D98D
	201
	

	15
	D98E
	28
	If J11U (C1-54) is on

	16
	D98F
	47
	turn I7U (C1-65) on

	
	
	
	


*All the input slots referred to in the example are for a model 332 cabinet
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