SP270  (03-31-08)

(Use this Section for temporary fences.  Do not use this Section for orange plastic fencing.  Remove subsections and work items that do not apply.)

SECTION 00270 - TEMPORARY FENCES TC "SECTION 00270 - TEMPORARY FENCES" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Section 00270, which is not a Standard Specification, is included in this Project by Special Provision.

Description

00270.00  Scope - This work consists of constructing, maintaining, and removing temporary fences, gates, and gateways as shown or directed.

Materials

00270.10  Material - Provide new material meeting the requirements of 01050.10.

(Use the following sentence with barrier mounted temporary rock protection fence.)

Provide concrete barrier meeting the requirements of 00225.12(c).

Construction

00270.40  General - Construct temporary fences, gates, and gateways according to the applicable parts of Section 01050.

(Use the following subsection .42 with barrier mounted temporary rock protection fence.)

00270.42  Rock Protection Fence - Construct concrete barrier according to Section 00820.  Attach fence to barrier as shown.

Maintenance

00270.60  General - Maintain temporary fences and appurtenances in good condition.  Keep the fences in place until they are no longer needed.

Finishing and Cleaning Up

00270.70  General - When temporary fences and appurtenances are no longer needed remove and dispose of them according to the applicable parts of Section 00310 except fence fabric, fence wire, posts, and braces may be used in permanent fence installations if the following conditions are met:

· The material was new when installed for temporary purposes

· The material has not been used on previous projects

· The material meets the requirements of 01050.10

· The material is undamaged

· The material is acceptable to the Engineer

Measurement

00270.80  Fence and Gateways - The quantities of temporary fence will be measured on the length basis of each type of temporary fence.  Gateways will be considered as fence of the type which adjoins them and will be measured as a continuing part of that type of fence.  Measurement will be from center to center of posts, measured along the line and grade of each separate continuous run of fence as constructed exclusive of gates.

00270.81  Gates - The quantities of temporary gates will be measured on a unit basis regardless of size or type.

(Use the following subsection .82 with barrier mounted temporary rock protection fence.)

00270.82  Rock Protection Fence - The quantities of barrier mounted rock protection fence will be measured on the length basis.  Measurement will be from center to center of posts, measured along the line and grade of each separate continuous run.

Payment

00270.90  General - The accepted quantities of temporary fences and temporary gates will be paid for at the Contract price, per unit of measurement, for the following items:


Pay Item
Unit of Measurement

(a)
Temporary Type ___ Fence
Foot

(b)
Temporary Gates
Each

In item (a) the type of fence will be inserted in the blank.

Payment will be payment in full for furnishing, placing, maintaining, and removing all materials, performing all necessary earthwork, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.

(Use the following subsection .92 with barrier mounted temporary rock protection fence.)

00270.92  Rock Protection Fence - The accepted quantities of temporary rock protection fence will be paid for at the Contract price, per foot, for the item "Temporary Rock Protection Fence, Barrier Mounted".

Payment will be payment in full for furnishing, placing, maintaining, and removing all materials, including the concrete barrier, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.
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