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SECTION 00310 - REMOVAL OF STRUCTURES AND OBSTRUCTIONS TC "SECTION 00310 - REMOVAL OF STRUCTURES AND OBSTRUCTIONS" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)

Comply with Section 00310 of the Standard Specifications modified as follows:

00310.41(a)  General - Replace this subsection, except for the subsection number and title, with the following:

Where an abutting structure or part of a structure is to be left in place, make clean, smooth, vertical cuts with a saw or other approved cutting device.  Avoid operations that may damage any portion of the remaining structure.

(Use the following subsection .80 only when saw cutting is included as a pay item.)

00310.80 Measurement - Add the following to the end of the length and area bullet:

Asphalt pavement cutting will be the length of the actual cut based on a depth of 6 inches.  If the depth is greater than 6 inches, the length will be adjusted by converting to an equivalent number of feet on a proportionate length basis.
(Use the following subsection .92 only when saw cutting is included as a pay item.)

00310.92 Separate Item Basis - Add the following pay item to the pay item list:


(g)
Asphalt Pavement Saw Cutting
Foot

Item (g) applies to asphalt pavement saw cutting when shown.
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