
SP445  (08-18-11)
(This Section requires SP405.


Require SP440 for concrete pipe applications.


Requires SP495 for trench resurfacing.


Requires SP2410 for steel reinforced polyethylene pipe or polypropylene pipe.


Requires SP2510 for reinforcement in blocks.)

SECTION 00445 - SANITARY, STORM, CULVERT, SIPHON, AND IRRIGATION PIPE TC "SECTION 00445 - SANITARY, STORM, CULVERT, SIPHON, AND IRRIGATION PIPE" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Comply with Section 00445 of the Standard Specifications modified as follows:

(Use the following subsection .01 when steel reinforced polyethylene pipe or polypropylene pipe is required.)

00445.01  Definitions and Descriptive Terms - Replace the "Culvert" and "Flexible Pipe" definitions with the following definitions:

Culvert - Concrete, corrugated metal, ductile iron, polyethylene, steel reinforced polyethylene or polypropylene pipe.

Flexible Pipe - Pipe constructed of corrugated or spiral rib metal, PVC, polypropylene, polyethylene, and steel reinforced polyethylene.  For the purposes of these Specifications, all potable water pipes are considered flexible pipes.

Add the following definition:

Steel Reinforced Polyethylene - Steel reinforced ribbed high density polyethylene.

(Use the following subsection .11 when steel reinforced polyethylene pipe or polypropylene pipe is required.  Delete what does not apply.)

00445.11  Materials - Add the following to the end of the material list:


Steel Reinforced Polyethylene Pipe
02410.60


Polypropylene Pipe
02410.75

(Use the following lead-in paragraph when subsection .43(h) or subsection .43(i) is used.)

Add the following subsection:

(Use the following subsection .43(h) when steel reinforced polyethylene pipe is required.)

00445.43(h)  Steel Reinforced Polyethylene Pipe - Install steel reinforced polyethylene pipe and fittings according to the manufacturer's recommendations.

(Use the following subsection .43(i) when polypropylene pipe is required.)

00445.43(i)  Polypropylene Pipe - Install polypropylene pipe and fittings according to the manufacturer’s recommendations.

Provide joints made with either bell and bell or bell and spigot coupling.

When the ambient air temperature is less than 10 °F, do not install, move, cover, bury, or otherwise handle the polypropylene pipe.  All polypropylene pipe handled at temperatures below 10 °F will be rejected and not allowed to be used on the Project.

00445.80(a)  Pipes - In the length bullet, add ", to the nearest foot" after the word "applicable".
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