SP490  (10-30-14)
(This Section requires SP440, SP442,

SP470, SP2450, and SP2510.)
SECTION 00490 - WORK ON EXISTING SEWERS AND STRUCTURES TC "SECTION 00490 - WORK ON EXISTING SEWERS AND STRUCTURES" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
(Use the following paragraph when subsections 00490.46(b-2) and .46(e) are NOT included in the project.)

Comply with Section 00490 of the Standard Specifications.

(Use the following lead-in paragraph when subsections 00490.46(b-2) or .46(e) are included in the project.)

Comply with Section 00490 of the Standard Specifications modified as follows:

(Use the following subsection .46(b-2) when adjusting concrete and masonry manholes is required.)

00490.46(b-2)  Concrete and Masonry Manholes - In the paragraph that begins "Precast sections removed…", replace the sentence that begins "Precast items that…" with the following sentence:

Dispose of precast items, not reused on the Project, according to 00290.20.

(Use the following subsection .46(e) when adjusting metal manholes is required.)

00490.46(e)  Metal Manholes - Replace the sentence that begins "Salvaged structures not reused…" with the following sentence:

Dispose of salvaged structures, not reused on the Project, according to 00290.20.
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