
SP503  (09-13-12)
(May require SP539, SP556,


SP557, SP559, SP591 and SP592.)
SECTION 00503 - BRIDGE DECK COLD PLANE PAVEMENT REMOVAL TC "SECTION 00503 - BRIDGE DECK COLD PLANE PAVEMENT REMOVAL" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Comply with Section 00503 of the Standard Specifications modified as follows:

00503.20  Equipment for Grinding on Bridge Decks - Replace this subsection, except for the subsection number and title, with the following:

To remove pavement from bridge decks, use micro-milling equipment consisting of either cold plane or rotomill grinding machines that have carbide cutting tools in a rotary drum.  Provide equipment with a tooth spacing of not more than 1/4 inch, capable of leaving a smooth, uniform pattern of striations.  Limit machines to a gross operational weight of no more than 35 tons and a forward speed to 2.5 feet per minute.  Operate at a drum speed of at least 120 RPM.

00503.40(a)  General - Delete the bullet that begins "Hydroblast all deck…".

00503.40(c)  PCC Surfacing - Delete this subsection.

00503.42  Disposal of Materials - Replace this subsection, except for the subsection number and title, with the following:

Dispose of all materials according to 00290.20.

(Use the following paragraph and bullet when materials are to be recycled.  List stockpile sites.)

When existing pavement is to be removed in more than one thickness or lift and the material is to be recycled into asphalt concrete mixture, either on this Project or a future project, place the material from each thickness or lift in separate stockpiles at the following sites:

(Use the following subsection .90 when bridge decks are resurfaced under Sections 00539, 00556, 00557, 00559, 00591 and 00592.)

00503.90  Payment - Replace this subsection, except for the subsection number and title, with the following:

No separate or additional payment for removing asphalt concrete surfacing from bridge decks for the preparation for concrete and crack sealing, multi‑layer polymer concrete overlays, premixed polymer overlays, silica fume concrete overlays, latex modified concrete overlays, waterproofing membranes, or for constructing, maintaining, and removing temporary wedges.
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