SP582  (03-20-14)
(This Section requires SP594 when steel


bearings are used.  Requires SP2530 and


SP2570 when composite bearings are used.)

SECTION 00582 - BRIDGE BEARINGS TC "SECTION 00582 - BRIDGE BEARINGS" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Comply with Section 00582 of the Standard Specifications modified as follows:

00582.00  Scope - Replace this subsection, except for the subsection number and title, with the following:

This work consists of furnishing and installing composite bridge bearings, elastomeric bridge bearings, and rockers and hangers for bridges as shown, specified, or directed.

Add the following subsection:

00582.03  Design - Design and fabricate composite bridge bearings according to the latest edition of the AASHTO LRFD Design Specifications.

00582.10  Materials - Replace this subsection, except for the subsection number and title, with the following:

Furnish composite bridge bearing materials meeting the requirements of Section 02570.  Furnish elastomeric bridge bearings from the QPL and meeting the requirements of Section 02571.

Furnish rockers and hangers, constructed entirely of structural steel, according to Section 00560.

00582.20  Composite Bearings - Replace the sentence that begins "Unless otherwise shown…" with the following sentence:

Provide only one type of composite bearing from the QPL for each bridge, subject to the following requirements:
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