SP584  (06-10-10)

SECTION 00584 - ELASTOMERIC CONCRETE NOSING TC "SECTION 00584 - ELASTOMERIC CONCRETE NOSING" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Comply with Section 00584 of the Standard Specifications modified as follows:
(Use the following subsection .10 when repairing existing concrete nosing.)
00584.10  Materials - Add the following paragraph to the end of the subsection:

When making repairs to or filling voids in the existing deck, use epoxy from the QPL.

(Use the following lead-in paragraph and subsection .42 when repairing existing concrete nosing.)
Add the following subsection:
00584.42  Existing Concrete Repair - Perform existing concrete repair prior to installing elastomeric concrete nosing or expansion joints.  Repair the expansion joint edges or concrete deck surface as shown and the following:
· Remove all cracked, spalled, and unsound concrete from the expansion joint area, without damaging existing reinforcement, and replace with elastomeric concrete.  At armored corners, weld damaged areas of steel armoring, and epoxy-inject all voids left by removal of unsound concrete.  Replace existing armor as directed.  Complete welding of existing armor prior to epoxy injection.

· Remove existing expansion joint material and reconstruct the joint edges as shown.  Remove all existing joint anchorage material from the joint areas, as required for installation of new elastomeric concrete nosing.

00584.75  Warranty - Delete this subsection.

(Use one of the following options for subsections .80 and .90 as instructed below.  Delete the option that does not apply.)

[ Option 1 - Use the following subsections .80 and .90 only when installing new concrete nosing.)

[ Begin Option 1 ]

00584.80  Measurement - Delete the two paragraphs that begin "The estimated quantities…" and The quantities of…".

00584.90  Payment - Replace this subsection, except for subsection number and title, with the following:

The accepted quantities of work performed under this Section will be paid for at the Contract unit price, per foot, for the item "Elastomeric Concrete Nosing".
Payment will be payment in full for furnishing and placing all materials, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.

Payment includes new elastomeric concrete nosing installed to the depths shown.

Joint seal material will be paid for according to 00585.90.

No separate or additional payment will be made for providing the manufacturer’s representative.

[ End Option 1 ]

(Option 2 - Use the following subsections .80 and .90  when repairing existing concrete nosing.)

[ Begin Option 2 ]

00584.80  Measurement - Replace the two paragraphs that begin "The estimated quantities…" and "The quantities of…" with the following paragraph:

For existing concrete repair, the quantities of elastomeric concrete nosing are based on a nominal depth of 2 inches.  Where existing repair is deeper than 2 inches, the quantities will be measured on the volume basis to the nearest 0.05 cubic yard.
00584.90  Payment - Replace this subsection, except for the subsection number and title, with the following:

The accepted quantities of work performed under this Section will be paid for at the Contract unit price, per unit of measurement, for the following items:

(Delete pay item (a) if there is NO new concrete nosing.  Re-alphabetize (b) to (a) and (c) to (b).  Also delete the "item (a)" paragraph and re-alphabetize the (b) and (c) paragraphs below.)


Pay Item
Unit of Measurement

(a)
Elastomeric Concrete Nosing
 Foot


(b)
Repair Elastomeric Concrete Nosing
 Foot

(c)
Elastomeric Concrete Nosing Material for Repair
Cubic Yard
Item (a) includes new elastomeric concrete nosing installed to the depths shown.

Item (b) includes existing concrete repair, epoxy injection, and elastomeric nosing installed to a nominal depth of 2 inches.

Item (c) includes materials only for concrete nosing depths greater than 2 inches for existing concrete repair.

Payment will be payment in full for furnishing and placing all materials, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.

Joint seal material will be paid for according to 00585.90.

No separate or additional payment will be made for providing the manufacturer’s representative.

[ End Option 2 ]
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