SP749  (05-08-14)
(This Section requires SP2630.)
SECTION 00749 - MISCELLANEOUS ASPHALT CONCRETE STRUCTURES TC "SECTION 00749 - MISCELLANEOUS ASPHALT CONCRETE STRUCTURES" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
(Use the following paragraph when subsections 00749.14, .47, and .92 are NOT included in the project.)

Comply with Section 00749 of the Standard Specifications.

(Use the following lead‑in paragraph when any subsections 00749.14, .47, or .92 are included in the project.)

Comply with Section 00749 of the Standard Specifications modified as follows:

(Use the following lead-in paragraph and subsections .14 and .47 on projects with asphalt islands.)

Add the following subsections:

00749.14  Concrete - Furnish commercial grade concrete meeting the requirements of Section 00440.

00749.47  Concrete - Construct concrete curbs according to the applicable provisions of Section 00759.

(Use the following subsection .92 on projects with asphalt islands.)

00749.92  Method "B" Complete in Place Basis - Add the following sentence after the paragraph that begins "Item (c) includes…":

Item (c) also includes concrete curbs constructed with the asphalt islands.


1

