Unique 00225 - Radar Speed Trailers  (2015 Specifications: 06-01-16)

(Use this specification when a Radar Speed Trailer is required.  Insert these subsections into the appropriate locations of SP225.  DO NOT USE this unique specification if any of the "U00225 Speed Reduction Measures" unique specifications are being used.

NOTE:  If the Radar Speed Trailer will be used with a temporary Speed Reduction Order, a “Work Zone Speed Reduction Request” must be completed and submitted to the ODOT Traffic-Roadway Section.  See the ODOT Traffic Control Plans Unit website for details and a copy of the Request form.

If the Radar Speed Trailer will be used to supplement an advisory speed within the work area, a Speed Reduction Request is not needed.)


Add the following subsection:

00225.18  Radar Speed Trailer - Use a radar speed trailer with a Type 2 panel from the QPL, Conditional List, or as approved.



Add the following subsection:

00225.46(d)  Radar Speed Trailers - Provide and install radar speed trailers according to the plans and the following:

Place and delineate according to the Flagger Station Lighting Delineation detail as shown on the Standard Drawings, or as directed.
Operate radar speed modes and set speed thresholds as directed and as follows:
Use an over speed threshold equal to the posted speed on the radar speed trailer.
Use a blackout speed threshold of 85 mph, which does not allow the radar speed trailer to display a speed or message when the measured speed exceeds 85 mph.
Program to display the over speed message as follows, or as approved by the Engineer:
	SLOW
	DOWN
Ensure that the over speed message is displayed when the measured vehicle speeds exceed the posted speed mounted on the radar speed trailer but do not exceed the blackout speed threshold.
Provide speed and event logging data to the Engineer at the completion of the project, in a format compatible with Microsoft Excel.
When not actively displaying speeds, remove from the roadway and locate the radar speed trailer at least 30 feet from the nearest open traffic lane, behind a barrier system, or as directed.

(Use the following bullet for projects on freeways and when a Speed Zone Order will be included in the TCP.)

Install a 30 by 36 inch “SPEED LIMIT XX” (R2‑1) sign above or below the trailer display panel.  The “XX” value is determined by a Speed Zone Order signed by the State Traffic Engineer.

(Use the following bullet for projects on freeways when using the Radar Speed Trailer with advisory speed signing.  Fill in the blank with a value for “XX” between 10 and 20 mph below the regulatory posted speed for the work zone. Contact the Traffic Control Plans designer.)

Install a 36 by 36 inch “ROAD WORK XX MPH” (CW20‑1a) sign above or below the trailer display panel.  Use a value of _____ for “XX” on the sign

(Use the following bullet for projects on non-freeways and when a Speed Zone Order will be included in the TCP.)

Install a 30 by 36 inch “SPEED XX” (OR2‑1) sign above or below the trailer display panel.  The “XX” value is determined by a Speed Zone Order signed by the State Traffic Engineer.

(Use the following bullet for projects on non-freeways when using the Radar Speed Trailer with advisory speed signing.  Fill in the blank with a value for “XX” between 10 and 15 mph below the regulatory posted speed for the work zone.  Contact the Traffic Control Plans designer.)

[bookmark: _GoBack]Install a 36 by 36 inch “ROAD WORK XX MPH” (CW20‑1a) sign above or below the trailer display panel.  Use a value of _____ for “XX” on the sign.



00225.66  Portable Electrical Signs - Replace this subsection, except for the subsection number and title, with the following:

Maintain and use the required PCMS, radar speed trailers, and sequential arrow signs according to the manufacturer's recommendations, TCP, and as required.  Do not display or alter any sign message before it is approved.

While PCMS, radar speed trailers, and sequential arrow signs are in use, have repair equipment and parts on the Project site, as recommended by the manufacturer.

When directed, repair or replace sequential arrow signs, radar speed signs, and PCMS that are damaged or destroyed before continuing work that requires use of the signs.



Add the following subsection:

00225.86(c)  Radar Speed Trailers - Radar speed trailers will be measured on the unit basis, when the devices are initially installed on the project.



00225.96  Temporary Electrical Signs - Add the following pay item to the pay item list:

	(c)	Radar Speed Trailer	Each

Add the following paragraph to the end of this subsection.

Item (c) includes furnishing, operating, moving, maintaining, and removing the radar speed trailer.
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