SP00310  (2015 Specifications: 07-16-15)

SECTION 00310 - REMOVAL OF STRUCTURES AND OBSTRUCTIONS

(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

(Use the following lead-in paragraph when subsections .80 and .92 are NOT included in the project.)

Comply with Section 00310 of the Standard Specifications.

(Use the following lead-in paragraph when subsections .80 or .92 are included in the project.)

Comply with Section 00310 of the Standard Specifications modified as follows:

(Use the following subsection .80 only when saw cutting is included as a pay item.)
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00310.80  Measurement - Add the following to the end of the length and area bullet:

Asphalt pavement cutting will be the length of the actual cut based on a depth of 6 inches.  If the depth is greater than 6 inches, the length will be adjusted by converting to an equivalent number of feet on a proportionate length basis.

(Use the following subsection .92 only when saw cutting is included as a pay item.)

00310.92  Separate Item Basis - Add the following pay item to the pay item list:

	(g)	Asphalt Pavement Saw Cutting	Foot

Add the following paragraph to the end of this subsection:

Item (g) applies to asphalt pavement saw cutting when shown.
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