SP00555  (2015 Specifications: 04-01-17)

SECTION 00555 - POST-TENSIONING

(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

Comply with Section 00555 of the Standard Specifications modified as follows:

00555.13(b)  Bleeding - Replace this subsection with the following subsection:

00555.13(b)  Bleed - Determine bleed resistance according to ASTM C1741 and the PTI "Specification for Grouting of Post-Tensioned Structures M55.1", modified as follows:

	Vertical Rise, X	Gelman Pressure	Maximum % Bleed
	(ft)	(psi)	(% of sample volumes)
	0 ≤ X ≤ 20	50	0
	X > 20	100	0

(Use the following subsection .80 to list the estimated quantities of materials.  Select the type of material used.  Delete what does not apply.  Delete the parentheses.  Obtain the information from the Bridge Designer.)

00555.80  Measurement -  Add the following sentence to the end of this subsection:

The estimated quantity of prestressing steel, based on the use of (1/2 Inch 7‑wire prestressing strands) (prestressed bars) (cables), is _______ pounds.
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