Unique 00220 - Abrupt Edge (Paving) (03-01-12)

(Use this specification in when paving operations create an abrupt edge.)

00220.02  Public Safety and Mobility - Add the following bullet(s) to the end of the bullet list:

(Use this bullet when paving on Multi-Lane, Two-Way Non-Freeways.)

· When paving operations create an abrupt edge, protect traffic by installing a "DO NOT PASS" (R4-1-48) sign  before the work area at sign spacing "A" from the TCD Spacing Table" shown on the standard drawings.  Alternate "ABRUPT EDGE" (CW21-7-48) signs with appropriate (CW21-8) rider and "DO NOT PASS" (R4‑1‑48) signs at 1/2 mile spacings.  Install a "BUMP" (W8-1-48) sign 100 feet prior to the transverse paving edge.

(Use this bullet when paving on Two-Lane Freeway Projects.  Include Standard Drawing TM861.)

· When paving operations create an abrupt edge, protect traffic by installing signing according to the "Divided Freeway One Lane Closure Preservation Work Area" detail shown on the standard drawings.

(Use this bullet when paving on Multi-Lane Freeway Projects.  Include Standard Drawing TM862.)

· When paving operations create an abrupt edge, protect traffic by installing signing according to the "Divided Freeway Two Lane Closure Preservation Work Area" detail shown on the standard drawings.
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