Unique 00225 - Barrier Transitions (03-01-12)

(Use the following subsection when cast in place concrete barrier transition to bridge rail or cast in place tall concrete barrier transition to bridge rail are required.  Include Standard Drawing RD520 or RD550 (tall concrete barrier)  Delete the word in parenthesis if not applicable.)

00225.12(c)  Concrete Barrier - Add the following to the end of the first paragraph:

Provide cast in place (tall) concrete barrier transitions as shown on the standard drawings.

(Use the following subsection when metal guardrail connections to concrete barrier or metal guardrail connections to tall concrete barrier are required.  Include Standard Drawing RD530 or RD570 (tall concrete barrier).)

00225.12(c)  Concrete Barrier - Add the following to the end of the first paragraph:

Use metal guardrail transitions as shown on the standard drawings.

(Use the following subsection when concrete barrier around median obstacles or tall concrete barrier around median obstacles are required.  Include Standard Drawing RD535 or RD575 (tall concrete barrier). Delete the word in parentheses if not applicable.)

00225.12(c)  Concrete Barrier - Add the following to the end of the first paragraph:

Use modified (tall) concrete barrier around obstacles as shown on the standard drawings.

(Use the following subsection when cast in place tall concrete barrier transition to standard concrete barrier is required.  Include Standard Drawing RD560.)

00225.12(c)  Concrete Barrier - Add the following to the end of the first paragraph:

Provide cast in place tall concrete barrier transitions to standard concrete barrier as shown on the standard drawings.

(Use the following subsection when measuring any concrete barrier transitions using the "Length" method.)

00225.82(b-3-b)  Length Method - Between the words "barrier" and "along", add ", including concrete barrier transitions,".
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