Unique 00820 - Single Slope Barrier (03-31-08)

(Use this unique special provision when slipform single-slope barrier is required.)

Add the following subsection:

00820.49  Slipform Construction for Single Slope Barrier - Single-slope, 42 inch high, concrete barrier may be slipformed if the plans contain details for slipforming.

Prior to slipforming permanent single-slope concrete barrier, comply with one or both of the following requirements as directed:

(a)  Test Section - Cast a test section at least 25 foot long which shall:

· Be placed off the final barrier location site.
· Have the same section and reinforcement as detailed.
· Include one typical contraction or expansion joint.
· Be removed and disposed of at no additional cost to the Agency.
(b)  Prior Performance - Identify at least two recent projects on which the Contractor installed slipformed single-slope concrete barrier.  For each project, provide the name and phone number of a person the Engineer may contact to determine the success of the installation.  The Engineer will determine whether to allow slipforming on the current project.

If slipforming single-slope concrete barrier is permitted, comply with the following:

· Meet the requirements for cast-in-place construction..
· Use Class 3300 - 1 1/2 or Class 3300 - 3/4 portland cement concrete meeting the requirements of Section 02001.
· Provide concrete with a slump of 1 inch ± 1/2 inch.
· Brush-finish single-slope concrete barrier surfaces with vertical strokes and then paint according to 00820.45.
· Keep the top and faces of the finished single-slope barrier free from sags, humps and other irregularities.
· Maintain contraction joints and expansion joints to the dimensions shown until the concrete sets.
· Use slipforming only for section of single-slope barrier with constant dimensions.  Use fixed forms where dimensions vary, as at luminaire or signal supports and at barrier end transitions.
· Remove and replace any unsatisfactory work at no additional cost to the Agency.


1

