V8i Signals Workspace Update                      Release Date 10/01/2012


We will no longer be updating the signals side bar menu. 
We will be supporting the side bar menu version 6.1.29 until Microstation V8i has been rolled out within ODOT state wide. 
The new V8i signals tasks & workflow has tabs similar to the sidebar menu & is part of the ODOT workspace. 
[bookmark: _GoBack]Below is the latest V8i signals workspace update. This latest workspace update is being completed with the Microstation V8i rollout. 
Due sometime around April or May, 2013.  




1. Bubble Notes


a.) Changed HEADING for LOOPS to DETECTION. This way it covers all forms of detection.
b.) Changed HEADING for WIRES to WIRES & CABLES. Since we have a standard for using cables throughout the state.

          Added:

Controller
· GPS- Install GPS time sync. Module
· LS/N- Install (N=number) load switch(s) in existing controller cabinet
· DA/N- Install (N=number) loop detector amplifier(s) in existing controller cabinet
· DIN- Install DIN, rack mount DIN bracket and DIN rail com

                Poles           
· EX/2- Retain and Protect existing utility pole

                Detection
· EX/D-F-Retain and protect existing ramp meter (F=function) detector loop
· EX/f-F- Retain and protect existing ramp meter (F=function) loop feeder cable
· RX/f-F- Remove existing ramp meter (F=function) loop feeder cable
· AX/D-F- Abandon existing ramp meter (F=function) vehicle detector loop
· PhT- Install pedestrian phase (Ph=Phase) video detection zone on camera (T=Camera)
· PhT/X- Install phase (Ph=Phase) video detection zone on camera (T=Camera) with voyage detector number (X=Number)
· CAM/T- Install video detector camera (T=Camera)

                Wires & Cables

· VDF/T- Install video detection coaxial and power 
cable for camera (T=Camera)

             Updated:

                Wires & Cables
  
· N-12C- Install (N=number) No. 12 AWG THWN For (Vehicle, Pedestrian and Ramp meter pedestal common)



                Detection
· EX/DPh- Retain and protect existing phase (Ph=phase) vehicle detector loop

             Deleted:

                Junction box

· RR/JB
Remove and relocate existing junction box

                 Signs

· PR8-Install (30"x36") "ONE VEHICLE PER GREEN"
     part time restriction sign (OR20-3)

· PR9-Install (30"x36") "STOP HERE ON RED" with arrow
     part time restriction sign (OR10-6)
                 
                  Poles

· STP/TL
      Install special (T=type) standard traffic signal 
      strain pole with luminaire pole extension 
      (See, "Pole Entrance Chart")

· STP/XL
      Install special (X=non-standard) traffic signal 
      strain pole with luminaire pole extension 
      (See, "Pole Entrance Chart")

2. Notes

            Added:

Poles:

· PS = Pedestrian pushbutton post (See Std Dwg TM457) 
· PP = Pedestrian signal pedestal (See Std Dwg TM457) 

                 Other signs:

· SNS = Street name sign (See signing plans for details on sign and attachment type)
· GS = Guide sign (See signing plans for details on sign and attachment type)

                 Heads & Brackets:

· VL = Video detection camera bracket, cable mount,
         1-piece with 23" tube (Pelco part no. AS-0175
         or approved equal) Mount camera on luminaire arm.
         Mount camera on flat part of luminaire arm or
         as directed by engineer.

· VP = Video detection camera bracket,
         1-piece with 11" tube (Pelco part no. SH-0527
         or approved equal) Mount camera on verticle pole.

· VM = Video detection camera bracket, cable mount,
         1-piece with 74" tube (Pelco part no. AS-0175
         or approved equal) Mount camera on mast arm.


            
3. Misc.


Updated:

· 2070 phase rotation. Added description for (OL=Ph + Ph –Ph)
· Fire preemption phase rotation. Changed phase to channel.
· Loop detector diagram. Removed Std. Dwg. numbers from diagram.
· Updated video detector diagram (for detector plan sheet).


            Removed:

· Plan sheet examples
· Tenon Mts. for Pole Entrance Chart.


