Determining the Need for a Reduced Speed Zone for Work Zones (continued)
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Worksheet for Determining the Need for a Reduced Speed Zone for Work Zones

Instructions:    It is assumed for all of the travel restrictions that they are present for a continuous length of 1/4 mile or more.  Complete Section 1 for the submittal when the request meets all of the criteria stated therein and there are no further conditions or unusual circumstances to be considered.  Use Section 2 for the submittal when there are any other conditions and/or unusual circumstances to be included in the speed reduction.  Traffic control and staging plans must be included with the Worksheet when submitting under Section 2.  When submitting the request using Section 1 only, plans are not required.
	PROJECT NAME:
	         
	Bid Date or Start Work Date:  

	Requested By: 
	     
	Project Start: 

________________MP
	Project End:

____________MP
	Contract #, Key # or Bundle # 
	     


Section 1.  Request for a speed reduction for a standard traffic control layout:  This worksheet may be submitted without plan sheets if all of the following criteria are true:

· The project is in construction and agreement has been reached with the Project Engineer on the traffic control; 
· One or more of the work zone operations shown below will exist for a period of longer than 3 consecutive days; and 
· The traffic control plan is substantially in accordance with the ODOT Standard Drawing for the listed operation(s). 
Please check the applicable work zone operation(s) below. Signature of the Project Engineer certifies that there are no substantial signing changes, unusual road conditions or other work zone operations to be included in a temporary speed zone reduction order.  A speed zone order will be issued for a 10 MPH reduction based on the standard signing layout:

· One or two-lane, on-site diversion with shoulder widths less than 4 feet

· Workers immediately adjacent to live traffic and not behind concrete barrier or guard rail

· Abrupt edges or pavement drop-offs in excess of 4 inches not protected by concrete barrier or other rigid system

List the ODOT Standard Drawings used for the traffic control plan:     

Project Engineer (active project): 




   PM email address:       
date:      
Crew No.      

If there are any other work zone operations, substantial signing changes or unusual road conditions to be included in a temporary speed zone reduction order, use Section 2 on pages 2 and 3 of this worksheet for the request instead of Section 1 and submit the staging and traffic control plans along with the completed work sheet.

Section 2.  Request for a speed reduction with special circumstances
Table of Risk Exposure Factors:  Check all that apply for the work area and staging in the reduced speed request.  The presence of one or more factors does not require a reduced speed, but an assessment by traffic engineering staff including review of the plans and/or operation should be made to determine if a speed reduction is needed.
	WORK TYPE
	ACTIVITY AREA
	(
	FACTORS FOR REDUCED SPEED  for >1/4 mile (0.4 km)

	Roadside Activity
	Activities that are more than 10 ft. from the edge of the traveled way
	 FORMCHECKBOX 

	None

	Shoulder Activity
	Activities that encroach on the area closer than 10 ft. but not closer than 2 ft. to the edge of the traveled way
	 FORMCHECKBOX 

 FORMCHECKBOX 

	· Workers present for extended periods within 10 ft. of traveled way unprotected by barriers

· Horizontal curvature with a safe speed of  10 mph or more less than the posted speed

	Lane encroachment
	Activities that encroach in the area from the edge of the traveled way to 2 ft. from the edge of the traveled way
	 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

	· Workers present for extended periods within 2 ft of traveled way unprotected by barrier

· Horizontal curvature with a safe speed of  10 mph or more less than the posted speed

· Barrier or pavement edge drop-off within 2 ft of traveled way

	Moving operation, shoulder
	Activities that require an intermittent or moving operation on the shoulder 
	 FORMCHECKBOX 

	None

	Lane closure (1 or more)

Design speed

     MPH
	Activities that encroach on the area between the centerline and the edge of traveled way
	 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

	· Workers present for extended periods in the closed lane unprotected by barrier

· Lane width reduction of 1 ft. or more with a resulting lane width of 10 ft. or less

· A series of traffic control devices encroaching on a lane open to traffic or within a closed lane but within 2 ft of the edge of the open lane that can't be moved to a safer location

· Barrier or pavement edge drop-off within 2 ft of traveled way for >1/4 mile (0.4 km)

· Horizontal curvature with a safe speed of  10 mph or more less than the posted speed

	Temporary detour

Design speed 

     MPH
	Activities requiring the diversion of traffic to a temporary detour, either over existing roads or temporary road
	 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

	· Lane widths on the detour of 10 ft or less

· Speed reduction of 10 mph or more on transition with less than 1/4 mile (0.4 km) length between transitions

· Significant increase in traffic volumes for the detour facility sufficient to cause continuous, unusual congestion

	Centerline or lane line encroachment

Design speed 

     MPH
	Activities that encroach upon the area on both sides of the centerline of a roadway or lane line of a multi-lane highway
	 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

	· Workers present for extended periods in the closed lane unprotected by barrier

· Lane width reduction of 1 ft. or more with a resulting lane width of 10 ft. or less

· A series of traffic control devices encroaching on a lane open to traffic or within a closed lane but within 2 ft of the edge of the open lane that can't be moved to a safer location

· Barrier or pavement edge drop-off within 2 ft of traveled way for >1/4 mile (0.4 km)

· Horizontal curvature with a safe speed of  10 mph or more less than the posted speed


Discussion of Risk Exposure Factors:
Detail work zone areas where above restrictions or other impacts to traffic (specify) apply. Include begin/end milepoints and stations:

     
     
Detail how work zone changes (phasing, moving of work areas, etc.) affect the above restrictions:  

Provide the bid let date for this project:

     
Any other information unique to this work or location which affects your decision to request a lowered speed:

     
SUPPORTING SIGNATURES*
	Work Zone Traffic Control Design (plans):
	
	
	

	
	     
	Traffic Control Plans Designer 
	Date

	Region Traffic (active project)
	
	
	

	
	     
	Region Traffic Manager
	Date

	Project Manager* (active project):
	
	
	

	   PM email address:       
	     
	Crew No.      
	Date


* Include the project engineer or project team leader for design projects as Project Manager.  Include the Region Traffic Manager for all ODOT managed projects
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