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SECTION 00503 - BRIDGE DECK COLD PLANE PAVEMENT REMOVAL

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00503 of the Standard Specifications modified as follows:

00503.20  Equipment for Grinding on Bridge Decks - Replace this subsection, except for the subsection number and title, with the following:

To remove Pavement from bridge decks and bridge end panels, use micro‑milling Equipment consisting of either cold plane or rotomill grinding machines that have carbide cutting tools on a rotary drum. Provide Equipment with a tooth spacing of not more than 1/4 inch, capable of leaving a smooth, uniform pattern of striations.

(Use the following paragraph when bridge weight limits are required by 00220.45.)

Limit the gross operational weight of machines to comply with the load limitations of 00220.45.

(Use the following paragraph when the bridge does not have a load limit posting.)

Limit machines to a gross operational weight of no more than 35 tons, unless a heavier gross operational weight is approved in writing by the Engineer.

Limit machines to a forward speed of 2.5 feet per minute. Operate at a drum speed of at least 120 RPM.

(Use the following sentence when fabric or bonded membranes are removed.)

00503.90  Payment -  Replace the paragraph that begins “No separate or additional payment will…” with the following paragraph:

No separate or additional payment will be made for constructing, maintaining, and removing temporary wedges or for removal of fabric membranes.
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