[bookmark: _GoBack]SP00305  (2018 Specifications: 03-01-19)	(This Section requires SP00150 to
	establish survey responsibilities
	in 00150.15.)

(Use this Section when Contractor Surveying is required. Check with Designer. Do not modify the "Construction Surveying Manual for Contractors" in these special provisions.)

SECTION 00305 - CONSTRUCTION SURVEY WORK

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Section 00305, which is not a Standard Specification, is included for this Project by Special Provision.

Description

00305.00  Scope - Provide construction survey work according to the current edition on the date of Advertisement, of the ODOT "Construction Surveying Manual for Contractors". This manual is available on the web at:

http://www.oregon.gov/ODOT/ETA/Documents_Geometronics/Construction-Survey-Manual-Contractors.pdf

(Use the following paragraph when requested by the Project Manager. Check with the Project Manager for the distance to establish construction staking. Fill in the blank "__ feet" and delete all orange parentheses.)

In addition to the requirements of the ODOT "Construction Surveying Manual for Contractors", establish Engineering Stationing at (__ foot) intervals for the length of the project along the shoulder of the highway. Maintain the stationing so it is visible throughout construction of the project.


(Use the following subsection .05 when the Agency will provide 3D Engineered Models to the Contractor.)

00305.05  3D Engineered Models - If the Contractor elects to use the 3D Engineered Models to control the work, provide unstamped 3D Construction Models according to 00150.35 which include the following:

A detailed outline and list of the pay items and Work that will be controlled by the 3D Construction Models.
A narrative outlining any differences between the Agency‑prepared 3D Engineered Models and the 3D Construction Models.
A copy of the 3D Construction Models that will be used by the Contractor’s equipment for machine guidance or verification, that include and represent the Agency‑prepared 3D Engineered Models with changes identified in the narrative. Provide files in LandXML format or as directed.

Measurement

00305.80  Measurement - No measurement of quantities will be made for construction survey work.

Payment

00305.90  Payment - The accepted quantities of construction survey work will be paid for at the Contract lump sum amount for the item "Construction Survey Work".

Payment will be payment in full for furnishing all material, equipment, labor, and incidentals necessary to complete the work as specified.

No separate or additional payment will be made for any temporary protection and direction of traffic measures including flaggers and signing necessary for the performance of the construction survey work.

No separate or additional payment will be made for preparing surveying documents including but not limited to office time, preparing and checking survey notes, and all other related preparation work.

Costs incurred caused by survey errors will be at no additional cost to the Agency. Repair any damage to the Work caused by Contractor's survey errors at no additional cost to the Agency. The Engineer may make an equitable adjustment, which may decrease the Contract Amount, if the required survey work is not performed.
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