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SECTION 00940 - SIGNS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

(Use only one of the following lead-in paragraphs as instructed below.)

[ Use the following lead-in paragraph when NONE of the following subsections are included in the project special provisions. ]

Comply with Section 00940 of the Standard Specifications.

[ Use the following lead-in paragraph when ANY of the following subsections are included in the project special provisions. ]

Comply with Section 00940 of the Standard Specifications modified as follows:

(Use the following subsection .00 when agency‑furnished Oregon State Parks Shields are required.

(Note: Do not use agency‑furnished signs for any sign type other than Oregon State Parks Shields without prior approval from the Sign Engineer. Agency‑furnished signs require an LPIF and for the agency‑furnished sign materials and the location where the material is be picked up to be listed in 00160.30.)

00940.00  Scope - Add the following sentence to the end of this subsection:

This Work also consists of installing agency‑furnished Oregon State Parks Shield decals. See 00160.30.

(Use the following subsection .10 when Oregon Trail or California Trail route markers, Oregon Scenic Byway signs, or Oregon Tour Route signs are required. Delete "(s)" or parentheses as appropriate, and delete sign types that are not applicable.)

00940.10  Materials - Add the following paragraph and bullet(s) to the end of this subsection:

Digital graphic files for the following sign type(s) may be available on the ODOT Sign Design Information website at
http://www.oregon.gov/ODOT/Engineering/Pages/Signing.aspx:

Oregon Trail or California Trail route markers
Oregon Tour Route signs
Oregon Scenic Byway signs

(Use the following lead-in and subsection .11 when agency‑furnished Oregon State Parks Shields are required.)

Add the following subsection:

00940.11  Agency‑Furnished Sign Materials - The Oregon State Parks Shield decals will be furnished by the Agency as sign sheeting ready for direct application to a substrate.  Notify the Engineer at least 14 Calendar Days before beginning Work that requires Oregon State Parks Shield decals. The decals will be made available within 14 Calendar Days of notice to the Engineer.

(Use the following lead-in and subsection .12 when sign panels require anti‑graffiti coating.)

Add the following subsection:

00940.12  Sign Coatings - 

(Use only one for the following options as instructed below. Delete the option that does not apply.)

[ Option 1 - Use the following paragraph when every sign on the project will receive anti-graffiti coating. ]

Furnish all signs on the Project with a shop‑applied anti‑graffiti coating on both the background and legend sheeting according to 02910.70, regardless of substrate material.

[ Option 2 - Use the following paragraph when only select signs will receive anti-graffiti coating and will be shown on the plans. ]

Where shown, furnish signs with a shop‑applied anti‑graffiti coating on both the background and legend sheeting according to 02910.70, regardless of substrate material.

(Use the following subsection .40 when sign panels require anti‑graffiti coating.)

00940.40  General - Add the following sentence to the end of the paragraph that begins “Fabricate all components…”:

For signs that require anti‑graffiti coating, fabricate all components of each individual sign with sheeting and anti-graffiti coating from the same supplier to ensure that all components are compatible and are warrantable by the manufacturer.

(Use the following subsection .44 when agency‑furnished Oregon State Park Shields are required.)

00940.44  Retroreflective, Reflective, or Nonreflective Sheeting Application - Add the following paragraph to the end of this subsection:

Install agency‑furnished Oregon State Parks Shield decals as shown or directed.

(Use the following lead-in paragraph and subsection .48 when backs of aluminum substrate signs are coated. Obtain color number from Designer.)

Add the following subsection:

00940.48  Coating - Prepare and powder coat the backs of aluminum substrate signs according to the applicable portions of Section 00593 or prepare and coat according to the applicable portions of Section 00594.

Provide Federal Standard 595 Color Number ________.

(Use the following subsection .80 when agency‑furnished Oregon State Parks Shields are required.)

00940.80  Measurement - Add the following paragraph to the end of this subsection:

No measurement of quantities will be made for agency‑furnished Oregon State Parks Shield decals applied directly to the face of larger signs.

(Use the following subsection .90 when agency‑furnished Oregon State Parks Shields are required,  when sign panels require anti-graffiti coating, or when ASTM Type XI sheeting is required.)

00940.90  Payment - 

(Use the following paragraph and pay items when ASTM Type IX or ASTM Type XI sheeting is required. Delete the pay item(s) from the list that are not included in the Schedule of Items, but do not change the alpha characters next to the pay items. Delete the “(s)” or parentheses from the word “items(s)” as appropriate.)

Replace pay item(s) (d), (e), and (f) with the following pay items:

	(d)	Signs, Wide Angle Sheeting, Extruded Aluminum	Square Foot
	(e)	Signs, Wide Angle Sheeting, Sheet Aluminum	Square Foot
	(f)	Signs, Wide Angle Sheeting, Plywood	Square Foot

(Use the following two paragraphs when ASTM Type III or ASTM Type IV sheeting is required.)

Replace the paragraph that begins “Items (a), (b), and (c)…” with the following paragraph:

Items (a), (b), and (c) include payment for signs constructed with only ASTM Type III, ASTM Type IV, or non-reflective sheeting.

(Use the following two paragraphs when ASTM Type IX or ASTM Type XI sheeting is required.)

Replace the paragraph that begins “Items (d), (e), and (f)…” with the following paragraph:

Items (d), (e), and (f) include payment for signs constructed with ASTM Type IX or ASTM Type XI sheeting.

(Use the following two paragraphs when agency‑furnished Oregon State Parks Shields are required.)

Replace the paragraph that begins "Payment will be payment in full for…" with the following paragraph:

Payment will be payment in full for furnishing all materials except agency‑furnished sign materials, placing all Materials, and for furnishing all Equipment, labor, and Incidentals necessary to complete the Work as specified.

(Use the following two paragraphs when sign panels require anti‑graffiti coating.)

Add the following paragraph to the end of this subsection:

No separate or additional payment will be made for anti‑graffiti coating of signs.
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