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Roadside Development Designer's 
Quality Control Checklist
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1QC Review should be completed by a qualified Landscape Architect with a Bachelor and / or Master of Landscape Architecture degree. Be a registered Landscape Architect through OSLAB and possess a current Oregon Landscape Architect License (LA) with 2 + years of experience.
Designers of Roadside Development Plans for Contract Plans may be providing plans required as mitigation or site restoration for construction impacts, for local agency enhancement under their request or for ODOT.  The roadside development design may be intended to satisfy any number of design goals from aesthetic embellishment to carbon sequestration.  It is possible to satisfy multiple design goals in the same project, such as improving aesthetics, providing pollinator habitat, sequestering carbon, reinforcing a sense of place and providing a location's “gateway”.  Roadside and development and site restoration designers are expected to be versed in design, know plant material and anticipate the full grow-out of the plant material.  Furthermore, designers must anticipate the required maintenance and provide designs that are simple and as easy to maintain as is practicable.   Site Restoration designers are expected to be familiar with the characteristics of the site prior to disturbance (or a similar reference site) so that the plants and functional aspects of the site can be inventoried and duplicated.   Site hydrology, soils and site botany need to be understood to provide successful site restoration designs.  Verify plans include the following: 
Site Description & Research
Yes
No/NA
Nature of work (required mitigation, local agency landscape, ODOT landscape provided in narrative).
Stakeholders identified & contacted (local agencies, adjacent businesses & property owners, "friends of" groups).
Materials (Large wood, topsoil, etc.) specified as salvaged for reuse.
Work items identified as necessary to satisfy permit(s) for mitigation/restoration work.
Plant establishment period if greater than 1 year identified in Contract.
Identify in Contract if landscape planting work is separate contract from general construction (Technical Advisory PD-22).
Identify in Contract if landscape planting work includes enhancement (Technical Advisory PD-04).
Site analysis performed for aesthetics - good views to protect, bad views to screen, view of project from adjacent properties, view from project, pedestrian facilities.
Site analysis is performed for environmental stewardship - wetland, riparian zone, steep slopes unique plants, unique habitat area (migration route, listed plants, etc.).
Roadside Development plans reviewed by Maintenance representative. 
Directive DES20-01 regarding Ornamental Landscaping is reviewed.
Area necessary to satisfy mitigation requirements is quantified.
Site ground water elevation is identified.
Soils tests are conducted on restoration site soils.
Work items identified as necessary to satisfy permit(s) for mitigation work.
Plant material in reference site identified to provide model for restoration.
Site Description & Research
Site Description & Research
Yes
Yes
No/NA
No/NA
Plant establishment period if greater than 1 year identified in Contract.
If establishment period is limited to 1 year, funding is available to provide maintenance during monitoring period (usually 5 years)
ROADSIDE DEVELOPMENT PLANS and SPECIFICATIONS - Include plantings, site furnishings, mitigation, contour grading, irrigation, side paths, and other work.
Yes
Yes
No/NA
No/NA
On plans Provide species (type), location, size and quantity for all specified items.
Each bid item is keyed with key note that references detail/standard drawing.
Graphic conventions followed per Contract Plans Manual.
Landscape architect verifies coordination with engineers regarding Roadside needs shown on Engineer's sections (roadside soils/excavation, riparian "bench" etc.).
Per sheet quantities and total quantities provided (on sheets or in Table with Plan Schedule).
Construction details or standard drawings are provided for each type of specified item.
Provide Special Provisions roadside development that includes materials, construction, measure and payment for each roadside development bid item.
Provide area and species for each seeding type, including means of application, mulch and tackifier.
Native seed and wildflower seed availability and price are verified.
Sightlines preserved and utility conflicts avoided.
Runoff & recovery zone (clear zone) addressed.
Seed mixes with shrub or tree species not specified w/in 30' of shoulder.
Provide type and location of all environmental enhancement features (shade/habitat trees, snags, downed wood, boulders, etc.).
Provide construction details for all environmental enhancement features.
Provide Special Provisions for materials and installation of enhancement features.
Provide area and type of all hardscape (including special finishes).
Provide special provisions for materials and installation of hardscape.
Provide type and location for site furnishings (if any).
Provide details for installation site furnishings.
Provide Special Provisions for materials and installation of site furnishings.
Letter of Public Interest Finding provided regarding site furnishings.
Irrigation plans complete with all appropriate equipment shown correctly and with pipe sizing, sleeving, and electrical connection provided.
Details provided for correct installation of each type of irrigation equipment.
Hydraulic calculation provided to verify adequate pressure at most distant emission device from P.O.C.
(For mitigation) Contour grading considers ground water elevation and depth of proposed (wetland) topsoil in establishing site hydrology similar to that at reference site.
(For mitigation) Plant species identified during analysis of reference site are verified as commercially available.
Provide mitigation plan Wetland Topsoil.
Provide mitigation plan planting plan.
Identify special requirements for mitigation plan construction in Special Provisions.
ROADSIDE DEVELOPMENT PLANS and SPECIFICATIONS - Include plantings, site furnishings, mitigation, contour grading, irrigation, side paths, and other work.
Yes
Yes
No/NA
No/NA
Water conservation considered during design.
Bid Item List/cost estimate includes all specified items/work.
Plant species selected are site appropriate.
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