## UMATILLA COUNTY WEIGHT RESTRICTED BRIDGES AND APPROVED ROUTE LIST <br> ATTACHMENT C30 <br> (REVISED 08-2022)

Umatilla County Weight Restricted Bridges

| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Eastside Rd. \#455 | Walla Walla River | 0.2 mile East of Highway 11 | 0.2 | 14 ton for 3 axle unit 13 ton for 5 axle unit 13ton for 6 axle unit |
| Locust Rd. \#542 | Irrigation Ditch | 0.25 mile West of Highway 11 | 0.27 | 12 ton for 3 axle unit 11 ton for 5 axle unit 11 ton for 6 axle unit |
| Locust Rd. \#542 | Irrigation Ditch | 0.5 mile West of Highway 11 | 0.45 | 15 ton for 3 axle unit 18 ton for 5 axle unit 18 ton for 6 axle unit |
| Cobb Rd. \#544 | Irrigation Ditch | 0.4 mile West of Highway 11 | 0.44 | 9 ton for 3 axle unit 12 ton for 5 axle unit 12 ton for 6 axle unit |
| Cobb Rd. \#544 | Irrigation Ditch | 0.3 mile West of Highway 11 | 0.33 | 37 ton for 3 axle unit 32 ton for 5 axle unit 32 ton for 6 axle unit |
| Walla Walla River Rd. \#610 | Drain Ditch | 0.1 mile West of Spofford Rd. | 2.2 | 32 ton for 3 axle unit 39 ton for 5 axle unit 39 ton for 6 axle unit |
| Sams Rd. \# 621 | Dry Creek | 0.1 mile East of Steen Rd. | 0.1 | 9 ton for 3 axle unit 15 ton for 5 axle unit 14 ton for 6 axle unit |
| Blue Mtn. Station Rd. \#626 | Couse Creek | 0.1 mile West of Couse Creek Rd. | 2.05 | 28 ton for 3 axle unit 48 ton for 5 axle unit 53 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Seven Hills Rd. \#668 | Dry Creek | 0.5 mile West of Lower Dry Creek Rd. | 0.55 | 25 ton for 3 axle unit 40 ton for 5 axle unit 42 ton for 6 axle unit |
| Key Rd. \#682 | Pine Creek | 0.1 mile West of Water Street | 0.05 | 25 ton for 3 axle unit 39 ton for 5 axle unit 42 ton for 6 axle unit |
| Brooks Rd. \#689 | Wildhorse Creek | 0.1 mile South of Wildhorse Rd. | 0.04 | 20 ton for 3 axle unit 30 ton for 5 axle unit 33 ton for 6 axle unit |
| Ringel Rd. \#696 | Wildhorse Creek | 0.1 mile East of Wildhorse Rd. | 0.15 | 18 ton for 3 axle unit 28 ton for 5 axle unit 30 ton for 6 axle unit |
| Harris Rd. \#697 | Pine Creek | 0.75 mile SW of Ringer Rd. | 0.7 | 17 ton for 3 axle unit 27 ton for 5 axle unit 26 ton for 6 axle unit |
| Vansycle Rd. \# 719 | Vansycle Drain | 0.9 mile NW of N. Juniper Canyon Rd. | 0.87 | 16 ton for 3 axle unit 22 ton for 5 axle unit 33 ton for 6 axle unit |
| Gerking Flat Rd. \# 731 | Wildhorse Creek | 0.4 mile South of Midway Rd. | 0.41 | 23 ton for 3 axle unit 36 ton for 5 axle unit 38 ton for 6 axle unit |
| Gerking Flat Rd. \# 731 | Gerking Creek | 0.35 mile South of Highway 334 | 2.49 | 31 ton for 3 axle unit 43 ton for 5 axle unit 43 ton for 6 axle unit |
| Gerking Flat Rd. \# 731 | Gerking Creek | 0.1 mile NW of Tompkins Rd. | 7.55 | 32 ton for 3 axle unit 41 ton for 5 axle unit 41 ton for 6 axle unit |
| Gerking Flat Rd. \# 731 | Gerking Creek | 0.2 mile NW of Tompkins Rd. | 7.59 | 16 ton for 3 axle unit 20 ton for 5 axle unit 20 ton for 6 axle unit |
| Wamishta Rd. \# 732 | Spring Hollow Creek | 0.5 mile East of Pambrun Rd. | 3.57 | 34 ton for 3 axle unit 42 ton for 5 axle unit 42 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| None \#826 | Sandhollow Creek | 0.05 mile West of Sandhollow Rd. | 0.05 | 10 ton for 3 axle unit 16 ton for 5 axle unit 17 ton for 6 axle unit |
| Woodward Rd. \#844 | Wildhorse Creek | 0.2 mile East of Mansfield Rd. | 0.32 | 25 ton for 3 axle unit 38 ton for 5 axle unit 42 ton for 6 axle unit |
| Woodward Rd. \#844 | Gerking Creek | 0.1 mile West of Gerking Flat Rd. | 1.47 | 24 ton for 3 axle unit 34 ton for 5 axle unit 38 ton for 6 axle unit |
| Woodward Rd. \#844 | Greasewood Creek | 0.1 mile West of Sandhollow Rd. | 2.96 | 35 ton for 3 axle unit 45 ton for 5 axle unit 45 ton for 6 axle unit |
| Deining Rd. \#854 | Greasewood Creek | 0.15 mile East of Highway 335 | 4.16 | 21 ton for 3 axle unit 33 ton for 5 axle unit 35 ton for 6 axle unit |
| Deining Rd. \#854 | Greasewood Creek | 1.2 miles West of Rothrock Rd. | 2.88 | 16 ton for 3 axle unit 24 ton for 5 axle unit 26 ton for 6 axle unit |
| South Juniper Canyon Rd. \#864 | South Fork Juniper Canyon | 0.5 mile East of Kings Corner Rd. | 0.49 | 16 ton for 3 axle unit 26 ton for 5 axle unit 28 ton for 6 axle unit |
| North Juniper Canyon Rd. \#894 | North Fork Juniper Canyon | 0.05 mile West of Dorran Rd. | 2.56 | 27 ton for 3 axle unit 40 ton for 5 axle unit 44 ton for 6 axle unit |
| North Juniper Canyon Rd. \#894 | North Fork Juniper Canyon | 0.5 mile West of Dorran Rd. | 3.33 | 30 ton for 3 axle unit 47 ton for 5 axle unit 50 ton for 6 axle unit |
| Wallula Rd. \#896 | North Fork Juniper Canyon | 0.75 mile West of Hartle Rd. | 0.72 | 19 ton for 3 axle unit 29 ton for 5 axle unit 31 ton for 6 axle unit |
| Helix Cemetery Rd. \#953 | Greasewood Creek | 0.4 mile South of Holdman Rd. | 0.18 | 36 ton for 3 axle unit 45 ton for 5 axle unit 45 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Adams Rd. \#973 | Greasewood Creek | 0.8 mile SW of Rothrock Rd. | 8.46 | 27 ton for 3 axle unit 43 ton for 5 axle unit 46 ton for 6 axle unit |
| Adams Rd. \#973 | Wildhorse Creek | 0.25 mile SW of Myrick Rd. | 2.63 | 26 ton for 3 axle unit 42 ton for 5 axle unit 49 ton for 6 axle unit |
| Adams Rd. \#973 | Wildhorse Creek | 0.5 mile NE of Highway 11 | 0.47 | 32 ton for 3 axle unit 29 ton for 5 axle unit 29 ton for 6 axle unit |
| Shafer Rd. \#974 | Drain Ditch | 0.75 mile East of Myrick Rd. | 2.23 | 33 ton for 3 axle unit 40 ton for 5 axle unit 40 ton for 6 axle unit |
| Goad Rd. \#987 | South Coyote Creek | 0.4 mile North of Best Rd. | 5.16 | 28 ton for 3 axle unit 38 ton for 5 axle unit 49 ton for 6 axle unit |
| Goad Rd. \#987 | Tutuilla Creek | 0.5 mile South of Best Rd. | 6.11 | 24 ton for 3 axle unit 39 ton for 5 axle unit 42 ton for 6 axle unit |
| Bissinger Rd. \#993 | South Fork Cold Springs Creek | 0.1 mile South of Cold Springs Rd. | 3.61 | 25 ton for 3 axle unit 38 ton for 5 axle unit 41 ton for 6 axle unit |
| Holmes Rd. \#1032 | Tutuilla Creek | 0.75 mile East of Goad Rd. | 1.77 | 35 ton for 3 axle unit 43 ton for 5 axle unit 43 ton for 6 axle unit |
| Shaw Rd. \#1061 | Cattle Pass | 0.1 mile South of McKay Creek Rd. | 1.09 | 19 ton for 3 axle unit 34 ton for 5 axle unit 44 ton for 6 axle unit |
| Stewart Creek Rd. \#1062 | Stewart Creek | 0.7 mile East of Rocky Ridge Rd. | 0.71 | 34 ton for 3 axle unit 41 ton for 5 axle unit 41 ton for 6 axle unit |
| Rockwell Rd. \#1064 | McKay Creek | 1.2 miles East of Highway 395 | 0.05 | 25 ton for 3 axle unit 40 ton for 5 axle unit 34 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Stage Gulch Rd. \#1100 | Dry Gulch | 0.2 mile East of Wells Station Rd. | 0.14 | 40 ton for 3 axle unit 36 ton for 5 axle unit 36 ton for 6 axle unit |
| Peebler Rd. \#1114 | Dry Gully | 0.5 mile East of Lorenzen Rd. | 2.59 | 30 ton for 3 axle unit 37 ton for 5 axle unit 54 ton for 6 axle unit |
| Yoakum Rd. \#1125 | Stage Gulch | 0.05 mile South of Stage Gulch Rd. | 6.96 | 14 ton for 3 axle unit 14 ton for 5 axle unit 14 ton for 6 axle unit |
| Krause Rd. \#1169 | Drain Ditch | 0.25 mile South of North Loop Rd. | 0.28 | 12 ton for 3 axle unit 20 ton for 5 axle unit 20 ton for 6 axle unit |
| Krause Rd. \#1169 | Furnish Ditch | 0.5 mile South of North Loop Rd. | 0.48 | 20 ton for 3 axle unit 23 ton for 5 axle unit 23 ton for 6 axle unit |
| Canal Rd. \#1179 | US Feed Canal | 0.1 mile South of East Loop Rd. | 1.48 | 22 ton for 3 axle unit 34 ton for 5 axle unit 40 ton for 6 axle unit |
| Feedville Rd. \#1180 | A Line Canal | 1.4 miles West of Highway 207 | 1.4 | 29 ton for 3 axle unit 36 ton for 5 axle unit 36 ton for 6 axle unit |
| South Ash Rd. \#1183 | Furnish Ditch | 0.3 mile South of Stage Gulch Rd. | 0.56 | 15 ton for 3 axle unit 18 ton for 5 axle unit 18 ton for 6 axle unit |
| Stage Gulch Rd. \#1186 | Furnish Ditch | 1.15 miles East of South Edwards Rd. | 1.21 | 26 ton for 3 axle unit 38 ton for 5 axle unit 42 ton for 6 axle unit |
| Minnehaha Rd. \#1187 | Maxwell Ditch | 0.65 mile North of Feedville Rd. | 0.63 | 16 ton for 3 axle unit 20 ton for 5 axle unit 20 ton for 6 axle unit |
| Lloyd Lane \#1191 | A Line Canal | 0.2 mile West of Highway 207 | 0.57 | 12 ton for 3 axle unit 16 ton for 5 axle unit 16 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Gettman Rd. \#1196 | Maxwell Ditch | 0.45 mile East of Highway 207 | 0.54 | 28 ton for 3 axle unit 40 ton for 5 axle unit 40 ton for 6 axle unit |
| East Highland Extension \#1198 | Furnish Ditch | 0.3 mile East of Canal Rd. | 1.69 | 26 ton for 3 axle unit 33 ton for 5 axle unit 33 ton for 6 axle unit |
| South Edwards Rd. \#1201 | U.S. Feed Canal | 0.05 mile North of East Loop Rd. | 1.3 | 27 ton for 3 axle unit 41 ton for 5 axle unit 44 ton for 6 axle unit |
| Townsend Rd. \#1217 | A Line Canal | 0.05 mile North of East Highland Ave. | 0.09 | 17 ton for 3 axle unit 28 ton for 5 axle unit 29 ton for 6 axle unit |
| 10th Street \#1219 | Maxwell Ditch | 0.05 mile South of East Highland Ave. | 0.75 | 17 ton for 3 axle unit 21 ton for 5 axle unit 21 ton for 6 axle unit |
| NW 11th Street \#1247 | Hermiston Canal | 0.1 mile South Of River Rd. | 0.12 | 37 ton for 3 axle unit 45 ton for 5 axle unit 45 ton for 6 axle unit |
| Tabor Rd. \#1251 | Irrigation Canal | 0.05 mile North of East Punkin Center Rd. | 1.8 | 21 ton for 3 axle unit 26 ton for 5 axle unit 26 ton for 6 axle unit |
| Alpine Drive \#1263 | Z Canal | 0.4 mile North of E. Punkin Center Rd. | 0.37 | 28 ton for 3 axle unit 33 ton for 5 axle unit 33 ton for 6 axle unit |
| Birch Creek Rd. | Birch Creek | 1.1 miles South Of Rieth Rd. | 1.27 | 27 ton for 3 axle unit 42 ton for 5 axle unit 45 ton for 6 axle unit |
| Emert Rd. \#1338 | Hunt Ditch | 2.4 miles West of Echo Meadows Rd. | 2.3 | 30 ton for 3 axle unit 46 ton for 5 axle unit 59 ton for 6 axle unit |
| Whitehouse Rd. \#1343 | Hunt Ditch | 1.1 miles North of Highway 320 | 0.47 | 44 ton for 3 axle unit 63 ton for 5 axle unit 69 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Cunningham Rd. \#1362 | Mud Spring | 0.05 mile West of Mud Springs Canyon Rd. | 0.71 | 24 ton for 3 axle unit 30 ton for 5 axle unit 30 ton for 6 axle unit |
| Butter Creek Rd. \#1400 | Butter Creek | 1.4 miles SE of Morrow County Line | 14.48 | 28 ton for 3 axle unit 44 ton for 5 axle unit 47 ton for 6 axle unit |
| Yellow Jacket Rd. \#1405 | West Birch Creek | 0.1 mile NE of Bear Creek Rd. | 3.68 | 23 ton for 3 axle unit 36 ton for 5 axle unit 40 ton for 6 axle unit |
| West Birch Creek Rd. \#1407 | West Birch Creek | 0.7 mile SE of Yellow Jacket Rd. | 0.76 | 16 ton for 3 axle unit 25 ton for 5 axle unit 27 ton for 6 axle unit |
| West Birch Creek Rd. \#1407 | West Birch Creek | 4.2 miles South of Stanley Creek Rd. | 6.93 | 20 ton for 3 axle unit 25 ton for 5 axle unit 25 ton for 6 axle unit |
| Bear Creek Rd. \#1411 | Bear Creek | 1.3 miles SW of Yellow Jacket Rd. | 1.37 | 35 ton for 3 axle unit 50 ton for 5 axle unit 34 ton for 6 axle unit |
| Bear Creek Rd. \#1411 | Spring Canyon Creek | 4.8 miles SW of Yellow Jacket Rd. | 4.92 | 8 ton for 3 axle unit 10 ton for 5 axle unit 10 ton for 6 axle unit |
| Gurdane Rd. \#1425 | Butter Creek | 2.3 miles SW of Culvert Bridge Lane | 7.14 | 19 ton for 3 axle unit 30 ton for 5 axle unit 33 ton for 6 axle unit |
| Gurdane Rd. \#1425 | Butter Creek | 3.2 miles North of Log Springs Rd. | 12.9 | 28 ton for 3 axle unit 46 ton for 5 axle unit 49 ton for 6 axle unit |
| Albee Rd. \#1447 | Owens Creek | 3 miles North of Highway 244 | 2.98 | 28 ton for 3 axle unit 40 ton for 5 axle unit 45 ton for 6 axle unit |
| Lehman Springs Rd. \#1455 | Camas Creek | 0.05 mile South of Highway 244 | 0.05 | 25 ton for 3 axle unit 44 ton for 5 axle unit 48 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Mossie Rd. \#1472 | Dry Creek Bed | 0.35 mile East of Soap Hill Rd. | 0.48 | 21 ton for 3 axle unit 30 ton for 5 axle unit 33 ton for 6 axle unit |
| Cable Creek Rd. \#1477 | Camas Creek | 0.05 mile South of Highway 244 | 0.06 | 23 ton for 3 axle unit 34 ton for 5 axle unit 39 ton for 6 axle unit |
| McKay Creek Rd. \#1050m | South Fork McKay Creek | 0.05 mile West of McKay Creek Rd. | 10.91 | 26 ton for 3 axle unit 40 ton for 5 axle unit 44 ton for 6 axle unit |
| Shaw Rd. \#1069sh | Stewart Creek | 0.05 mile North of Stewart Creek Rd. | 3.33 | 11 ton for 3 axle unit 18 ton for 5 axle unit 20 ton for 6 axle unit |
| East Punkin Center Rd. \#1250ep | Irrigation Canal | 0.4 mile West of Tabor Rd. | 5.64 | 32 ton for 3 axle unit 38 ton for 5 axle unit 38 ton for 6 axle unit |
| East Punkin Center Rd. \#1250ep | North Canal | 0.05 mile East of Culp Lane | 2.54 | 29 ton for 3 axle unit 40 ton for 5 axle unit 40 ton for 6 axle unit |
| Milton Cemetery Rd. \#564mc | Walla Walla River | Near Milton-Freewater City Limits | 0.02 | 23 ton for 3 axle unit 37 ton for 5 axle unit 40 ton for 6 axle unit |
| Milton Cemetery Rd. \#564mc | Dry Gully | 0.15 mile West of Spofford Rd. | 3.07 | 26 ton for 3 axle unit 40 ton for 5 axle unit 43 ton for 6 axle unit |
| Foster Rd. \#581f | South Fork Cottonwood Creek | 0.5 mile North of Cottonwood Creek Rd. | 1.98 | 25 ton for 3 axle unit 36 ton for 5 axle unit 39 ton for 6 axle unit |
| Foster Rd. \#581f | Cottonwood Creek | 0.3 mile South of State Line | 0.36 | 22 ton for 3 axle unit 33 ton for 5 axle unit 36 ton for 6 axle unit |
| Cannon Rd. \#678c | Dry Creek | 0.05 mile West of Waterman Rd. | 4.68 | 32 ton for 3 axle unit 39 ton for 5 axle unit 39 ton for 6 axle unit |


| Highway | Crossing | Approximate Location | Mile Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| Wildhorse Rd. \#685w | Wildhorse Creek | 1 mile SE of Highway 11 | 1.19 | 33 ton for 3 axle unit 46 ton for 5 axle unit 50 ton for 6 axle unit |
| White Reservoir Rd. \#713w | Dry Creek Bed | 0.5 mile NE of Troyer Rd. | 1.27 | 39 ton for 3 axle unit 43 ton for 5 axle unit 43 ton for 6 axle unit |
| Thorn Hollow Rd. \#745t | Cattle Pass | 0.1 mile North of Cayuse Rd. | 14.23 | 20 ton for 3 axle unit 32 ton for 5 axle unit 34 ton for 6 axle unit |
| Thorn Hollow Rd \#745t | Umatilla River | 0.25 mile North of Cayuse Rd. | 13.62 | 10 ton for 3 axle unit, 15 ton for 5 axle unit 13 ton for 6 axle unit |
| South Cold Springs Rd. \#850cs | South Fork Cold Springs Creek | 2.5 miles NW of Missouri Gulch Rd. | 16.06 | 20 ton for 3 axle unit 26 ton for 5 axle unit 26 ton for 6 axle unit |
| Midway Rd. \#850m | Wildhorse Creek | 0.5 mile East of Sandhollow Rd. | 0.24 | 28 ton for 3 axle unit 44 ton for 5 axle unit 47 ton for 6 axle unit |
| North Juniper Canyon Rd. \#875nj | North Fork Juniper Canyon | 0.5 mile West Of Stockman Rd. | 9.92 | 23 ton for 3 axle unit 38 ton for 5 axle unit 39 ton for 6 axle unit |
| South Juniper Canyon Rd. \#875sj | South Fork Juniper Canyon | 1.6 miles SE of Fergies Rd. | 6.49 | 33 ton for 3 axle unit 42 ton for 5 axle unit 42 ton for 6 axle unit |
| Bingham Rd. \#900b | Squaw Creek | 0.05 mile West of Squaw Creek Rd. | 19.35 | 29 ton for 3 axle unit 47 ton for 5 axle unit 41 ton for 6 axle unit |
| Bingham Rd. \#900b | Rock Creek | 0.1 mile East of Bar M Lane | 28.28 | 22 ton for 3 axle unit 27 ton for 5 axle unit 27 ton for 6 axle unit |
| Lee Street Grade \#9831 | Umatilla River | At Pendleton City Limits | 0.14 | 22 ton for 3 axle unit 26 ton for 5 axle unit 30 ton for 6 axle unit |

## Umatilla County Approved Route List

Log Truck \& Stinger Steered Pole Trailer Combinations are allowed 65 feet in overall length on all highways.
All other combinations are allowed 60 feet in overall length on all county highways.

- The maximum length of a semitrailer in a truck tractor semitrailer combination is $\mathbf{5 3}$ feet.
- The maximum length of a semitrailer in a truck tractor semitrailer trailer combination (doubles) is $\mathbf{4 0}$ feet. The distance measured from the front trailer to the rear trailer cannot exceed 68 feet.

Truck-Tractor Semitrailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below. Double Trailer Combinations may operate at a maximum of 75 feet in overall length on the county highways listed below.

| Highway | From | To |
| :--- | :--- | :--- |
| CR\#500-Stateline Rd. | CR\#700-Umapine Rd. | Highway 11 |
| CR\#502-Stateline Rd. | CR\#525-Powerline Rd. | CR\#551-Telephone Pole Rd. |
| CR\#525-Powerline Rd. | CR\#588-N. Fork Walla Walla River Rd. | Oregon/Washington State Line |
| CR\#584-Government Mountain Rd. | Entire |  |
| CR\#588-N. Fork Walla Walla River Rd. | Entire |  |
| CR\#600-S. Fork Walla Walla River Rd. | CR\#610-Walla Walla River Rd. | Harris Park |
| CR\#603-Lincton Mountain Rd. | Oregon Highway 204 | 2 miles NW of Highway 204 |
| CR\#610-Walla Walla River Rd. | Milton-Freewater City Limits | CR\#588-North Fork Walla Walla River Rd. |
| CR\#613-Couse Creek Rd. | Scott Canyon | CR\#610-Walla Walla River Rd. |
| CR\#652-Wildhorse Rd. | CR\#688-Pine Creek Rd. | CR\#675-Mclean/Wildhorse Rd. |
| CR\#675-Mclean Rd. | Weston City Limits | CR\#685-Eagle Creek Rd. |
| CR\#682-Key Rd. | Oregon Highway 11 | Weston City Limits |
| CR\#685-Wildhorse Rd. | Oregon Highway 334 | CR\#685-Eagle Creek Rd. |
| CR\#688-Pine Creek Rd. | CR\#675-Mclean Rd. | CR\#652-Wildhorse Rd. |
| CR\#700-Stateline/Umapine Rd. | CR\#717-Butler Grade Rd. | Highway 332 |
| CR\#725-Waterman Rd. | CR\#724-Sanders Rd. | CR\#676-Sherman St. |
| CR\#731-Gerking Flat Road | CR\#808-Tompkins Rd. | Highway 334 |

Truck-Tractor Semitrailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below.
Double Trailer Combinations may operate at a maximum of 75 feet in overall length on the county highways listed below.
Truck \& Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.

| Highway | From | To |
| :---: | :---: | :---: |
| CR\#737-Pambrun Rd. | Highway 334 | CR\#788-Tubbs Ranch Rd. |
| CR\#745-Sand Hollow Rd. | Highway 334 | CR\#737-Pambrun Rd. |
| CR\#751-Crawford Hollow Rd. | CR\#925-Mann Rd. | CR\#788-Tubbs Ranch Rd. |
| CR\#788-Tubbs Ranch Rd. | CR\#751-Crawford Hollow Rd. | CR\#737-Pambrun Rd. |
| CR\#800-Holdman Rd. | Helix | Highway 37 |
| CR\#825-Sand Hollow Rd. | Highway 334 | Helix |
| CR\#850-South Cold Springs Rd. | Entire |  |
| CR\#875 | Helix | Highway 334 |
| CR\#900-Mission/Cayuse/Bingham Rd. | Entire |  |
| CR\#925-Mann Rd. | Highway 11 | CR\#751-Crawford Hollow Rd. |
| CR\#974-Shafer Rd. | CR\#979-Mccormach Rd. | Highway 335 |
| CR\#979-Mccormach Rd | CR\#1006-Fulton Rd. | CR\#974-Shafer Rd. |
| CR\#999-Old Dump Rd. | Interstate 84 | End Of Pavement |
| CR\#1000-Feedville/Despain Gulch Rd. | Highway 207 | Oregon Highway 37 |
| CR\#1006-Fulton Rd. | Highway 37 | CR\#979-Mccormach Rd. |
| CR\#1025-South Market Rd. | Interstate 84 | CR\#950-Best Rd. |
| CR\#1026-Conner/Tias/Fisher Rd. | CR\#1031-Motanic Rd. | 1/2 mile East Of I-84 EB Lanes |
| CR\#1027-South Market Rd. | CR\#1026-Conner/Tias Rd. | CR\#950-Best Rd. |
| CR\#1031-Motanic Rd. | CR\#1050-Spring Creek/Sumac Rd. | CR\#1026-Conner Rd. |
| CR\#1046-Ross Rd. | Entire |  |
| CR\#1049-North Fork McKay Creek Rd. | Entire |  |
| CR\#1050-Sumac/McKay Cr./Spring Creek Rd. | Entire |  |
| CR\#1052-Mckay Creek Rd. | Entire |  |
| CR\#1061-Shaw Rd. | CR\#1150-Porter Rd. | CR\#1052-Mckay Creek Rd. |
| CR\#1100-Stage Gulch Rd. | CR\#1137-Moorehouse/Wells Station Rd. | CR\#1101-Barnhart Rd. |
| CR\#1101-Barnhart Rd. | CR\#1100-Stage Gulch Rd. | Interstate 84 |
| CR\#1108-Fanshier Rd. | Interstate 84 | CR\#1109-Barnhart Rd. |
| CR\#1109-Barnhart Rd. | CR\#1108-Fanshier Rd. | CR\#1300-Rieth Rd. |
| CR\#1137-Moorehouse/Wells Station Rd. | CR\#1000-Despain Gulch Rd. | Interstate 84 |
| CR\#1150-Stewart Creek/Porter Rd. | Entire |  |
| CR\#1190-East Loop Rd./East Highland Ave. | Hermiston City Limits | CR\#1201-South Edwards Rd. |

Truck-Tractor Semitrailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below.
Double Trailer Combinations may operate at a maximum of 75 feet in overall length on the county highways listed below.
Truck \& Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.

| Highway |  | From |
| :--- | :--- | :--- |
| CR\#1196-Gettman Rd. | Highway 207 | CR\#1245-Hermiston To Hinkle Rd. |
| CR\#1198-East Highland Extension | CR\#1190-East Highland Ave. | CR\#1190-North Loop Rd. |
| CR\#1201-South Edwards Rd. | Highway 395 | CR\#1190-East Loop Rd. |
| CR\#1211-West Ott Rd. | Diagonal Rd. | East Punkin Center Rd. |
| CR\#1217-Townsend Rd. | Diagonal Rd. | CR\#1250-E. Punkin Center Rd. |
| CR\#1219-10th Street | Diagonal Rd. | CR\#1250-E. Punkin Center Rd. |
| CR\#1225-Powerline Rd. | CR\#1215-Westland Rd. | Interstate 82 |
| CR\#1238-Orchard Ave. Extension | 12th Street |  |
| CR\#1245-Hermiston-Hinkle Rd. | Entire | Highway 395 |
| CR\#1250-Punkin Center Rd. | Highway 207 | Highway 395 |
| CR\#1256-Joy Lane | CR\#1269-Sagebrush Rd. | CR\#1261-North Ott Rd. |
| CR\#1258-Walls Rd. | Highway 37 | Highway 207 |
| CR\#1259-Craig Rd. | Us Highway 730 | CR\#1250-Punkin Center Rd. |
| CR\#1261-North Ott Rd. | CR\#1268-Progress Rd. | CR\#1268-West Progress Rd. |
| CR\#1262-West Spearman Rd. | Highway 207 | CR\#1266-Baggett Lane |
| CR\#1263-Alpine Drive | CR\#1268-Bensel Rd. | Highway 395 |
| CR\#1264-Klaus Rd. | CR\#1263-Alpine Drive | Highway 395 |
| CR\#1266-Baggett Lane | CR\#1263-Alpine Drive | CR\#1275-Umatilla River Rd. |
| CR\#1268-Progress/Bensel Rd. | CR\#1259-Craig Rd. | CR\#1250-Punkin Center Rd. |
| CR\#1269-Sagebrush Rd. | CR\#1272-Bowdin Lane | CR\#1268-Bensel Rd. |
| CR\#1272-Bowdin Lane | Highway 395 | Interstate 84 |
| CR\#1300-Rieth Rd. | County Bridge \#59c753 | Umatilla Army Depot |
| CR\#1323-Ordnance Rd. | CR\#1335-Paterson Ferry Rd. |  |
| CR\#1324-Simplot Rd. | Entire | CR\#1336-Noble Rd. |
| CR\#1325-Col. Jordan Rd. | Interstate 84 | CR\#1215-Westland Rd. |
| CR\#1328-Nw Livestock Rd. | CR\#1327-Cottonwood Bend Rd. | CR\#1332-Seymour St. |
| CR\#1331-Hoosier Rd. | North End | CR\#1323-Ordnance Rd. |
| CR\#1332-Stanfield Meadows Rd. | Highway 207 | CR\#1325-Col. Jordan Rd. |
| CR\#1335-Paterson Ferry Rd. | Morrow County Line | CR\#1347-Echo Meadows Rd. |
| CR\#1336-Noble Rd. | Highway 207 |  |
| CR\#1338-Echo Meadows Rd. | CR\#1341-Echo Meadows/Andrews Rd. |  |
|  |  |  |

Truck-Tractor Semitrailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below.
Double Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.
Truck \& Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.

| Highway | From |  |
| :--- | :--- | :--- |
| CR\#1341-Echo Meadows Rd. | CR\#1338-Emert/Echo Meadows Rd. | CR\#1332-Stanfield Meadows Rd. |
| CR\#1347-Echo Meadows Rd. | Highway 320 | CR\#1338-Echo Meadows Rd. |
| CR\#1366-Gerone Rd (Old Hwy 320) | CR\#1300-Reith Rd/Thielson St | Interstate 84 |
| CR\#1375-East Birch Creek Rd | Entire |  |
| CR\#1378-East Birch Creek Rd. | Entire | North Line Township 1 South |
| CR\#1383-Mill Rd. | CR\#1386-Circle Rd. | CR\#1383-Mill Rd. |
| CR\#1386-Circle Rd. | Pilot Rock |  |
| CR\#1405-Yellow Jacket Rd. | Entire |  |
| CR\#1407-West Birch Creek Rd. | Entire |  |
| CR\#1409-Stanley Creek Rd. | Entire |  |
| CR\#1417-Albee Rd. | Entire | Highway 395 |
| CR\#1419-John Day Rd. | Entire | CR\#1454-Frazier Station Rd. |
| CR\#1426-Log Springs Rd. | Entire |  |
| CR\#1428-Log Springs Rd. | Umatilla NF Boundary |  |
| CR\#1454-Frazier Station Rd. | Entire |  |
| CR\#1455-Lehman Springs Rd. | Highway 244 |  |
| CR\#1458-Dixie Ranch Rd. | Entire | 3 miles East Of Jct. |
| CR\#1466-Camas Creek Rd. | Entire | East End At NF Road |
| CR\#1472-Mossie Rd. | Entire |  |
| CR\#1475-Soap Hill Rd. | Entire | CR\#1479-Bridge Creek Rd |
| CR\#1477-Cable Creek Rd. | Entire |  |
| CR\#1478-Hidaway Springs Rd. | CR\#1477-Cable Creek Rd. |  |
| CR\#1478-Hidaway Springs Rd. | Hidaway Creek |  |
| CR\#1482-Hynd Rd. | Entire |  |
| CR\#1488-Texas Bar Rd. | Highway 395 |  |

PILOT VEHICLE REQUIREMENTS

| WIDTH | FRONT PILOT REQUIRED | REAR PILOT REQUIRED |
| :---: | :---: | :---: |
| WIDTH 08'07" TO 09'00" | NONE | NONE |
| WIDTH 09'01" TO 10'00" | NONE | NONE |
| WIDTH 10'01" TO 11'00" | NONE | NONE |
| WIDTH 11'01" TO 12'00" | ONE | ONE |
| WIDTH 12'01" TO 13'00" | ONE | ONE |
| WIDTH 13'01" TO 14'00" | ONE | ONE |

