## YAMHILL COUNTY WEIGHT RESTRICTED BRIDGES AND APPROVED ROUTE LIST <br> ATTACHMENT C36 <br> (REVISED 03-2023)

## YAMHILL COUNTY WEIGHT RESTRICTED BRIDGES \& ROADS

| Highway | Crossing | Approximate Location | Mile <br> Point | Restriction |
| :---: | :---: | :---: | :---: | :---: |
| County Park | Baker Creek | 1/8-mile south of Baker Creek Road |  | Restricted to 13 tons type 3, 20 tons type 3S-2 and 22 tons type 3-3 |
| Power House Road | Baker Creek | 1/16-mile southwest of Baker Creek Road | 1.445 | Restricted to 12 tons |
| Patty Lane | Ash Swale | 1/2-mile east of OR99W | 0.420 | Restricted to 33 tons |
| Bayley Road | Chehalem Creek | 1/4-mile east of Ribbon Ridge Road | 0.245 | Restricted to 14 tons type 3, 21 tons type 3S-2 and 23 tons type 3-3 |
| Adcock Road | None / Roadway | Just off Pike Road North end only |  | Restricted to 12 tons |
| Power House Road | None / Roadway | Just off Baker Creek Road |  | Restricted to 12 tons |
| Laughlin Road | Stag Hollow Creek | North of OR240 |  | Restricted to 20 tons |
| Hill Road North | Panther Creek | Just south of Sitton Road |  | Restricted to 33 tons |
| Old Railroad Grade Road | North Yamhill River | 1 mile west of Rockyford Road |  | Restricted to 17 tons type 3, 29 tons type 3-S2, 29 tons type 3-3, 18 tons type SU4, 21 tons type SU5/SU6, 26 tons type SU7 |
| Hacker Road | Turner Creek Road | 1/4-mile west of Mt. Richmond Road |  | Restricted to 8 tons |

PILOT VEHICLE REQUIREMENTS

| WIDTH | FRONT PILOT REQUIRED | REAR PILOT REQUIRED |
| :---: | :---: | :---: |
| $08^{\prime} 07^{\prime \prime} \mathrm{TO} 09^{\prime} 00^{\prime \prime}$ | NONE | NONE |
| $09^{\prime} 01^{\prime \prime}$ TO $10^{\prime} 00^{\prime \prime}$ | ONE | NONE |
| $10^{\prime} 01^{\prime \prime}$ TO $11^{\prime} 00^{\prime \prime}$ | ONE | ONE |
| $11^{\prime} 01^{\prime \prime}$ TO $12^{\prime} 00^{\prime \prime}$ | ONE | ONE |
| $12^{\prime} 01^{\prime \prime}$ TO $14^{\prime} 00^{\prime \prime}$ | ONE | ONE |

## YAMHILL COUNTY APPROVED ROUTE LIST

(SEE YAMHILL COUNTY TRUCK ROUTE MAP)

Truck Tractor/Semitrailer Combinations may operate at a maximum of 75 feet in overall length on all county highways except roads listed below.
Double Trailer Combinations may operate at a maximum of 95 feet in overall length on all county highways except roads listed below.
Truck \& Trailer Combinations may operate at a maximum of 75 feet in overall length on all county highways except roads listed below.
Log Truck \& Pole Combinations $\mathbf{9 5}$ feet in overall length on all county highways except roads listed below.

## ROUTE 1

Truck Tractor/Semi Trailer Combinations 60 Feet
Double Trailer Combinations 75 Feet
Truck \& Trailer Combinations 75 Feet
Log Truck \& Pole Combinations 75 Feet

| Highway | From | To |
| :---: | :---: | :---: |
| North Valley Road | Ribbon Ridge Road | Spring Hill Road |
| Bald Peak Road | OR219 | Bald Peak State Park |

## ROUTE 2

Truck Tractor/Semitrailer Combinations may operate at a maximum of 50 feet in overall length on the county highways listed below.
Double Trailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below.
Truck \& Trailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below.
Log Truck \& Pole Trailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below.

| Highway | From | To |
| :---: | :---: | :---: |
| Bald Peak Road | Bald Peak State Park | Washington County Line |
| Quarry Road | OR99W | Bell Road |
| Bell Road | Springbrook | Mountain Top |
| Kreder Road | OR18 | OR99W |

All Vehicle Combinations are limited to 50 feet in overall length except the highways listed below

- The maximum length of a semitrailer in a truck-tractor semitrailer combination is 53 feet.
- The maximum length of a semitrailer in a truck tractor semitrailer trailer combination (doubles) is $\mathbf{4 0}$ feet. The distance measured from the front trailer to the rear trailer cannot exceed 68 feet.
- The maximum length of a truck or trailer in a truck trailer combination is $\mathbf{4 0}$ feet.

Truck Tractor/Semitrailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below. Double Trailer Combinations may operate at a maximum of 95 feet in overall length on the county highways listed below. Truck \& Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.

| Highway | From | To |
| :---: | :---: | :---: |
| Springbrook Road | Newberg City Limits | OR219 |
| Loganberry Lane | Sheridan City Limits | OR18 |
| Whiteson Road | OR99W | Amity-Dayton Highway |

Truck Tractor/Semitrailer Combinations may operate at a maximum of 65 feet in overall length on the county highways listed below. Double Trailer Combinations may operate at a maximum of 95 feet in overall length on the county highways listed below.
Truck \& Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.

| Highway | From | To |
| :---: | :---: | :---: |
| Christensen Road | OR18 | Dejong Road |
| Cruickshank Road | Amity-Dayton Highway | OR18 |

Truck Tractor/Semitrailer Combinations may operate at a maximum of 60 feet in overall length on the county highways listed below.
Double Trailer Combinations may operate at a maximum of 95 feet in overall length on the county highways listed below.
Truck \& Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.

| Highway | From | To |
| :---: | :---: | :---: |
| Willamina Creek Road | Fort Hill Road | OR18 Business |
| Fort Hill Road | Willamina Creek Road | Dent Road |
| Westside Road | McMinnville City Limits | Moores Valley Road |
| Hendricks Road | Carlton City Limits | Kuehne Road |
| Mineral Springs Road | OR99W | Hendricks Road |
| Kuehne Road | Hendricks/Abby Interchange | OR240 |
| Spring Hill Road | Flett Road | Cunninham Lane |
| Highway | From | To |
| Flett Road | OR47 | Spring Hill Road |
| Tangen Road | OR240 | North Valley Road |

ATTACHMENT C36
Page 3 of 4

Truck Tractor/Semitrailer Combinations may operate at a maximum of 60 feet in overall length on the county highways listed below. Double Trailer Combinations may operate at a maximum of 75 feet in overall length on the county highways listed below.
Truck \& Trailer Combinations may operate at a maximum of $\mathbf{7 5}$ feet in overall length on the county highways listed below.

| Highway | From | To |
| :---: | :---: | :---: |
| Christensen Road | Dejong Road | Bellevue Highway |
| Delashmutt Lane | OR18 | Bellevue Highway |
| Riverbend Road | OR99W | Briedwell Road |
| Briedwell Road | Riverbend Road | Bellevue Highway |
| Starr Quarry Road | Telegraph Road | Amity-Dayton Highway |
| Eola Hills Road | Lafayette Highway | Old Bethel Road |
| Pike Road | OR47 | Tupper Road |
| Turner Creek Road | Tupper Road | MP |
| Hawn Creek Road | OR99W | Gun Club Road |

## SPECIAL NOTE ROUTES

NE WORDEN HILL ROAD WILSONVILLE HWY. DURHAM LANE RIVERSIDE DRIVE STOCKOFF ROAD

No access to or from OR240 for vehicles more than 30 feet
No through truck traffic from OR219 to Clackamas County Line
No through truck traffic from OR99W to OR18
No through truck traffic from R/R Track North to City Limits South
Starr Quarry Road to Lafayette Hwy. NO. 154, UNCONTROLLED ONE-WAY TRUCK TRAFFIC
through "S" curves for Route 2 Type, and larger combinations. All traffic must clear this restricted area before proceeding.

## ADDITIONAL NOTE:

All Commercial Vehicle operators need to be aware of State Highway restrictions within Yamhill County. Some Yamhill County Roads allow longer combinations lengths than the State Highways.
Over-Dimension Permit Unit phone number (503) 373-0000.

