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APPENDIX D

FIRE APPARATUS ACCESS ROADS

The provisions contained in this appendix are adopted by the State of Oregon

D101.1 Scope.  Fire apparatus access roads shall be in accordance with this appendix and all other applicable requirements of the International Fire Code.  The fire code official may be guided by the Oregon Department of Land Conservation and Development’s Neighborhood Street Design Guidelines, June 2001.
D102.1.1 Access in urban-wildland interface areas.  For egress and access concerns in urban-wildland interface locations, the fire code official may be guided by the Urban-Wildland Interface Code.

D103.1 Access road width with a hydrant.  Where a fire hydrant is located on a fire apparatus access road, the minimum road width shall be 26 feet (7925 mm).  See Figure D103.1.


Exceptions:  The fire code official is authorized to modify the provisions of Section D103.1 when:

1) In accordance with OAR 918-480-0100, all buildings are completely protected with an approved automatic fire sprinkler system; or

2) Provisions are made for the emergency use of side-walks by such means as rolled or mountable curbs capable of supporting the fire department’s apparatus: or

3) Streets or roadways are identified for one-way circulating flow of traffic or pullouts are provided every 150 feet (45 720 mm) on streets or roadways identified for two-way traffic; or

4) A grid system for traffic flow is provided and streets or roadways in the grid do not exceed 300 feet (91 400 mm) in length but are accessible at each end from approved access roadways or streets.
D103.3.1 Angles of approach.  The angles of approach and departure for any means of egress shall not be less than the design limitations of the fire apparatus of the fire department, subject to the approval of the fire code official.

D103.3.2 Drainage.  When subject to run-off damage, the fire code official is authorized to require approved drainage.

Figure D103.4 Dead-End Fire Apparatus Access Road Turnaround.  Delete the 70’ diameter cul-de-sac figure and the 60’ hammerhead figure.
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