903.2.10.3  Buildings more than 55 feet in height.  An Automatic sprinkler system shall be installed throughout buildings with a floor level having an occupant load of 30 or more that is located 55 feet (16 764 mm) or more above the lowest level of fire department vehicle access.
Exceptions:

1. Airport control towers.

2. Open parking structures.

3. Occupancies in Group F-2.

903.2.10.4  Piers and wharves.  An automatic sprinkler system shall be installed under piers or wharves as required per NFPA 307, Standard for the Construction and Fire Protection of Marine Terminals, Piers and Wharves.
903.2.11 During construction.  Automatic sprinkler systems required during construction, alteration and demolition operations shall be provided in accordance with Section 1413.

903.2.12  Other hazards.  Automatic sprinkler protection shall be provided for the hazards indicated in Sections 903.2.12.1 and 903.2.12.2.

903.2.12.1  Ducts conveying hazardous exhausts.  Where required by the International Mechanical Code, automatic sprinklers shall be provided in ducts conveying hazardous exhaust, flammable or combustible materials.
Exception:  Ducts where the largest cross-sectional diameter of the duct is less than 10 inches (254 mm).
903.2.12.2  Commercial cooking operations.  An automatic sprinkler system shall be installed in a commercial kitchen exhaust hood and duct system where an automatic sprinkler system is used to comply with Section 904.
903.2.13  Other required suppression systems.  In addition to the requirements of Section 903.2, the provisions indicated in Table 903.2.13 also require the installation of a suppression system for certain buildings and areas.
TABLE 903.2.13
ADDITIONAL REQUIRED FIRE-EXTINGUISHING SYSTEMS
	SECTION
	SUBJECT

	1024.6.2.3
	Smoke -protected seating

	1208.2
	Dry cleaning plants

	1208.3
	Dry cleaning machines

	1504.1
	Spray finishing in Group A, E, I or R

	1504.6
	Spray booths and rooms

	1505.1
	Dip-tank rooms

	1505.6.1
	Dip tanks

	1505.8.4
	Hardening and tempering tanks

	1803.10
	HPM facilities

	1803.10.1.1
	HPM work station exhaust

	1803.10.2
	HPM gas cabinets

	1803.10.3
	HPM corridors

	1803.10.4
	HPM exhaust

	1803.10.4.1
	HPM noncombustible ducts

	1803.10.4.2
	HPM combustible ducts

	1907.3
	Lumber production conveyor rooms


 (continued)TABLE 903.2.13—continued
ADDITIONAL REQUIRED FIRE-EXTINGUISHING SYSTEMS
	1908.7
	Recycling facility conveyor rooms

	2106.1
	Class A and B ovens

	2106.2
	Class C and D ovens

	Table 2306.2
	Storage fire protection

	2306.4
	Storage

	2703.8.4.1
	Gas rooms

	2703.8.5.3
	Exhausted enclosures

	2704.5
	Indoor storage of hazardous materials

	2705.1.8
	Indoor dispensing of hazardous materials

	2804.4.1
	Aerosol warehouses

	2904.5
	Storage of more than 1,000 cubic feet of loose
combustible fibers

	3306.5.2.1
	Storage of smokeless propellant

	3306.5.2.3
	Storage of small arms primers

	3404.3.7.5.1
	Flammable and combustible liquid storage
rooms

	3404.3.8.4
	Flammable and combustible liquid storage
warehouses

	3405.3.7.3
	Flammable and combustible liquid Group H-2
or H-3 areas

	3704.1.2
	Gas cabinets for highly toxic and toxic gas

	3704.1.3
	Exhausted enclosures for highly toxic and toxic
gas

	3704.2.2.6
	Gas rooms for highly toxic and toxic gas

	3704.3.3
	Outdoor storage for highly toxic and toxic gas

	4106.2.2
	Exhausted enclosures or gas cabinets for silane
gas

	4204.1.1
	Pyroxylin plastic storage cabinets

	4204.1.3
	Pyroxylin plastic storage vaults

	4204.2
	Pyroxylin plastic storage and manufacturing

	International
Building Code
	Sprinkler requirements as set forth in Section
903.2.13 of the International Building Code


903.3 Installation requirements.  Automatic sprinkler systems shall be designed and installed in accordance with  Sections 903.3.1 through 903.3.7.
903.3.1  Standards.  Sprinkler systems shall be designed and installed in accordance with Sections 903.3.1.1, 903.3.1.2 or 903.3.1.3.
903.3.1.1  NFPA 13 sprinkler systems.  Where the provisions of this code require that a building or portion thereof be equipped throughout with an  automatic sprinkler system in accordance with this section, sprinklers shall be installed throughout  in accordance with NFPA 13 except as provided in Section 903.3.1.1.1.
903.3.1.1.1  Exempt locations.  Automatic sprinklers shall not be required in the following rooms or areas
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