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FACTORS FOR CONVERTING INCH-POUND UNITS TO METRIC UNITS 

For readers who prefer SI (International System of Units) metric units 
rather than inch-pound units, the conversion factors for the terms used in 
this report are listed below: 

To convert from To Multiply by 

Length 

inch (in.) 
foot (ft) 
mile (mi) 

millimeter (mm) 
meter (m) 
kilometer (km) 

acre 

square mile (mi2) 

Area 

square meter (m2) 4,047 
square hectometer (hm2) 0.4047 
square kilometer (km2) 2.590 

Volume 

acre-foot (acre-ft) cubic meter (m3) 1,233 
cubic hectometer (hm3) 0.001233 

cubic foot (f t3) cubic meter (m3) 0.02832 
gallon (gal) liter (L) 3.785 
million gallons (Mgal) cubic meter (m3) 3,785 

cubic foot per second 
(ft3/s> 

foot per day (ftld) 
foot squared per day (ft2/d) 
gallon per minute (gal/min) 
gallon per minute per foot 
(gallmin) /f t 

million gallons per day 
(MSal/d) 

Specific combinations 

cubic meter per second (m3/s) 0.02832 

meter per day (m/d) 0.3048 
meter squared per day (m21d) 0.0929 
liter per second (L/s) 0.06309 
liter per second per meter 0.2070 
(L/s) /m 

cubic meter per day (m3/d 3 3,785 
cubic meter per second (m Is) 0.04381 

Temperature 

degree Fahrenheit (OF) degree Celsius (OC) 

OC = (temp OF-32)/1.8. 



DEFINITIONS OF TERMS 

Aquifer.--A formation, group of formations, or part of a formation that con- 
tains sufficient saturated permeable material to yield significant quan- 
tities of water to wells or springs. 

Confined ground water.--Ground water that is under pressure significantly 
greater than atmospheric. In a well that taps a confined ground-water 
body, the static water level is above the top of the aquifer. 

Drawdown.--The lowering of the ground-water level caused by well discharge. 
It is the difference, expressed in feet or meters, between the static 
water level and the pumping or flowing water level in a well. 

Evapotranspiration.--Water transferred to the atmosphere by evaporation from 
water surfaces and moist soil and by plant transpiration. 

Hydraulic conductivity.--The volume of water that will move in a unit time 
under a unit hydraulic gradient through a unit area measured at right 
angles to the direction of flow. Hydraulic conductivity has replaced 
the term "field coefficient of permeability. " 

Hydraulic gradient.--The change in static head per unit of distance in a 
given direction. The direction generally is understood to be that of the 
maximum rate of decrease in head. 

Perched ground water.--Ground water separated from an underlying body of 
ground water by an unsaturated zone. 

Potentimetric surface.--A surface that represents the static head. In an 
aquifer it is defined by the levels at which water stands in tightly 
cased wells. The water- table is a special kind of potentiometric 

- 

surface. The static head (water level) in a well represents the average 
nonpumping water level of the water-bearing materials open to the well 
bore. 

Specific capacity.--The rate of discharge of water from a well divided by the 
drawdm of water level within the well. 

Storage coefficient.--The storage coefficient is the volume of water an 
aquifer releases from or takes into storage per unit area of aquifer per 
unit change in head. 

Transmissivity.--The rate at which water is transmitted through a unit width 
of the aquifer under a unit hydraulic gradient. It is equal to the 
average hydraulic conductivity times the saturated thickness of the 
aquifer . 

Unconfined ground water.--Ground water in an aquifer that has a water table. 

Water table.--The water surface in an unconfined water body, at which the 
pressure is atmospheric. 



GROUND-WATER RESOURCES OF THE DALLAS-MONMOUTH AREA, POLK, BENTON, AND MARION 
COUNTIES, OREGON 

I. Gont' hier 

ABSTRACT 

The Dallas-Monmouth area is in the west-central Willamette Valley of 
western Oregon. It comprises a total of about 400 square miles in Polk, 
Benton, and Marion Counties. 

Tertiary consolidated rocks underlie the entire area. These rocks in- 
clude marine sandstone, siltstone, shale, tuff, basalt, and gabbro. In the 
lowlands, the consolidated rocks are overlain by unconsolidated deposits of 
clay, silt, sand, and gravel which reach a maximum thickness of about 125 
feet locally. 

The consolidated rocks generally are poor water-bearing formations and 
yield only small quantities of ground water to wells. From 1956 to 1976, 
about 6 percent of all wells completed in basalt and 14 percent of those com- 
pleted in marine sedimentary rocks were reported to be "dry holes." The 
median yield of wells completed in the consolidated rocks was less than 10 
gallons per minute, and the maximum reported yield was 200 gallons per minute. 

Shallow ground water in the consolidated rocks is generally of good 
quality, but with increasing depth in these rocks the water contains increas- 
ing concentrations of dissolved minerals. It is estimated that about 5 
percent of all the wells completed in the consolidated rocks yield poor- 
quality water. 
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The best water-bearing units are sand-and-gravel beds in the unconsoli- 
dated deposits. Near Independence, the sand-and-gravel beds are hydraulically 
continuous and exceed a sa 3 thick f 10 feet over an area covering 
several tens of square mil ?fly wi he Willamette River flood plain. 
Properly constructed wells zse d e ~  can generally obtain yields of 
100 to 500 gallons per minute, and large quantities of additional ground water 
can be developed from this source. 



Outside the above area, sand-and-gravel beds generally are less than 10 
feet thick, lenticular in shape, local in extent, and generally yield less 
than 30 gallons per minute to wells. Sand-and-gravel beds probably are absent 
in the Baskett Slough drainage basin, in the E. E. Wilson Wildlife Management 
area, and in the Luckiamute and Little Luckiamute River valleys upstream from 
the U.S. Highway 99W bridge. 

INTRODUCTION 

Water supplies for a large part of the growing population of the Dallas- 
Monmouth area in the west-central Willamette Valley are obtained from ground- 
water sources. In most of the area, these sources yield only small quantities 
of water to wells, and the use of the water commonly is limited by its poor 
chemical quality. Moderate-to-large quantities of good water can be obtained 
from sand-and-gravel aquifers adjacent to and beneath the Willamette River 
flood plain along the east margin of the study area. Water from this source 
is widely used for irrigation, municipal, and industrial supplies. With good 
management, large quantities of additional water can be developed from the 
sand-and-gravel aquifers. 

Purpose and Scope 

This study is part of a cooperative program between the U.S. Geological 
Survey and the Oregon Water Resources Department. The purpose of the study is 
to describe (1) the hydrogeology of the area, (2) the availability of ground 
water, (3) the pattern of ground-water movement, (4) the quantity of ground- 
water withdrawals and use, (5) the quality of ground water, and (6) the 
ground-water problems, and to suggest solutions where possible. 

To accomplish these objectives, approximately 500 wells were field lo- 
cated and inventoried, water samples from selected wells were analyzed, and 
all available hydrologic and well data were evaluated. 
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Previous Studies 

Ground-water resources of the area were described briefly in a report by 
Piper (1942), and parts of the area are included in reports by Price (1967), 
Foxworthy (1970), and Frank (1974). A ground-water study by Helm and Leonard 
(1977) covered the lower Santiam River basin which borders part of this study 
area on the east side of the Willamette River. The geology, ground-water re- 
sources, and ground-water quality of the Kings Valley area are covered in a 
report by Penoyer and Niem (1975). Geologic mapping of the area was completed 
by Baldwin (1964); Vokes, Myers, and Hoover (1954); and Mundorff (1939). 



Location and Geography 

The Dallas-Monmouth area (fig. 1) occupies a total of about 400 mi2 in 
west-central illamette Valley in western Oregon. About 305 mi2 are in Polk 9 County, 90 mi in Benton County, and 5 mi2 in Marion County. It is bounded on 
the north by the 45' parallel of latitude and on the west by the 123'30' 
meridian of longitude. The south boundary is the line separating Tps. 10 and 
11 S. in Benton County. The east boundary is the Willamette River, except 
near Independence and north of Eola. 

The area is drained by the Willamette River and its tributaries. All the 
principal tributaries have headwaters in the Coast Range. From north to south, 
the principal tributaries are Rickreall Creek, Ash Creek, and the Luckiamute 
and Little Luckiamute Rivers. 

The topography is varied; the eastern half consists of lowland plains 
separated by rolling hills, and the western half contains rugged forested 
mountains cut by valleys of the principal streams. The lowest point is on 
the Willamette River near Eola, at an altitude of about 125 ft; the highest is 
on Rickreall Ridge in sec. 25, T. 7 S., R. 7 W., near the northwest border, at 
an altitude of 2,749 ft. 

The flood plain of the Willamette River is bounded by a low terrace that 
ranges from 15 to 40 ft above the flood plain. This terrace marks the east 
edge of a second broad lowland that covers large areas of the lower valleys of 
Rickreall and Ash Creeks and the Luckiamute and Little Luckiamute Rivers. 

Annual precipitation increases with increasing altitude of the land sur- 
face; it is less than 40 in. in the lowland adjacent to the Willamette River 
and 120 in. or more in the Coast Range foothills in the western part of the 
area (fig. 2). The graphs (fig. 3) show the range and the monthly distribution 
of precipitation and temperature at Dallas, Oreg., which is at an altitude of 
325 ft. Precipitation is seasonal. The summer is warm and dry, and the late 
fall and winter are cool and moist. On the average, more than 75 percent of 
the precipitation occurs during the 5-month period from November through 
March. 

Well- and Spring-Numbering System 

Wells and springs are assigned a number based on their location according 
to the rectangular system for subdivision of public lands (fig. 4). In suc- 
cessive order, the numerals represent the township, range, and section. Thus, 
well 10S/4W-16bbc is in township 10 south, range 4 west, section 16. The 
letters following the section number show the location within the section, the 
first letter designating the quarter section (160 acres), the second letter 
the quarter-quarter section (40 acres), and the third letter the quarter- 
quarter-quarter section (10 acres). Well 10Sl4W-16bbc is in the SWk of the 
NWk of the NWk of section 16. Where two or more wells are in the same 10-acre 
subdivision, serial numbers are added after the third letter. For a spring, a 
lower case (s) is appended to the number as described. 
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Figure 4.-Well- and spring-numbering system 

GEOLOGY 

In the Dallas-Monmouth area, the geologic units include consolidated 
rocks consisting of basalt, marine siltstone, sandstone, shale, and tuff, and 
unconsolidated deposits consisting of clay, silt, sand, and gravel. The sur- 
face distribution of the geologic formations is shown in the hydrogeologic 
map (pl. 1). Table 1 summarizes the stratigraphy and hydrogeology of the area. 

GROUND WATER 

Occurrence, Recharge, Movement, and Discharge 

Ground water occurs in the interconnected openings in rock units under 
unconfined, confined, or perched conditions. (See definition of terms, p.vi 
In the consolidated rocks, the most important types of openings are fractures 
and joint openings formed as the result of folding, faulting, weathering, or 
cooling of the rocks. The occurrence of fractures and joints in the consoli- 
dated rocks is unpredictable because they are irregularly distributed. Frac- 
tures and joints connnonly are more abundant, and the openings along them are 
larger in size near the land surface than at depth. 

The openings in the unconsolidated deposits consist of pores between the 
individual rock particles. The most productive water-bearing materials in the 
Dallas-Mo~lmouth area are beds of saturated sand and gravel in the unconsoli- 
dated deposits. The pores in these deposits store a considerable volume of 
ground water that is easily tapped and withdrawn by wells. 



Table 1.--Sumnary of stratigraphy and hydrogeolo~y of the Dallas-Wanmouth area 
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Lithology 

Silt and very fine sand 5 to 50 
feet thick overlying well- 
sorted sand and gravel 10 to 
45 feet thick 
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sand and gravel interbedded 
with clay and silt - 
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Crops out in northwestern and 
south-central parts of the area; 
may underlie entire area at 
great depths 
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Ground water i s  recharged d i r e c t l y  o r  i n d i r e c t l y  by p r e c i p i t a t i o n  t h a t  
f a l l s  i n  t h e  s u r f a c e  dra inage  b a s i n  of  t h e  s tudy  area. P r e c i p i t a t i o n  i n f i l -  
t r a t e s  d i r e c t l y  i n t o  t h e  subsurface wherever unsa tura ted  permeable d e p o s i t s  
a r e  a t  t h e  land sur face .  The water  then p e r c o l a t e s  downward under t h e  i n f l u -  
ence of g r a v i t y  i n  t h e  unsa tura ted  zone u n t i l  it reaches  t h e  zone of s a tu ra -  
t i o n  and becomes ground water .  

Recharge from p r e c i p i t a t i o n  v a r i e s  widely and depends on f a c t o r s  such a s  
p r e c i p i t a t i o n  r a t e  and du ra t ion ,  s o i l  permeabi l i ty ,  s o i l  mo i s tu re ,  s u r f a c e  
s lope ,  and v e g e t a t i v e  cover.  I n  gene ra l ,  t h e  lower t h e  permeabi l i ty  of t h e  
su r f ace  depos i t s  t h e  lower w i l l  be t h e  r a t e  of ground-water recharge.  

A l l  t he  consol ida ted  rocks i n  t h e  Dallas-Monmouth area a r e  low- 
permeabil i ty  formations;  consequent ly,  t h e  recharge  t o  t h e s e  u n i t s  is  e s t i -  
mated t o  be small. Although r e l i a b l e  recharge  d a t a  are n o t  a v a i l a b l e ,  i t  i s  
conserva t ive ly  est imated t h a t  t he  annual  ground-water recharge  t o  t h e  con- 
so l ida t ed  rocks ranges between 2 and 5 i n .  A similar range  of recharge  i s  
es t imated f o r  t h e  o l d e r  a l luvium because t h e  upper s e v e r a l  f e e t  of t h a t  u n i t  
a l s o  c o n s i s t  of law-permeabil i ty  s i l t  o r  c l ay .  

Recharge t o  t h e  younger al luvium i s  es t imated  t o  range between 8 and 15 
i n .  annual ly.  This  h igh  recharge  rate occurs  because ( I )  t h e  su r f ace  depos i t s  
a r e  t h i n  and r e l a t i v e l y  permeable, and (2) p r e c i p i t a t i o n  runoff  c o l l e c t s  i n  
numerous su r f ace  depress ions  from which it p e r c o l a t e s  downward i n t o  underlying 
sand and g rave l .  

Recharge a l s o  occurs  i n d i r e c t l y  by movement of ground water  between 
ad jacent  geologic  formations.  This  probably occurs ,  f o r  example, beneath the  
Willamette River f lood  p l a i n ,  where small  q u a n t i t i e s  of water  move upward 
from t h e  deeper consol ida ted  sedimentary rocks  i n t o  t h e  younger al luvium. 

Under c e r t a i n  hydro logic  cond i t i ons ,  ground-water recharge  a l s o  occurs  
along streams o r  l akes .  Surface water  w i l l  p e r c o l a t e  i n t o  ad j acen t  formations 
when t h e  stream o r  l ake  l e v e l s  a r e  h igher  t han  t h e  l o c a l  ground-water l e v e l .  
This condi t ion  occurs  n a t u r a l l y  i n  most a r e a s  dur ing  sudden storms o r  snowmelt 
per iods when stream s t a g e s  r i s e  more r a p i d l y  than  l o c a l  ground-water l e v e l s .  
Surface water  can a l s o  be induced i n t o  t h e  ground a r t i f i c i a l l y  by lowering 
ground-water l e v e l s  i n  t h e  formations ad j acen t  t o  t h e  s t reams o r  l akes .  I n -  
duced i n f i l t r a t i o n  of s u r f a c e  water  is  a p a r t i c u l a r l y  important  f a c t o r  i n  
development of ground water  from t h e  younger al luvium. 

L a t e r a l  movement of ground water  toward a d ischarge  a r e a  begins when r e -  
charge reaches  t h e  zone of s a t u r a t i o n .  Movement occurs  i f  t h e  pore spaces a r e  
interconnected and i f  a hydrau l i c  g r a d i e n t  i s  p re sen t .  Movement of unconfined 
ground water  gene ra l ly  i s  from topographica l ly  h igh  a r e a s  toward low a r e a s ,  
where water  i s  discharged t o  surface-water  bodies  o r  t o  t h e  atmosphere by 
evapot ranspi ra t ion .  I n  most areas, t h e  approximate d i r e c t i o n  of ground-water 
flow can be es t imated  from topographic maps, as it gene ra l ly  fo l lows  t h e  topo- 
graphic s lope .  Unconfined ground water  is  p re sen t  a t  g r e a t e r  depths beneath 
h i l l s  t han  i n  v a l l e y s .  The top  of t h e  s a t u r a t e d  zone i s  t h e  water  t a b l e  and 



is indicated by water levels in wells. Water levels and other well data are 
included in tables of well records and drillers' logs (tables 7 and 8) at the 
end of this report. 

Potentimetric contours for sand and gravel in the east-central part of 
the Dallas-Monmouth area are shown on plate 1. The sand-and-gravel aquifer 
in that area is the most productive in the project area. Arrows crossing some 
of the potentiometric contours denote the approximate direction of ground- 
water flow in the aquifer, toward the east into the Willamette River. The 
contours indicate that the gradient is much flatter for the sand-and-gravel 
aquifer beneath the Willamette River flood plain than it is for the sand and 
gravel immediately west of the flood plain. The steeper gradient suggests 
that the sand-and-gravel aquifer in that area is less permeable than sand and 
gravel beneath the flood plain. 

Potentiometric contours are not shown for the remainder of the project 
area because water-level data are too sparse and because the formations else- 
where yield only small to moderate supplies of ground water. 

Natural discharge of ground water is by seepage to surface-water bodies, 
by springflow, and by evapotranspiration in areas where ground water is 
shallow. Artificial discharge of ground water is chiefly by wells, by tile 
subdrains, and by water-table irrigation ponds. In dry weather, ground-water 
discharge sustains the flow of many perennial streams. The quantity of 
ground-water discharge to streams depends on several conditions, including 
formation permeability and thickness, the hydraulic gradient, the area of the 
ground-water basin, and many other factors. 

Fluctuations of Water Levels 

Fluctuations of ground-water levels reflect changes in the volume of 
ground water in storage caused by changes in the rate of ground-water recharge 
and discharge. Changes in the rate of recharge and discharge are due to 
natural causes such as drought or precipitation and to artificial causes such 
as pumping of ground water. 

During the past several years, personnel of the Oregon Water Resources 
Department have made water-level measurements in 12 observation wells in the 
Dallas-Momnouth area. In general, the data indicate that changes in ground- 
water storage are seasonal and that ground-water recharge is in balance with 
ground-water discharge. 

Annual fluctuations of ground-water levels range from 5 to 15 ft. Hydro- 
graphs for six representative observation wells (fig. 5) show the fluctuations 
of ground-water levels during 1962 to 1977. Water levels in the wells rose 
each year during the rainy winter season and declined during the summer and 
fall. The annual high and low water levels differ each year by only a small 
amount, indicating that recharge and discharge are in balance at the well 
sites. 



55 I I I I I I I I I I I I I I I I 
+ 5 - 

8S/4W-27cab. 38-ft .  well  i n  younger al luvium 
0 - - 

5 - 

1 0  - 
1 5  - 0 

1 0  

2 0  

3 0  

4 0  

5 0  

6 0  

7 0  

8 0  

90 

2 0  I I I I I I I I I I I I I I I 

0 
9S/4W-1 lcab.  37-ft .  well in  younger al luvium 

6 - - 

10 - - 

15 - - 

2 0  
8S/4W-3abd1. 60-ft. well  i n  older al luvium 

2 5  - 

1 1 I I I 1 1 I I 1 1 I I I I 
7S/4W-6ddb, 89-ft .  well in  Tertiary rocks, undifferentiated - - 

- 
~ ' 2  

\J - 

Figure 5 .  - Hydrographs of water levels in selected wells. 
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Possible changing conditions at well 8Sl4W-21bdc are illustrated by the 
hydrograph in figure 5. This well, an 85-foot industrial-supply well tapping 
sand and gravel in older alluvium, had a sharp water-level decline in 1965 
and lower water levels thereafter. The most probable causes for the 1965 
decline are (1) an increase in pumping rate of the well beginning in 1965 and 
(2) a decrease in the aquifer recharge rate. To differentiate between these 
causes would require daily pumpage and water-level data on the well. The well 
is within a few feet of a log and fire-protection pond and is used to replen- 
ish water seeping or evaporating from the pond and for boiler feed water. 

Availability 

Consolidated Rocks 

The consolidated rocks are a source of water supply for domestic use 
throughout the Dallas-Monrnouth area. These rocks generally yield only small 
quantities of water to wells, however, and "dry holes" were reported for about 
14 percent of the drilling attempts in the sedimentary rocks and in 6 percent 
of the attempts in basalt. Well yields of as much as 200 gallmin have been 
reported, but the probability of obtaining such a large quantity of good- 
quality water from any of the consolidated-rock formations is small. In ad- 
dition, the risk of obtaining poor-quality water at depth in these rocks is 
fairly high. 

Despite the small well yields, the consolidated rocks will continue to be 
used for water supplies because no other source is available in many areas. 
Yields of wells may fluctuate annually because of seasonal variations in re- 
charge, water levels, and water use. An estimated 5 percent of the wells in 
the consolidated rocks in the area have required deepening to obtain depend- 
able domestic supplies. Typical wells completed in consolidated rocks are 
6 in. in diameter. They are cased and grouted with cement to a depth of at 
least 18 ft. Below 18 ft the well is generally uncased except where caving 
formations are penetrated. 

About 130 of approximately 1,500 wells drilled in the Dallas-Monmouth 
area since 1956 have been completed in basalt of the Siletz River Volcanics. 
The reported yield of the basalt wells ranged from 0 to 80 gallmin (gallons 
per minute); the median yield was 7 gallmin. About 6 percent of the wells 
were reported to be dry holes; 11 percent were reported to yield 1 gallmin or 
less. Reported depths of the basalt wells ranged from 26 to 580 ft and aver- 
aged 192 ft. Reported depths to the static or nonpumping water levels in 
these wells ranged from 1 ft above the land surface to 266 ft below it and 
averaged 44 ft. 

The average well depth and the average depth to the static water level in 
the area are greatest in wells completed in the basalt of the Siletz River 
Volcanics. 

About 75 percent of the Dallas-Monmouth area is underlain by Eocene 
marine sedimentary rocks and by the undifferentiated Tertiary rocks, a sequence 
of several sedimentary formations that have similar water-bearing and water- 
yielding characteristics. These formations include the Kings Valley Siltstone 



Member o f  t h e  S i l e t z  River  Volcan ics ;  t h e  Tyee, Yamhil l ,  and Spencer  Forma- 
t i o n s ;  and t h e  u n d i f f e r e n t i a t e d  T e r t i a r y  r o c k s .  About 875 w e l l s ,  o r  60 p e r -  
c e n t  of t h e  w e l l s  f o r  which d a t a  a r e  a v a i l a b l e ,  have been d r i l l e d  i n  t h e s e  
fo rmat ions ,  main ly  f o r  domest ic  w a t e r  s u p p l i e s .  About 14 p e r c e n t  of t h e s e  
w e l l s  r e p o r t e d l y  were d ry  h o l e s .  Y i e l d s  ranged from 0 t o  200 g a l l m i n .  The 
average y i e l d  was 10 g a l l m i n  and t h e  median was 5.4 g a l l m i n .  The d i s t r i b u t i o n  
of y i e l d s  of t h e  875 w e l l s  i s  l i s t e d  i n  t a b l e  2. 

Tab le  2. - -Yield-f requency d a t a  f o r  t h e  
c o n s o l i d a t e d  sed imenta ry  r o c k  w e l l s  

P e r c e n t a g e  
Reported o f  w e l l s  w i t h  y i e l d  

y i e l d  e q u a l  t o  o r  less t h a n  
(ga l lmin)  i n d i c a t e d  v a l u e s  

Wel l s  t a p p i n g  t h e s e  f o r m a t i o n s  ranged i n  d e p t h  from 24 t o  614 f t  and 
averaged 186 f t .  A 6 1 4 - f t  w e l l  (7S/4W-5daa) produced s a l i n e  w a t e r  and was 
b a c k f i l l e d  t o  a dep th  of 248 f t  t o  s e a l  it o f f .  

E v a l u a t i o n  o f  w e l l  and a q u i f e r  d a t a  f o r  t h e  c o n s o l i d a t e d  r o c k s  i n  t h e  
Dallas-Monmouth area i n d i c a t e s  t h a t  t h e  h y d r a u l i c  p r o p e r t i e s  of t h e  T e r t i a r y  
sedimentary  fo rmat ions  do n o t  d i f f e r  a p p r e c i a b l y ,  because  t h e  l i t h o l o g i e s  of 
t h e  fo rmat ions  a r e  s i m i l a r .  The p r i n c i p a l  o c c u r r e n c e  of w a t e r  i n  each  f o r -  
mat ion a p p a r e n t l y  i s  i n  t h e  i n t e r c o n n e c t e d  f r a c t u r e - a n d - j o i n t  openings  t h a t  
a r e  d i s t r i b u t e d  i r r e g u l a r l y  b u t  a r e  most abundant  a t  s h a l l o w  d e p t h s .  

I n  most areas, w e l l s  c a p a b l e  o f  y i e l d i n g  a d e q u a t e  s u p p l i e s  of ground 
wate r  f o r  household u s e  have been d r i l l e d  i n  t h e  c o n s o l i d a t e d  r o c k s ,  b u t  i n  
many p l a c e s  two o r  more w e l l s  were d r i l l e d  b e f o r e  a n  a d e q u a t e  supp ly  was 
o b t a i n e d .  I n  most of t h e s e  c a s e s ,  t h e  s u c c e s s f u l  w e l l  was completed w i t h i n  
100 f t  of  t h e  d r y  h o l e .  



Unsuccessful wells in the consolidated rocks are reported more frequently 
on hill or hillside well sites than in lowland well sites where the consoli- 
dated rocks are commonly overlain by saturated unconsolidated deposits. At a 
given well site, the best water-bearing beds in the consolidated rocks will 
generally be the coarsest beds penetrated by the well below the water table; 
for example, sandstone will generally be more productive than siltstone, 
which, in turn, will be more productive than claystone or shale. 

The performance of wells provides a general indication of aquifer trans- 
missivity and hydraulic conductivity. In the Dallas-Monmouth area, reported 
specific capacities of many wells are available in the well-completion reports 
submitted by drillers to the Oregon Water Resources Department. Although the 
specific-capacity values (table 7) are based generally on 1 to 2 hours of 
pumping, and well efficiency is not known, the data permit some gross esti- 
mates of relative aquifer capabilities. Thus, the specific-capacity values 
indicate that the hydraulic conductivity of the basalt and Tertiary marine 
rocks is very low, similar to silt-clay mixtures. Hydraulic conductivity of 
the older alluvium is low to moderate; and for the younger alluvium it is 
moderate to good, about 10 times that of the older alluvium. 

A separate evaluation was made to judge if the hydraulic conductivity 
of the Tertiary marine rocks differs with topography. For that evaluation, 
selected well data were separated into two topographic groups: (1) hillside 
or hilltop sites, and (2) lowland valley sites. The results indicated that 
the median hydraulic conductivity of the aquifer in the lowland is slightly 
greater than that in the hillside-hilltop areas, but the difference is too 
small to be of significance. 

Although the hydraulic conductivity of the consolidated rocks is small 
compared to that of the aquifers in the younger alluvium, the large total 
saturated thickness of the consolidated rocks makes the total transmissivity 
of these units large. Therefore, at almost any locality, it should be 
possible to obtain a few hundred gallons per minute from wells 1,500 to 2,000 
ft deep in these rocks. Such wells would probably yield poor-quality, highly 
mineralized water, however. 

Table 3 is a sununary of some well statistics for the Dallas-Monmouth area. 
The table shows, by township and range, data on the number of wells, well 
depth, and static-water-level depth. 

Unconsolidated Deposits 

The principal aquifers in the unconsolidated deposits are saturated sand 
or gravel in terrace deposits, older alluvium, and younger alluvium. Small 
quantities of water are obtained from finer grained materials, but they are 
not significant aquifers. Sand-and-gravel layers in the terrace deposits and 
in older alluvium generally are local in extent and less than 10 ft thick. 
Near Independence, however, sand-and-gravel layers in the older alluvium range 
from 10 to 45 ft in thickness over an area of several square miles. 



Table 3.--Sumnary of data for wells drilled in the Dallas-Monmouth area 

[F, flaring well] 

1/ Water-bearing units: Tsv, chiefly wells completed in basalt in Siletz River Volcanics, but may also include a few wells completed in Tertiary intrusive rocks. 
T, includes all wells completed in consolidated Tertiary sedimentary rocks; (Tsvk),Kings Valley Siltstone of Siletz River Volcanics; 

(Tt), Tyee Formation; (Ty), Yamhill Formation; (Gs), Spencer Formation; (Tu), Tertiary rocks, undifferentiated. 
Qoal, chiefly wells completed in older alluvium, but includes a few wells completed in terrace deposits. 
Qyal, includes only wells completed in younger alluvium. 

2 1  Mean values not determined where township had less than three wells. 
3/ Includes only the sections within the study area. 



Typical  w e l l s  completed i n  unconsol idated depos i t s  a r e  6 t o  20 i n .  i n  
diameter and cased wi th  s t e e l  t he  e n t i r e  depth. The cas ing  i s  gene ra l ly  per -  
fo ra t ed  oppos i te  t h e  most product ive sand o r  g rave l  beds ,  which a l lows  water  
i n  but  keeps most of  t h e  formation p a r t i c l e s  ou t  of t h e  w e l l .  A few l a rge -  
capac i ty  we l l s  i n  unconsol idated depos i t s  a r e  completed wi th  wi re  screen  
in s t ead  of a  pe r fo ra t ed  cas ing .  The s c r e e n  gene ra l ly  has  more open a r e a  per  
u n i t  of l eng th ,  and t h e  openings a r e  s i z e d  t o  a l low only t h e  sma l l e s t  par -  
t i c l e s  t o  e n t e r  t h e  we l l .  A proper ly  cons t ruc ted  screened w e l l  gene ra l ly  
opera tes  more e f f i c i e n t l y  than  a  per fora ted-cas ing  w e l l ,  b u t  t h e  i n i t i a l  c o s t  
of t h e  screened w e l l  gene ra l ly  i s  g r e a t e r .  

Wells capable of pumping more than  about 50 ga l lmin  f o r  i r r i g a t i o n ,  
pub l i c ,  o r  i n d u s t r i a l  supp l i e s  range between 6 and 20 i n .  i n  diameter .  

Ter race  depos i t s  and o l d e r  alluvium.--Sand and g rave l  i n  t h e  t e r r a c e  
depos i t s  and i n  t h e  o lde r  a l luvium gene ra l ly  y i e l d  a  few t o  more than  50 
gal/min t o  proper ly  cons t ruc ted  we l l s .  Most w e l l s  i n  t hese  u n i t s ,  however, 
y i e l d  l e s s  than  30 gal lmin.  Near Independence, many w e l l s  i n  t h e  o l d e r  
alluvium y i e l d  more than 100 gal/min because t h e  sand and g rave l  i n  t h e  o l d e r  
alluvium i s  t h i c k e s t  and most ex t ens ive  i n  t h a t  a r e a .  

The o lde r  a l luvium appa ren t ly  con ta ins  no sand and g r a v e l  i n  t h e  S a l t  
Creek and Baskett  Slough dra inage  bas ins  nor th  of R i c k r e a l l  Creek, i n  t he  
Thie lsen  a r e a  south of R i c k r e a l l  Creek, nor i n  t h e  a r e a  beneath t h e  E. E. 
Wilson Game Management Area near Adair V i l l age .  The gene ra l  absence of w e l l s  
and l i t h o l o g i c  information f o r  t h e  v a l l e y s  of t h e  Luckiamute and L i t t l e  
Luckiamute Rivers  upstream from t h e  Highway 99W br idge  i n  sec .  18,  T. 9  S . ,  
R. 5 W . ,  s t rong ly  sugges ts  t h a t  few sand and g rave l  beds a r e  p re sen t  i n  t hese  
a r e a s  e i t h e r .  

Data a r e  a v a i l a b l e  f o r  about  315 we l l s  completed i n  t e r r a c e  d e p o s i t s  anc 
i n  o l d e r  a l luvium i n  t h e  Dallas-Monmouth a r e a .  Only a  few of t hese  we l l s  a r e  
i n  t e r r a c e  d e p o s i t s ,  however. The y i e l d s  of t h e s e  w e l l s  ranged from 0 t o  
1,000 gal/min and averaged 29 gal lmin.  S t a t i c  water  l e v e l s  ranged from a few 
f e e t  above t o  55 f t  below t h e  land s u r f a c e ,  and t h e  average s t a t i c  water -  
l e v e l  depth w a s  19 f t .  The average w e l l  depth w a s  69 f t .  

Younger alluvium.--Sand-and-gravel beds i n  t h e  younger al luvium a r e  t h e  
most product ive a q u i f e r s  i n  t h e  Dallas-Monmouth a r e a .  These beds u n d e r l i e  t h e  
e n t i r e  Wil lamette  River  f l ood  p l a i n  and extend both  upstream and downstream 
beyond t h e  boundaries of t h e  study a r e a .  The sand-and-gravel a q u i f e r  i s  i n  
good hydrau l i c  connect ion wi th  t h e  Wil lamette  River ;  t h e r e f o r e ,  w e l l s  com- 
p l e t ed  i n  t he  younger al luvium w i t h i n  seve ra l  hundred f e e t  of t h e  r i v e r  could 
be capable of inducing recharge  from t h e  r i v e r  during pumping. Estimated r e -  
charge t o  t h e  younger al luvium from d i r e c t  i n f i l t r a t i o n  of p rec ip&a t ion  
ranges from 8 t o  1 5  i n .  annual ly .  Occasional f l ood ing  of t h e  f lood  p l a i n  
ensures  t h a t  t h e  sand-and-gravel a q u i f e r  i n  t h e  younger al luvium i s  p e r i o d i -  
c a l l y  recharged.  Large a d d i t i o n a l  ground-water s u p p l i e s  can  be developed from 
t h e  younger al luvium; b u t ,  because of i t s  r e l a t i v e l y  small  t o t a l  s a t u r a t e d  
th i ckness  and l imi t ed  e x t e n t ,  development of t h e  younger a l luv ium should be 
c a r e f u l l y  planned. 



Data are available for about 160 wells completed in the younger alluvium. 
The reported yields of these wells ranged from 0 to 1,700 gallmin and aver- 
aged 160 gal/min. The average well depth was 45 ft. Static water levels 
ranged from 3 to 45 ft and averaged 19 ft. Properly constructed wells com- 
pleted in sand and gravel in the younger alluvium can generally obtain 100 to 
500 gallmin. 

In the east-central part of the project area, near Independence, sand- 
and-gravel beds in younger alluvium are continuous with and hydraulically con- 
nected with sand-and-gravel beds in the adjacent older alluvium. When pumping 
stresses are applied, the two units respond as a single continuous aquifer. 
The discussion that follows concerns the availability of ground water from 
this source. 

Map A of plate 2, compiled from drillers' logs of wells and from geologic- 
map data, shows contours on the bottom of the sand-and-gravel aquifer. 
Potentiometric-surface contours for the sand-and-gravel aquifer in the 
Independence area are shown on plate 1. Because the potentiometric surface of 
the sand-and-gravel aquifer was compiled from water-level data collected in 
October 1976, during a period when ground-water levels were low, the surface 
is one that approximates a low for the aquifer. The altitude of the potentio- 
metric surface probably ranges from 5 to 10 ft higher each winter and spring. 

Map B of plate 2 is a saturated-thickness map of the sand-and-gravel unit 
in the Independence area. It was compiled from the potentiometric-surface map 
on plate 1, the contour map of the bottom of the aquifer (map A of pl. 2), 
drillers' logs of wells, and the geologic map. Map B of plate 2 approximately 
defines the minimum saturated thickness of the sand-and-gravel aquifer. In 
many places, the saturated thickness will be greater in winter and spring when 
ground-water levels are much higher. The sand-and-gravel part of the older 
alluvium is overlain by 15 to 45 ft of clay and silt, whereas in the younger 
alluvium it is overlain by 5 to 30 ft of silt, very fine sand, and fine sand 
that averages less than 15 ft in thickness. 

Ground water in the sand and gravel near Independence occurs chiefly 
under unconfined conditions, but locally beneath the older alluvium the sand 
and gravel may respond as a confined aquifer when pumped for periods of less 
than a few weeks. The entire aquifer will probably respond as an unconfined 
aquifer, however, when pumped for periods of more than a few weeks. A value 
of about 0.2 probably is suitable for use as a storage coefficient of the 
sand-and-gravel aquifer. More reliable estimates of the storage coefficient 
could be obtained from aquifer tests. 

No saturated-thickness map or potentiometric-surface map has been pre- 
pared for the younger alluvium along the Willamette River south of Buena Vista, 
because lithologic data for that area were sparse. Irrigation wells completed 
in the younger alluvium in that area, however, generally are less than 37 ft 
deep, and they yield 75 to more than 300 gal/min. 



The r epor t ed  y i e l d s  of w e l l s  i n  t h e  sand-and-gravel a q u i f e r  i n  t h e  e a s t -  
c e n t r a l  p a r t  of t he  p r o j e c t  a r e a  near  Independence a r e  a s  h igh  a s  1,700 
gal/min, bu t  most w e l l s  y i e l d  l e s s  than  500 gal lmin.  The h ighes t  repor ted  
y i e l d  was obtained from w e l l  8Sl4W-2cac1, a 45-foot  i r r i g a t i o n  w e l l  i n  younger 
alluvium. The maximum y i e l d  r epo r t ed  f o r  a w e l l  i n  t h e  o l d e r  a l luv ium w a s  
1,000 gal/min from w e l l  9S/4W-3ccc, a 97-foot i r r i g a t i o n  w e l l  t h a t  o b t a i n s  
most of i t s  y i e l d  from sand and g rave l  between t h e  depths  of 30 and 6 1  f t .  

Spec i f i c - capac i ty  va lues  f o r  w e l l s  completed i n  t h e  sand and g rave l  near  
Independence range from near 0 t o  a s  much a s  500 (ga l /min ) / f t  of drawdown. 
A l l  r epor ted  values g r e a t e r  t han  100 ( g a l / m i n ) / f t  of drawdown a r e  f o r  w e l l s  
tapping sand and g rave l  i n  t h e  younger alluvium. The h ighes t  s p e c i f i c  
capac i ty  i s  f o r  w e l l  8S/4W-35bdc, a 36-foot  i r r i g a t i o n  we l l .  The s p e c i f i c  
capac i ty  of w e l l s  i n  sand and g rave l  i n  t he  o l d e r  a l luvium ranges from near  
0 t o  25 (ga l /min ) / f t ;  however, most have s p e c i f i c  c a p a c i t i e s  of l e s s  t han  
15 (ga l /min ) / f t .  

Reduced pumping capac i ty  due t o  i n t e r f e r e n c e  w i l l  occur i f  w e l l s  i n  t h e  
sand and grave l  a r e  spaced too  c l o s e l y .  Problems of reduced pumping capac i ty  
may become more common and more s e r i o u s  during extended droughts .  I n t e r f e r -  
ence problems can be minimized through proper w e l l  spacing and we l l  l oca t ion .  

Drawdown due t o  w e l l  i n t e r f e r e n c e  or t o  reduced w e l l  e f f i c i e n c y  has  
diminished t h e  capac i ty  of t h e  ind iv idua l  w e l l s  i n  t h e  c i t y  of Monmouth w e l l  
f i e l d .  Wells 8S/4W-28cdb, -28cdc1, -28cdc2, and -28cdc3 ( p l .  1) a r e  sepa-  
r a t e d  by a d i s t a n c e  of about  200 f t .  They each t a p  sand and g rave l  i n  t h e  
o lde r  a l luvium. Use of w e l l  8S/4W-28cdcl has been d iscont inued  because i t s  
capac i ty  i s  s i g n i f i c a n t l y  decreased and it i s  no longer  economical t o  opera te .  

The quan t i t y  of ground water  t h a t  can be developed from t h e  sand and 
g rave l  near  Independence without  widespread d e c l i n e  of water  l e v e l s  i s  d e t e r -  
mined by t h e  amount of recharge  t h a t  t h e  sand and g rave l  r ece ives .  The most 
important sources of recharge  t o  t h e  sand and g rave l  a r e  d i r e c t  i n f i l t r a t i o n  
of p r e c i p i t a t i o n  and i n f i l t r a t i o n  of streamflaw. Less  important sources  a r e  
underflow from ad jacen t  formations and i n f i l t r a t i o n  of excess  i r r i g a t i o n  
water .  The n a t u r a l  annual recharge  t o  younger al luvium from i n f i l t r a t i o n  of 
p r e c i p i t a t i o n  was conse rva t ive ly  est imated t o  range between 8 and 15 i n .  It 
probably averages about 12 i n . ,  o r  more than 200 Mgal/mi2. Without ex t ens ive  

t e s t s  and mathematical model s t u d i e s ,  it i s  no t  p r a c t i c a b l e  t o  e s t i -  
mate t h e  recharge t h a t  could be induced from the  Wil lamette  River .  The 
amount probably i s  s e v e r a l  t imes g r e a t e r  than  t h e  amount of recharge t o  t h e  
a q u i f e r  from p r e c i p i t a t i o n  and depends on t h e  hydrau l i c  connect ion between the  
r i v e r  and t h e  sand and g r a v e l .  



Water Quality 

The quality of the ground water in the Dallas-Monmouth area varies 
widely. Water from shallow depths in the consolidated rocks generally is of 
good quality, but, in most localities, water in the consolidated rocks con- 
tains increasing concentrations of dissolved mineral solids with increasing 
depth in the rocks and commonly is too mineralized for most uses. Unconsoli- 
dated deposits generally contain water suitable for most uses, but in 
localized areas the water may contain high concentrations of iron or manganese 
or dissolved solids and may require treatment for some uses. 

Water samples were collected from 45 wells in the area to determine the 
range and areal variation in chemical quality. Analyses were made by the U.S. 
Geological Survey and by a commercial laboratory. The analytical methods used 
by the conunercial laboratory may differ from those of the U.S. Geological 
Survey. 

A report covering the Kings Valley area (Penoyer and Niem, 1975) contains 
a detailed discussion of the chemistry of the ground water in that area. The 
chemical analyses from that study are not listed in this report. 

Table 4 shows the range and median concentration of each dissolved con- 
stituent and physical property determined for water samples from the principal 
aquifers. These data suggest that the largest variations in concentrations of 
dissolved constituents occur in water from the consolidated rocks. Plate 1 
has diagrams that show the relative concentrations of the major cations 
(positive ions) and anions (negative ions) in milliequivalents per liter. 
Similarity in shapes of diagrams indicates a similarity in water composition. 
The size of the diagram indicates the magnitude of concentration of the major 
ions. 

During the well inventory, specific-conductance, water-temperature, and 
pH data were collected for many wells; these data were used to assist in 
selection of sampling sites for complete water analyses. Specific-conductance 
and water-temperature data are listed in table 7. 

Table 5 shows the chemical analyses of ground water, by aquifer, from 
selected wells in the Dallas-Monmouth area. 

Consolidated Rocks 

Seven out of 28 water samples taken from wells in the consolidated rocks 
contained more than 1,000 m g / ~  of dissolved solids. All seven of these wells 
are in lawland sites and most are within a few hundred feet of perennial or 
intermittent streams. Many reports by local residents about the occurrence of 
ground water containing high concentrations of dissolved solids suggest that 
the frequency of occurrence of saline ground water at shallow depth is signif- 
icantly greater in valleys near streams than in the uplands. Instances were 
reported to the author throughout the area where the water quality at a well 
site became more saline with increasing depth. Drillers also reported saline 
water at depth in several wells; the flow of saline water commonly was shut 
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of f  by b a c k f i l l i n g  t h e  deepes t  p a r t  of t h e  w e l l  w i th  cement. This  information 
sugges ts  t h a t  t h e  ground-water q u a l i t y  i s  s t r o n g l y  a f f e c t e d  by t h e  p a t t e r n  of 
ground-water flow i n  t h e  consol ida ted  rocks .  

An example of a  flow-system wa te r -qua l i t y  change was noted i n  a s m a l l  
r u r a l  development i n  t h e  v a l l e y  of Soap Creek i n  sec .  34, T. 10 S., R. 5 W. 
Sca t te red  wi th in  a few t e n s  of a c r e s  i n  t h e  v a l l e y  are s e v e r a l  w e l l s  of vary- 
ing depths t h a t  supply ind iv idua l  homes wi th  water  f o r  domestic and s tock  uses .  
Sa l ine  water  i s  obtained from w e l l s  c l o s e  t o  Soap Creek and t o  an  unnamed 
perennia l  t r i b u t a r y .  The owner of w e l l  10S/5W-34acb2 d r i l l e d  two o the r  we l l s  
on h i s  property c l o s e  t o  Soap Creek and obta ined  water  too  s a l t y  f o r  dr inking  
o r  f o r  lawn i r r i g a t i o n .  The s a l t i e s t  water  was from a shal low dug we l l  w i th in  
about 20 f t  of t h e  stream; t h e  second w e l l ,  about  200 f t  west  of Soap Creek, 
was l e s s  s a l t y ;  t h e  t h i r d  w e l l  (10S/5W-34acb2), on a  l i n e  wi th  the  o the r  w e l l s  
but  about 500 f t  west of t h e  c reek ,  produced water  t h a t  was s u i t a b l e  fof  
household use. The land s u r f a c e  a t  t h e  s i t e  s lopes  toward the  s t ream, and t h e  
land e l e v a t i o n  a t  t h e  shal low w e l l  i s  about  15 f t  lower than  i t  i s  a t  t h e  w e l l  
500 f t  from t h e  stream. 

The depth of t h e  shal low dug w e l l  i s  probably l e s s  t han  20 f t ,  bu t  t he  
second w e l l ,  200 f t  from t h e  stream, i s  63 f t  deep, and t h e  t h i r d  w e l l  
(10Sl5W-acb2) i s  86 f t  deep. The second and t h i r d  w e l l s  a r e  completed i n  
b a s a l t  i n  t he  S i l e t z  River  Volcanics.  Occurrence of t h e  s a l t i e s t  water  i n  
t he  shal low w e l l  c l o s e  t o  Soap Creek sugges ts  t h a t  near  t h e  s t ream o l d e r ,  more 
minera l ized  ground water  i s  moving upward from deeper p a r t s  of t h e  f low 
system. 

The h ighes t  concen t r a t ion  of both sodium and c h l o r i d e  ions  i s  i n  water 
from w e l l  10S/6W-30ddb, an  unused 180-foot  w e l l  completed i n  t he  Tyee For-  
mation. The w e l l  i s  about 70 f t  from t h e  Luckiamut,e River .  The concent ra t ion  
of sodium and c h l o r i d e  ions i n  t h e  water  i s  3,000 and 5,300 m g / ~ ,  
r e spec t ive ly .  

Chemical diagrams on p l a t e  1 show by t h e i r  s i z e  t h a t  t he  w e l l s  completed 
i n  t h e  consol ida ted  rocks and loca t ed  on h i l l t o p s  o r  h i l l s i d e s  gene ra l ly  had 
water  w i th  low concen t r a t ions  of major ions .  In  most of t h e s e  w e l l s ,  sodium, 
calcium, and b icarbonate  are t h e  p r i n c i p a l  ions .  

Excessive concen t r a t ions  of c e r t a i n  c o n s t i t u e n t s  i n  water  may impair i t s  
use  f o r  some purposes.  For example, water  from w e l l s  i n  t h e  consol ida ted  
rocks commonly h a s  concent ra t ions  of i r o n ,  manganese, c h l o r i d e ,  boron, d i s -  
solved s o l i d s ,  o r  hardness  t h a t  exceed t h e  l i m i t s  recormnended f o r  u s e  of t h e  
water i n  publ ic  o r  i r r i g a t i o n  supp l i e s .  The sodium-adsorpt ion-rat io  (SAR) i s  
a l s o  high i n  many water samples from t h e s e  rocks .  The d i s c u s s i o n  of c o n s t i t u -  
e n t s  below i s  l imi t ed  t o  t h e  occurrence of t hose  ions  o r  p r o p e r t i e s  t h a t  occur 
i n  concent ra t ions  t h a t  may impair t h e  use  of t h e  water  f o r  some purposes. 

I r o n  and manganese i n  concen t r a t ions  g r e a t e r  than 0 .3  and 0.05 mg/L, 
r e s p e c t i v e l y ,  may cause an  unpleasant  t a s t e  o r  may s t a i n  laundry and plumbing 
f i x t u r e s  (National  Academy of Sc iences ,  1974). Concentrat ions exceeding these  
amounts a r e  a  nuisance bu t  a r e  not  harmful t o  h e a l t h  i f  inges ted .  Eleven 



water  samples from t h e  consol ida ted  rocks  contained 0 .3  mg/L o r  more of i ron .  
The h ighes t  concen t r a t ion ,  19 m g / ~ ,  was i n  water  from w e l l  7S/5W-29cad, an  
unused 38-foot  w e l l  completed i n  t h e  Yamhill Formation. The median i r o n  con- 
c e n t r a t i o n  was 0.23 m g / ~ .  Manganese equaled o r  exceeded 0.05 mg/L i n  12 
ana lyses  of water  from t h e  consol ida ted  rocks.  The h ighes t  concent ra t ion ,  
0.8 mg/L, was f o r  water  from w e l l  9S/4W-35bbb. 

Twelve ground-water samples from w e l l s  completed i n  t h e  consol ida ted  
rocks contained concent ra t ions  of c h l o r i d e  g r e a t e r  than  t h e  maximum recom- 
mended l i m i t  of 250 mg/L (National  Academy of Sc iences ,  Nat ional  Academy of 
Engineering, 1974). Chloride i n  concent ra t ions  g r e a t e r  than  250 m g / ~  i s  ob- 
j ec t ionab le  because it may impart a n  unpleasant  t a s t e  t o  water .  The h ighes t  
concent ra t ion  was 5,300 mg/L i n  water from w e l l  10S/6W-30ddb. 

Boron i n  small concent ra t ions  i s  e s s e n t i a l  t o  p l a n t  growth, bu t  i n  con- 
c e n t r a t i o n s  g r e a t e r  than  about  1.00 mg/L, boron may be t o x i c  t o  s e n s i t i v e  
p l a n t s ;  i n  concent ra t ions  exceeding about  2 mg/L, it may be t o x i c  even t o  
t o l e r a n t  p l a n t s  under c e r t a i n  condi t ions .  Boron equaled o r  exceeded 1 mg/L 
i n  13 samples and was g r e a t e r  than  2 m g / ~  i n  t h r e e  water  samples from con- 
s o l i d a t e d  rocks.  The maximum concent ra t ion ,  2.8 mg/L, was f o r  water  from 
w e l l  7S/5W-29cad. 

Hardness i s  a property of water  t h a t  causes t h e  formation of a n  i n s o l u b l e  
curd wi th  soap and i s  c h i e f l y  due t o  t h e  presence of calcium and magnesium 
ions i n  so lu t ion .  The U.S. Geological  Survey c l a s s i f i c a t i o n  of water  hardness  
i s  g iven  below (Hem, 1970, p.  225). 

Hardness range 
(mg/L of CaC03) Descr ip t ion  

0-60-------------------- S o f t  
61-120-- - - - - - - - - - - - - - - - - -  Moderately hard 

121-180- - - - - - - - - - - - - - - - - - -  Hard 
More than  180-------------  Very hard 

Hard and very hard water  may r e q u i r e  so f t en ing  f o r  many uses .  Water i n  
t h e  consol idated rocks ranges from s o f t  t o  very hard.  The water i s  c l a s s i f i e d  
a s  very hard i n  seven samples; t h e  median concent ra t ion  i s  66 mg/L, which i s  
equ iva l en t  t o  a moderately hard water .  

Although we l l s  i n  t h e  consol ida ted  rocks a r e  not  used a s  a supply source 
f o r  i r r i g a t i n g  l a r g e  acreages ,  some gardens,  lawns, and household p l a n t s  a r e  
watered from t h i s  source.  The diagram i n  f i g u r e  6 is  f o r  eva lua t ing  irr i-  
g a t i o n  water  (U.S. S a l i n i t y  Laboratory,  1954), and on it a r e  p l o t t e d  some d a t a  
from t h e  consol ida ted  rocks.  These d a t a  i n d i c a t e  t h a t  some of t h e  water  may 
be poorly s u i t e d  f o r  i r r i g a t i o n  because of a high sodium hazard ,  a high 
s a l i n i t y  hazard, o r  both. Severa l  va lues  a r e  not  shown because they p l o t  o f f  
t h e  high end of t h e  diagram. 



SPECIFIC CONDUCTANCE, IN MICROMHOS PER CENTIMETER 
AT 25 DEGREES CELSIUS 

C 1 C2 C3 C4 

Low Medium High Very high 

SALlN ITY HAZARD 

Figure 6. - Diagram for evaluating water for irrigation. 



The pH or hydrogen-ion concentration in water from the consolidated 
rocks generally is greater than 7.0, indicating that the water is alkaline. 
The pH determinations made in the field ranged from 5.9 to 9.4. 

Water temperatures generally were determined after several minutes of 
pumping. At most sites, the water passed through a storage tank before 
sampling. Thus, some of the high temperatures measured probably were for 
wells not pumped sufficiently long to completely flush the warmer stored water 
from the system. 

Unconsolidated Deposits 

Analyses of water samples from the older alluvium and the younger 
alluvium (table 5) show no major chemical differences. Many specific- 
conductance values listed in table 7 indicate, however, that water from the 
older alluvium may generally contain greater concentrations of dissolved 
solids. The water from unconsolidated deposits generally contains lower con- 
centrations of dissolved solids than does water from the consolidated rocks. 
Concentrations of iron, manganese, or nitrate in localized areas may exceed 
recommended limits, and the water may require treatment for some uses. Some 
wells completed in unconsolidated deposits yield water similar to that from 
the consolidated rocks. The discussion below generally is restricted to the 
chemical characteristics and properties that exceed recommended limits and to 
the occurrences of water similar in composition to some of the poor-quality 
water from the consolidated rocks. 

Iron exceeds the recommended maximum limit of 0.3 mg/L in two water 
samples from older alluvium and in five samples from the younger alluvium. 
The highest concentration, 16 mg/L, was in water from well 10Sl4W-lOcdbl, a 
37-foot irrigation well in younger alluvium. The median concentration of 
iron was 0.03 mg/L in water samples from the older alluvium and 0.13 mg/L in 
samples from the younger alluvium. 

Manganese was excessive in four water samples from the older alluvium 
and in four samples from the younger alluvium. The highest concentration in 
samples from each unit was 0.52 m g / ~  (well 8Sl4W-33bbb) in older alluvium and 
0.67 mg/L (well 10SI4W-lOcdb) in younger alluvium. The median concentration 
of manganese was 0.04 mg/L in water samples from the older alluvium and 0.02 
mg/L in samples from the younger alluvium. 

Water containing more than 10 mg/L of nitrite plus nitrate reported as 
nitrogen may cause methemoglobinemia, a blood disorder generally confined to 
infants under 3 months old (U.S. Environmental Protection Agency, 1975). An 
irrigation well (9S14W-2dca), completed in younger alluvium and located in a 
field several hundred feet from the nearest dwellings, produced water with 
11 m g / ~  of nitrate nitrogen. Because of the distance of the well from other 
potential sources, the nitrate nitrogen probably is from agricultural ferti- 
lizers. Fertilizers probably are the source of the 4.9 mg/L of nitrite plus 
nitrate as nitrogen in water from well 8S/4W-2cac2. That concentration is 
the second highest determined for the entire study area. The occurrence of 
greater nitrate nitrogen concentrations in water from the younger alluvium 



suggests that because of its shallow depth and high permeability, the younger 
alluvium may be more susceptible to contamination or degradation of water 
quality than are other aquifers in the study area. 

Water in the unconsolidated deposits ranges from soft to very hard. The 
median concentrations are 92 mg/L in water from the older alluvium and 91 
mg/L in water from the younger alluvium. 

Interchange of ground water between the consolidated rocks and the over- 
lying unconsolidated deposits occurs in most areas where the two types of 
material are in contact. The interchange may be due to the natural flow 
pattern or may be induced artificially by pumping. Each of the analyses of 
water from wells 7S/4W-32aab and 8S/4W-19bdb in the older alluvium and from 
wells 8S/4W-36cbd and 9S/4W-10badl in the younger alluvium shows evidence of 
the ground-water interchange. Water from the first three wells contains a 
high sodium concentration, which is more characteristic of water from the 
consolidated rocks. 

Well 9S/4W-10bad1, a public supply well, was sampled on two dates--the 
first time on April 28, 1969, when the well reportedly was pumping 970 gal/min, 
and the second time on September 30, 1976, when it was pumping 200 gal/min. 
Chloride was 102 mg/L in the first water sample and 4.3 mg/L in the second 
sample. These data suggest that at the higher pumping rate a larger percentage 
of water pumped was being induced upward from the underlying consolidated 
rocks. 

Downward flow of shallow freshwater into the consolidated rocks probably 
took place at well 10S/7W-l2dcc, an 88-foot well completed in the Tyee For- 
mation and located about 100 ft f r m  the Luckiamute River. Two visits were 
made to the site, the first on July 20, 1976, and the second on September 15, 
1976, when a water sample was collected for analysis. On the July 20 visit, 
the well had been pumping for several weeks for lawn irrigation, whereas on 
the September 15 visit, the well had been unused for at least a few weeks. 
The specific conductance of the water was 1,500 micromhos/cm on July 20 and 
5,660 micro~nhos/cm on September 15. The lower specific conductance on the 
first visit probably was due to dilution by shallow freshwater induced to flow 
downward by pumping. The higher value probably was determined after the 
natural ground-water flow pattern was reestablished at the site. 

Water Withdrawals and Use 

Ground-water withdrawal for all types of use in 1975 in the Dallas- 
Monmouth area was estimated to be 9,500 acre-ft, of which irrigation pumpage 
accounted for the greater part (table 6). 

By 1975, water rights totaling about 45 ft3/s for irrigation of about 
4,600 acres from ground-water sources had been applied for in the Dallas- 
Monmouth area. All but about 150 acres was in Tps. 7, 8, 9, and 10 S., R. 4 
W., and most of the acreage was in the younger alluvium in the Willamette 
River flood plain. 





On the basis of field observation and discussions with irrigators, during 
any one year a maximum of about two-thirds of the ground-water irrigation 
water rights are in use. The length of the irrigation season is about 120 
days, or from mid-May to mid-September on the average, depending on the type 
of crop, summer precipitation, and soil-moisture conditions. The maximum 
daily withdrawal for irrigation, on the basis of the above estimates, is about 
29 Mgal/d for the 120-day irrigation period. Most of this water is withdrawn 
from younger alluvium. 

In 1975, an average of 1.1 Mgal/d of ground water was withdrawn for 
public-supply purposes. Nearly all this amount was pumped from the unconsoli- 
dated deposits. The Pacific Power & Light Co. pumped an average of 0.72 
Mgal/d to supply the city of Independence; the remainder was withdrawn by the 
city of Monmouth, Luckiamute Water Cooperative, Rickreall Water Association, 
and the Fir View Water District. 

Two of the five wells that supply the city of Independence are in a well 
field in younger alluvium in the SWk of the NEk of sec. 28 in T. 8 S., R. 4 
W., within 150 ft of each other, and generally are used only during the summer 
peak demand period. The other three wells are within 250 ft of one another in 
the NE% of the SWk of sec. 28. Detailed information about the construction 
and depth of each well is not available; consequently, the wells are not 
listed in table 7 nor shown on plate 1. 

The city of Monmouth obtains most of its water supply from surface-water 
sources and from small springs in the Teal Creek area south of Falls City. 
The city also obtains a supplemental supply for the summertime peak demand 
period from wells 8S/4W-28cdb, -28cdc1, -28cdc2, and -28cdc3 in older 
alluvium. In 1975, the wells pumped an average of 0.11 Mgalld. The combined 
yield from both sources is sometimes inadequate to meet peak demands, and 
water conservation is occasionally required in summer. 

The Luckiamute Water Cooperative system serves a small population living 
in a large rural area in the Luckiamute and Little Luckiamute River drainage 
basins in the central part of the study area. Two wells in younger alluvium 
(9S/4W-10badl and -10bad2) supply water to a system that extends from the 
supply wells westward for more than 16 mi. The system has about 80 mi of 
pipelines, and the 1975 pumpage averaged 0.13 Mgalld. 

The Rickreall Water Association, also, is a rural water-supply system 
that services a small population scattered over a large area generally north 
of Rickreall Creek and extending west almost to Dallas and into the Salt Creek 
area. Two wells in older alluvium (7S14W-34ddc and -35cbc) supply water to 
the system; in 1975, they pumped an average of 0.04 Mgal/d. 

The Fir View Water District is in a development in the NWk of sec. 23, 
T. 10 S., R. 4 W. The source of water supply is two wells in the Spencer For- 
mation at the development. 



Many homes in the Oak Grove area in the southeastern part of the study 
area are served by ground water from a well field in younger alluvium just 
east of the ,study area (Frank, 1974). In 1975, about 0.26 Mgal/d was pumped 
by that system, but not all the water was used within the study area. 

A small area in the Salt Creek basin in the northwestern part of the 
study area is served by the Perrydale Water Cooperative. The system is 
supplied by a well in alluvium near the Willamette River several miles north 
of West Salem outside the study area. The volume of water supplied to resi- 
dents living in the study area is small. 

The city of Dallas obtains its water supply from a reservoir on Rickreall 
Creek west of Dallas. Falls City obtains its supply from springs and from 
surface-water sources On Teal Creek south of Falls City. Adair Village and a 
few rural customers nearby are served by surface water withdrawn from the 
Willamette River south of the study area. Their supply was originally devel- 
oped by the U.S. Army to serve troops training at Camp Adair during World 
War 11. 

Ground-water withdrawals for domestic and stock use in rural areas were 
estimated to be 0.7 Mgal/d. The withdrawal rate is based on an estimated 
rural population of 6,800 persons not served by public water supplies. 
Seventy-five percent, or 0.5 Mgal/d, is estimated to be from wells in consoli- 
dated rocks and the remainder, or 0.2 Mgalld, from unconsolidated deposits. 

Problems and Solutions 

The major ground-water-related problems in the Dallas-Monmouth area are 
low well yield and poor-quality ground water. These problems commonly occur 
together in individual wells, and they occur most frequently in wells drilled 
into the consolidated rocks. The problems occur because the consolidated 
rocks consist chiefly of low-permeability formations that generally contain 
water having increasing concentrations of dissolved minerals with depth below 
the land surface. Commonly, several wells are drilled into the consolidated 
rocks before an adequate domestic freshwater supply is obtained. Unsuccessful 
wells generally are backfilled and abandoned. Records indicate that as many 
as five unsuccessful wells have been drilled on a given property. Other 
solutions have been to develop water supplies from nearby springs, obtain 
water from neighbors, collect water in cisterns, connect into existing public 
water supplies, or to form a new public water-supply system utilizing a 
distant but dependable source of supply. 

Excessive pumping of sand is a significant problem associated chiefly 
with wells completed in sand and gravel. The sand enters the well through 
casing perforations and causes excessive wear of pumping equipment, clogging 
of pipes, and sometimes results in the destruction of the well through the 
collapse of the unsupported casing. The problem is caused by high turbulence 
around the well bore due to excessive ground-water velocities. It can be 
controlled by reducing the pumping rate of an affected well; it is prevented 
through good well design, operation, and maintenance. 



Excessive declines of ground-water levels resulting from heavy pumping 
of wells is a potential problem in the Dallas-Monmouth area. These declines 
could become a significant problem in the area's most productive sand and 
gravel because sand and gravel will continue to supply much of the area's 
increasing water needs. The problem will occur if pumping wells are spaced 
too closely and if they extract water at rates that exceed the sand and gravel 
local hydraulic capacity. Future development of the sand and gravel therefore 
should be planned with care so as to minimize the adverse effects. 

Ground-water pollution is not a major or widespread problem in the 
Dallas-Monmouth area, but local occurrences have been reported. Pollution of 
ground water will occur if facilities for the disposal of wastes or for appli- 
cation of other degrading substances are poorly designed, operated, and main- 
tained for the type of soil conditions existing at a disposal site or if the 
potential pollutants are handled carelessly. The risk of pollution is higher 
in sand and gravel in the younger alluvium because of their high porosity and 
permeability and shallow depth. These soil characteristics may allow a 
potential pollutant to reach the water table and to move downgradient toward 
a discharge area more quickly than in other water-bearing formations in the 
area. 

Locally, ground water from sand-and-gravel aquifers contains concen- 
trations of iron and (or) manganese that may be excessive for some types of 
uses. Prediction of the occurrence of excessive concentrations of iron or 
manganese is not feasible with the data presently available. 

SUMMARY AND CONCLUSIONS 

Ground water is the principal source of water for most of the rural pop- 
ulation of the Dallas-Monmouth area. Water-bearing formations include con- 
solidated rocks consisting of basalt, marine siltstone, sandstone, shale, and 
tuff and unconsolidated deposits consisting of clay, silt, sand, and gravel. 
Consolidated rocks are exposed in about 70 percent of the area, and they are 
chiefly low-permeability formations that yield less than 10 gallmin to wells. 
Commonly these rocks yield quantities of water that are inadequate even for 
household use. Ground water in the consolidated rocks is of suitable quality 
for most uses in most localities; however, the water contains concentrations 
of dissolved minerals that increase with depth in the rocks. Locally, wells 
may intercept water that contains excessive concentrations of dissolved min- 
erals and is too saline for most uses. The depth at which saline water occurs 
is highly variable, and determination of that depth in each locality was 
beyond the scope of this study. 

Movement of unconfined ground water in the project area is from topo- 
graphically high areas toward lowlands where the water may be discharged as 
springs, as seepage to surface-water bodies, or as evapotranspiration to the 
atmosphere. The depth to unconfined ground water generally is greater beneath 
hills and hillsides than beneath lowlands. The potentiometric-surface contour 
map for the sand and gravel in the east-central part of the Dallas-Monmouth 
area (pl. 1) indicates a general eastward flow of ground water toward the 
Willamette River. Potentiometric-surface contours were not prepared for other 



parts of the project area because water-level data are inadequate and because 
the formations elsewhere yield only small to moderate supplies of ground 
water. 

The best water-bearing materials in the study area are beds of sand and 
gravel in the unconsolidated deposits. The thickest, most extensive, and most 
productive sand and gravel deposits are in the younger alluvium underlying the 
flood plain of the Willamette River. The largest yielding wells completed in 
sand and gravel in the younger alluvium generally yield 100-500 gal/min. In 
the east-central part of the Dallas-Momouth area, sand-and-gravel beds in the 
younger alluvium are continuous and are hydraulically connected with sand and 
gravel in adjacent older alluvium. When either unit is heavily pumped, the 
two units respond as a single aquifer. Although large quantities of ground 
water are being withdrawn from this aquifer, additional large quantities can 
be developed if adequate well spacing is maintained. Outside the Willamette 
River flood plain and the east-central area, sand and gravel beds in older 
alluvium or in terrace deposits are too thin and too small in extent to 
support wells of large yield. 

The quality of water in the unconsolidated deposits is adequate for most 
uses; however, it may contain excessive concentrations of iron or manganese 
in some localities. 

About 9,500 acre-ft of ground water was withdrawn from all sources in 
the Dallas-Momouth area in 1975. Of this total, about 7,200 acre-ft was 
pumped from sand and gravel in unconsolidated deposits for irrigation. Most 
ground water for irrigation was pumped from wells completed in younger 
alluvium. About 1,200 acre-ft was pumped from unconsolidated deposits for 
public-supply use, and the remainder, or about 1,100 acre-ft, was for 
domestic, stock, and industrial uses. 

Principal ground-water-related problems are low well yield, poor-quality 
ground water, and sand pumping by wells. Low well yield and poor-quality 
ground water occur most frequently in wells tapping the low-permeability con- 
solidated rocks. Because the consolidated rocks are the only source of 
ground water in much of the area, these problems will continue to persist as 
long as people are attracted to build in the area's rural setting. Sand 
pumping by wells is a common problem, occurring most frequently in large- 
capacity wells completed in the unconsolidated deposits. The sand causes 
excessive wear of pumping equipment, clogging of irrigation systems, and 
caving around pumping wells, 

Potential ground-water problems include pollution and excessive water- 
level decline. Excessive water-level declines result from spacing pumping 
wells too closely for the local hydraulic conditions or simply from heavy 
pumping. Excessive declines could be a problem, especially in the productive 
sand-and-gravel deposits in younger and older alluvium where the water table 
is shallow and the water-bearing sand and gravel are highly permeable. Par- 
ticular caution is needed in these areas in the use and disposal of potential 
pollutants. 
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T a b l e  7.--Records o f  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmouth a r e a  

Local  n m b e r :  See page 3 f o r  d e s c r i p t i o n  o f  we l l -nunbe r ing  s y s t e m .  
Method c o n s t r u c t e d :  A .  a i r  r o t a r y ;  B ,  b o r e d  o r  a u g e r e d ;  C, c a b l e - t o o l ;  R .  

r e v e r s e  r o t 3 r y .  
A l t i t u d e  o f  l a n d  s u r f a c e :  A l t i t u d e  o f  l a n d  s u r f a c e  a t  w e l l .  d e t e r m i n e d  f rom 

1:24.000 s c a l e  t o p o g r a p h i c  maps. e x c e p t  i n  K ings  V a l l e y  a r e a  where  o n l y  
1:62,500 s c a l e  maps a r e  a v a i l a b l e .  

Depth o f  w e l l :  Depth o f  c o m p l e t e d  w e l l ,  i n  f e e t .  S e v e r a l  w e l l s  b a c k f i l l e d  w i t h  
cemen t  t o  s h u t  o f f  f l o w  o f  s a l i n e  w a t e r .  

F i n i s h :  F. g r a v e l  pack  w i t h  p e r f o r a t e d  c a s i n g ;  G, g r a v e l  p a c k  w i t h  wire-wound 
s c r e e n ;  0 ,  open-end c a s i n g ;  P, p e r f o r a t e d  o r  s l o t t e d  c a s i n g ;  S. s c r e e n ;  T. 
s a n d  p o i n t :  W ,  s t o n e  o r  b r i c k  l i n e d ;  X ,  open  h o l e .  2 .  o t h e r .  

P r i n c i p a l  a q u i f e r ( s ) :  Wate r -bea r ing  f o r m a t i o n  c o n t r i b u t i n g  w a t e r  t o  w e l l ;  Tsv. 
S i l e t z  R i v e r  V o l c a n i c s ;  Tsvk.  S i l e t z  R i v e r  V o l c a n i c s  ( K i n g s  V a l l e y  S i l t s t o n e  
Member); T t ,  Tyee F o r m a t i o n ;  Ty. Yamhil l  F o r m a t i o n ,  Ts ,  Spence r  F o r m a t i o n ;  
Tu. u n d i f f e r e n t i a t e d  T e r t i a r y  r o c k s ;  T i .  T e r t i a r y  i n t r u s i v e s ;  T c r ,  C o l u n b i a  
R ive r  B s a l t  Group: Q t .  t e r r a c e  d e p o s i t s ;  Qoal,  o l d e r  a l l u v i u m ;  Q y a l ,  younger  
a l l u v i u m .  

Water l e v e l :  Dep ths  t o  w a t e r  i n  f e e t  and d e c i m a l  f r a c t i o n s  were  m e a s u r e d ;  t h o s e  
w i t h o u t  d e c i m a l  f r a c t i o n s  were  r e p o r t e d  by  d r i l l e r  o r  owner .  P l u s  s i g n  b e f o r e  
w a t e r  l e v e l  i n d i c a t e s  h e i g h t  above  l a n d  s u r f a c e .  F ,  i n d i c a t e s  f l o w i n g  w e l l  
where  no method o f  m e a s u r i n g  w a t e r  l e v e l  was a v a i l a b l e .  

S p e c i f i c  c o n d u c t a n c e :  F i e l d  measu remen t  by U.S. G e o l o g i c a l  S u r v e y  
p e r s o n n e l ,  g e n e r a l l y  made on  same d a t e  a s  w a t e r - l e v e l  measu remen t ,  

and r e p o r t e d  i n  micro!nhos p a r  c e n t i m e t e r  a t  2 5  d e g r e e s  c e l s i u s .  
Type o f  l i f t :  B. b u c k e t ;  C, c e n k r i f u g a l  pump; J .  j e t  pump; P. p i s t o n  

pump; R .  r o t a r y  p m p ;  S ,  s u b m e r g i b l e  pump; T. t u r b i n e  pump; 
U ,  unknown. 

D i s c h a r g e :  Y i e l d .  i n  g a l l o n s  p e r  m i n u t e ,  d u r i n g  p r o d u c t i o n  w e l l  t e s t  

S p e c i f i c  c a p a c i t y :  Pumping r a t e  d i v i d e d  b y  t h e  drawddown d e t e r m i n e d  
d u r i n g  p r o d u c t i o n  tes t  o f  w e l l .  Va lues  rounded .  Where z e r o  
d r a w d o m  is  r e p o r t e d .  v a l u e  o f  1  f o o t  o f  drawdown i s  a r b i t r a r i l y  
a s s u n e d  . 

Pumping p e r i o d :  Repor t ed  l e n g t h  o f  p r o d u c t i o n  tes t ,  i n  h o u r s .  
Use o f  w a t e r :  F i r s t  l e t t e r  is p r i m a r y  u s e ,  s econd  is  s e c o n d a r y  u s e ,  

and t h i r d  is  t h e  t e r t i a r y  u s e  o f  t h e  w a t 2 r  from t h e  w e l l .  
C ,  commerc ia l ;  F ,  f i r e ;  H, d o m e s t i c ;  I ,  i r r i g a t i o n ;  N ,  i n d u s t r i a l ;  
P, p u b l i c  s u p p l y ;  R, r e c r e a t i o n ;  S ,  s t o c k ;  T, i n s t i t u t i o n ;  
U .  unused .  

METHOD 

T. 7  S..  R .  4 W .  

LOCAL 
NUMBER 

YEAR 

Tu 
Tu 
Tu 
Tu 
Tu 
Tu 
Ts 
Tu 
Tu 
@a1  
Qoal 
Tu 
Tu 
Q o a l  

OWNER 

COVILLE. MERTON 
ELLIS, VERTA W 
LEPPIN, ARTHUR J 
LOWERY. JERRY 
ROATWRIGHT. MARTIN G j 1973  
ARMS, R W C 1 1 9 6 5  
FAST, H A R R Y  T A ' 1 9 6 5  

ALTI- 
CONST- 
RUCTED 

1969 
1970 
1975 
1966 
1963  
1960 
1966 

BICE, HOLLIS I C 

DEPTH 
OF 

MYERS. VIRGIL 
KENNEDY. DAVID 
WHITEl4AN, EDDIE 
SAVAGE, BEN 
BEYERS, LYLE E 
FARM SUPPLY. RICKREALL 

COM- 
PLETED 

A 
C 
C 
c 
C 
C 

DIAMETER 
OF 

TUDE 

DEPTH TO 
FIRST 

WELL 

WATER LEVEL 

(FEET) 
WELL 

SPECIFIC 
COIIDUCT- 

(FEET) (INCHES) 
OPENING 

(FEET) 

TYPE 
FINISH 

DIS- SPECIFIC 

(FEET) 
CASED 

PUMPING 

DATUM 

USE 
FER 

OF WATER 
BELOW 

LIFT 
DATE 

(GPM) 
ANCE 

(GPWFT) 
OF 

(HOUHS) lWATER 
CHARGE CAPACI'TY PERIOD / OF 



T a b l e  7 . - - R e c o r d s  o f  s e l e c t e d  w e l l s  i n  t h e  D a l l a s - M o n m o u t h  a r e a - - C o n t i n u e d  

3 3 A A B  B E Y E R S ,  L Y L E  E  A 
33ADD S T E E L E .  RAYMOND E  C  
3 4 B B D  FREEBORN.  CLYDE C  
3 4 C C C 1  VANDEROFF.  DAVID C  
3 4 C C C 2  VANDEROFF,  DAVID C  
3 4 C C D 1  'WEDEL.  PAUL C  
3 4 D D C  WATER A S S N .  R I C K R E A L L  C  
3 5 A B B  ' M U E L L E R ,  THOMAS C  
3 5 B A C  , M U E L L E R .  MRS EDWARD E C  
3 5 C B B  BROWN, WALTER H  C  
3 5 C B C  WATER A S S N ,  RICKREALL C  
3 5 D B D  BROWN. W H C  

W 3 6 B D D  I K E N N E D Y .  DAVID C  
a 

O 2 B A C  i B E Y E R L E .  GEORGE 
0 6 B D D  SEXTON.  DARREL G  
0 7 C A B  JOHNSON.  J U D Y  
0 8 B C C  I H E V N E R ,  CLARENCE G 
0 8 D D D  ! WYNIA. C L I F F O R D  
0 9 B C C  ' H O E K S T R E .  HENRY 
0 9 C C B  WYNIA. C L I F F O R D  
1 0 C A C 2  H A R R I S .  VERN 
l O C B D  S I M P S O N ,  W I L L I A M  A  
1 3 A C A  -- 
1 5 A A C 1  S C H E L L E N B E R G ,  DON A  
1 5 D C C  W I E B E .  HARRY B  
1 6 C D D  K O L S K I ,  JOHN 
1 6 D C C  DALKE,  GERALD L  
1 6 D D B  S I M P S O N ,  R O S S  A  
1 7 B C D  I A I M E ,  GEORGE 
1 7 C D D  ' S I E R O S L A W S K I  , ED 
1 8 A B B  F R E S H .  LARRY 
l 8 A D A  ' I I I L L E R .  ROBERT L  

S T U L L .  W T  
1 9 A C A  UN-RUH. EDWARD 18ADB 1 

7 S.. R. 5 W. 

DIAMETER 
OF 

WELL 
( I N C H E S )  

Q o a l  
28 ' ~ o a l  
1 9  T s  
60 I T u  
32 ( T s  
50 lPoal  
32 Coal 
4 6   IT^ 
4 0  ; @ a 1  

Q y a l  

DEPTH TO 
F I R S T  

O P E N I N G  
( F E E T )  

METHOD 
LOCAL OWNER CONST- 

Q o a l  
5 
T s v  
5 
T Y  
5 
T Y  
T s  
T s  
Tu 
T s  
Q t  
T Y  
Ty 
T Y  
T s v  
T Y  
T s v  
T s v  
T s v  
TY 

YEAR 
COM- 

A L T I -  
TUDE F I N I S H  

RUCTED 1 DEPTH 
O F  

WELL 

WATER LEVEL SPECIFIC 
CONDUCT- 

ANCE 
O F  WATER 

F E E T  
BELOW 
DATUM 

DEPTH 
C A S E D  
..- ( F E E T )  PLETED>EEE_T) - 

DATE 
T Y P E  

OF 
L I F T  

AQUI-  
F E R  

( F E E T )  

D I S -  
CHARGE 
( G P M )  

S P E C I F I C  
C A P A C I T Y  
( G P W F T )  

PUMPING 
P E R I O D  
( H O U R S )  

U S E  
OF 

UATER 



Table 7.--Records of  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmouth area--Continued 

T. 7 S . ,  R .  5 W.-Continued 

DUNMIRE. ERNEST 
SEYMOUR, LYLE 

DICKERSON, PAUL 
TRAINOR. WILLIAM 
DICKERSON. PAUL E 
VOGEL. LEE 
D U N N .  ALLEN A 
FLEMING, H B 
LARSEN, RUSSELL L 
LESTER, LARRY T 
RUGGLES. CLARK 
BITIKOFER. MERLE 
FREISEN, ALTON W 
KROEKER, MARTIN 

: REEVES, JERRY 
ANDERSON, WILBUR D 
SHARP. T M 

-- 

LOCAL 
NUMBER - 

26 X 
3 1 X 

X 27 
X 8 0 
X l 9  
x 21 

35 P 
X 27 
P 23 
F 2 2 

113 X 
3 3 F 
20 X 
4 0 X 
25 F 

P 48 
F 3 4 

6 3 x 

7 S.. R. 6 W. 

METHOD 
CONST- 
RUCTED 

OWNER 

90 2 1 X 
272 X 

45 6 X 
4 02 " E X 

98 1 6 X 
X 
X 

21 P 
2 1 X 

6 X 
6 2 3 
6 28 P 

82 6 40 X 
116 6 3 1 X 
27 1 6 54 X 

6 59 X 

T. 8 S . ,  R .  4 W .  

04CDD 
12AAD 
12CCD 
1 3AAC 
13ABD1 
13ABD2 
13CCCl 
I ~ ~ B C  
14DDC 
24BDC 
24CAC 
24CDC 
25ACA 
36CCA 
36CCD 
36DBD 

Tsv 
TY 
Tsv 
Tsv 
Tsv 
Tsv 
TY 
Tsv 
Tsv 
Ty 
Ty 
Tsv 
TY 
Tsv 
Tsv 
Tsv 

YEAR 
COM- 

PLETED 

BUREAUOF, LANDMCMT. 
WOqDRUM, WILLIAM A 
DHABOLT, J C 
RELTZ, D A V I D  A 
K I N G .  LEROY L 
JONES. C P 
BRIGGS, H A R R Y  6 
MERRYMAN, LARRY E 
WILSON, N O R M A N  
TERRY. HOWARD 
WYSCAVER , ELDDN 
JOHNSON, F M 
HUDSON, ROBERT 
HAYES, ROBERT C 
PARSONS. TOM 
SPENGLER. MICHAEL 

ALTI- 
TUDE 
( FEET) 

DEPTH TO 
FIRST 

OPENING 
(FEET) 

FINISH 

DEPTH DIAMETER 
OF OF 

WELL 
(FEET) 

33 
35 

7 FRANK C 
O2CAC1 VILLA FARM, GREEN 1 C 

DEPTH 
CASED 
(FEET) 

WELL 
( INCHES) 

-. 

45 
53  

12 
12 

1961 
1975 

AQUI- 
FER 

144 
150 

F i 45 
P 1 52 

20.10 
24.00 

Qyal 
Qyal  

WATER LEVEL 
FEET 
BELOW 
DATUM 

09/29/7 -- 
07/31/75 -- 

SPECIFIC 
CONDUCT- 

ANCE 
OF WATER 

DATE 

7.0 -- 

DIS- 
CHARGE 
(GPM) 

TYPE 
OF 

LIFT 

T 
T 

I 
I 

640 
1700 

USE 
OF 

rlATER 

SPECIFIC 
CAPACITY 
(GPWFT) 

58.2 
170.0 

PUMPING 
PERIOD 
(HOURS) 



Table 7.-Records o f  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monrnouth area--Continued 

LOCAL OWNER 
NUMBER 

02CAC2 
02CDA 
03AAC1 
03ABD1 
03ABD2 
O4ACA 
O4BCC 
04CCC 
04CDD 
O4DAB 
04 DAC 
94DBA 
OhRAC 
06BBD 
06CACl 
DSCAC2 
07ABA 
07CCA 
OSBBC 
09AAAl 
09AAA2 
09AAB1 
09AAB2 
09AAC 
09ACD1 
O9ACD2 
09CDB 
09CDC 
09CDD 
15BBB 
15BCC 
16ADC 
18ACD 
18DBA 
18DBD 
l9BDB 
20BDD 
2OCDD 
21ACA 
21BDC 
2 1 DBA 

VILLA FARM, G R E E N  
KZNIJEDY. DAVID 
YULLER, THEODORE C 
VEJLLER, T 
HULLER, LEO 

,KNAUPP, DAVID 
9ALKE. B R U C E  
RAIBLEY. LEE 
PETERSOV, LOUIS 

;PETERSON. JOHN 
'WATTENBERGER, DEAN 
,PETERSON, GROVE 
BOYER. WRLTER 
KESTFR, W C 1 HERRERA. KATHERINE 
COPPENSTEIN. CHRIS 
YANS3U. D M 
OAKES, R O D  
ROGERS JR, JOE 
DUNCAN, W C 
BISBEE, DONALD G 
EDMONDS, E A R L  , KNAUPP. DAVID 
GEISBRECHT, E D W A R D  
H A R D M A N .  GLEN 
EDIGER, DONALD 
ROGZRS. H U G H  
ROGERS. HUGH 
ALDERSON, WILLIAM 
VILLA FARM, G R E E N  
VILLA FARM. G R E E N  
VILLA FARM, G R E E N  
ROBERTS, HERBERT 
ROBERTS, HERBERT 
LEBECK, TED 
REYNOLDS, L O R E N  A 
RENNINGER, E A R L  A 

1 MELANDY. PATRICK 
VILLA FARM. G R E E N  
CASCADE. BOISE 
POWER, PACIFIC 

MFTHOD 
CONST- I RUCTE? 

T. 8 S. .  R .  4  W.--Continued 

Qyal  24.00 09 /23 /75  
Qya l  20.00 04/20/59 
Qoal 20.00 06/14/68 
Qoal 26.00 04/14/62 
Qoal 30.00 10/04/75 
Qoa l  22.00 08/02/63 
Coal 11.00 06/25/73 
Qoa l  I 20.00 10/12/66 
Cpal 12.06 09/29/76 
Qoa l  24.00 09/18/75 
Ts 25.64 09/30/76 
Qoal 1 18.00 08/23/71 
Ts . 12.00 10/19/59 
Ts 15.71 10/06/76 
Ts / 18.30 10/06/75 
Q o a l  ; 14.00 07/01/69 

5.00 07/05/72 
38.00 08/27/73 

Qoal 25.34 09/30/76 
Qaal l 2 2 . 0 0  13/22/69 
Ts 1 2 8 . 0 0 0 7 / 3 1 / 7 3  

23.25 08/13/70 
23.00 08/15/70 

Qoa l  24.00 03/04/63 
Qoal 23.90 09/30/76 
Qya l  14.00 09/14/69 
Qyal  1 6 . 6 7 1 0 / 1 3 / 7 6  
Qya l  15.58 10/13/76 
Qoal 8.00 02/04/72 
Qoa l  14.58 10/06/76 
Qoal 13.30 11/09/76 
Qoa l  15.95 10/15/76 
Coal 10.00 08/21/74 
Qoa l  10.94 10/15/76 
Qya l  18.65 10/07/76 
Q o a l  27.00 07/03/59 
Qyal  18.00 07/14/57 

DEPTH 

-- 

D E P T H  TO 
FIRST 

OPENING 
(FEET) 

D I A M E T E R  
OF 

WELL 
(INCHES) 

FINISH 
DEPTH 
CASED 
(FEET) 

A Q U I -  
FER 

 SPECIFIC^ W A T E R  L E V E L  
FEET 
BELOW 
DATUM 

DATE 



Table 7.-Records o f  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmouth area--Continued 

DEPTH DIAMETER DEPTH TO m o : : : : : G  
NUMBER RUCTED PLETED (FEET) (FEET) ( INCHES) ( FEET) 

-. ~ - 

22AAA SETtiIKER. FRANK 
22ABD SETNIKER, FRANK 
22BAB SETNIKER. FRANK 
22CCA HUYCK.  W D 
23CDC WILLIAMS. MACK 
27CBA BREVIAN. DAVID 
27DCD SCHINDLER. TED 
28AAB HUYCK. W. K 
28ABC CONCRETE & GRAVEL, 
28ACB LIGHT. PAC. PWR. & 
28ADD H U Y C K .  W C 
28CDB MONMOUTH. CITY OF 
28CDC1 MONMOUTH, CITY OF 
28CDC2 MONMOUTH, CITY OF 
28CDCj MONMOUTH. CITY OF 
29AAC BISHOP. JOHN 12 10 F ' 
29BM: DUGGER. J.LYELL 
29CAA HUMPHREY. CHARLES R 
29CCA CURRIE. JEROME 
30AAD GORNICK. P A 
30ADA CRABB. LLOYD 

C 1975 187 63 6 22 F 
C 7973 191 80 8 22 F 
c 1957 190 55 6 F 
A 1956 200 122 8 9 2 
c 1959 203 132 12 4 0 P 
c 1964 193 57 6 4 7 P 
C 1976 1 8 5 1 0 0  4 40 F 
c 1970 175 60 12 2a F 
C 1969 182 70 6 50 P 
C 1972 171 49 8 -- 0 
C 1961 148 24 12 15 P 

i C 1956 155 36 12 
C 1960 161 28 12 18 P 
C 1966 157 110 8 2 0 F 
C 1965 162 40 10 22 P 

T. 8 S . ,  R .  5 W .  

-- 

61 Qoal 41.60 10/14/76 
42 Qoal 15.2810/14/76 
63 Cpal 13.91 10/13/76 
47 Qoal 16.49 10/13/76 
40 Ts 12.00 10/14/75 
43 Qoal 16.9810:13/76 
40 m a 1  19 .7510/13/76/  

122 , 30.32 10/08/761 
72 TS 94.62 10/08/76 
57 Qoal 11.80 10/08/76 

100 Ts 12.62 10/08/76 
60 Qoal 35.00 10/15/70 
70 Qoal 34.20 19/07/70 
49 Qyal  30.60 10/07/76 
26 Qyal 11.55 10/05/76 
36 Qyal  19.13 10/05/76 
28 Qyal 17.33 10/06/76 
33 Qyal  17.47 10/06/74 
32 Qyal 20.00 05/19/65 

T. 8 S . ,  R .  4 W.--Continued 

FINISH-CASED 

OlCCDl 

AQUI- 
FER 

DEPTH 

( FEET) 
- 

OlCCD2 WARKENTIN. H E N R Y  C 1973 223 64 8 5 4 P 1 60 IQoal 1 8.46/08/10/1: 
WARKENTIN. H E N R Y  C 

TYPE 
OF 

LIFT 

~PECIFIC 
ONDUCT- 

ANCE 
3F WATER 

WATER LEVEL 
FEET- 

,LOM - 
DATUM 

DIS- 
CHARGE 
(GPM) 

DATE 

1970 5 1 223 P 55  Qoal 8.02'08/10/7 

USE 
OF 

WATER 

PECIFIC 
EAPACITY 
(SPM/FT) 

PUMPING 
PERIOD 
(HOURS) 

55 6 



LOCAL 
NUMBER 

OWNER 
METHOD 
CONST- 
RUCTED 

02DCD 
04CAC 
05DDC 
06CDC 
07888 
07BCD 
O8BBC 
09DCB 
1 1 ABD 
11ACD 
12DCC 
1 3ADC 
1 3ADD 
14AAC2 
15ADB 
15CCB 
16ACC 
l8CAA 

CI 2 1 DCA 
0 21DCB 

22BDB 
23BDC 
24ADB 
26ACA 
28BCB1 
28BCC 
29CAD 
30CDB 
32BBC 
33AAD 

CLENDENIN, CHET V 
ALBRECHT, HAROLD 
FORSBERG, NORMAN 
DICKEY, JAMES 
OLLIFF, PAUL 0 
HANSEN, TOM 
PATZLAFF, IRVIN H 
BRANDT. VICTOR J 
CLENDENIN, CHET V 
NALL, FRANK 
HASSLER, EARL 
CASTLE, FLOYD J 
CRASSER. S 
HILL. WALLACE D 
SEVIER. ROBERT D 
ELLIS, DEAN 
GORMAN, KENNETH G 
SCRUGGS 
FALK. ALTON 
HUXFORD. G A R Y  
ROSS, N O R M A N  
ZIMMERDAHL, RONALD R 
BROWN, H A R R Y  A 
KIRSHNER, ROGER P 
MARSTELLAR, DAVID 
OGDEN. R A Y  
TURAN, CAROLINE 
KELLUM, FRANK 
W A R D ,  HAL K 
KEGGIN, BILL 
FISCHER. JEROME C 
ELVIN. R E 

0 1 BCD 
02ADD 
02CBB 
1 1CCA 
12AAB 
14BCC 
15AAD 

KENYON. R.  V 
DUESTERHOEFT. H 
BAILEY, WAYNE 
PARKER. ED 
WILLIAMS, FRED F 
MORGAN, GEORGE J 
PROCTOR, H A 

T. 9 S . .  A.  5 W.-Continued 

Table 7.-Records of  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmouth area--Continued 

Ts 
Ts 
Ty 
Ty 
5 
Ty 
TY 
Ts 
Ts 
Ts 
peal 
Qoal 
Qoal 
Qoal 
Ts 
Ts 
Ts 
TY 
Ts 
Ts 
Ts 
Ts 
Ts 
Qoal 
Ts 
Ts 
TY 
TY 
5 
Ts 
Ts 
Ts 

PUMPINC 
PERIOD 
(HOURS) 

iw 3 8 

USE 
OF 

dATER 

SPECIFIC 
CONDUCT- 

ANCE 
OF dATER 

X 
X 
X 
X 
P 
P 
P 
0 
- 
P 
P 
X 
X 
X 

I " ,  
X 
X 
X 
P 
X 
X 
X 
X 
X 
X 
P 
X 

G 
6 
6 
6 
6 
6 
6 
6 
8 
8 
8 
6 
6 
6 
6 
4 
G 
6 
6 
6 
6 
6 
6 
6 
6 
5 
6 
6 

Ty 
TY 
Tsv 
5 
TY 
TY 
TY 

DEPTH TO 
FIRST 

OPENING 
(FEET) 

DIAMETER 
OF 

WELL 
( INCHES) 

YEAR 
COM- 

PLETED 

T. 8 S.. R. 6 W.  

4 0 
5 2 
4 0 
7 8 
4 0 
5 8 
39 
58 
-- 
42 
57 
46 
33 
20 

120 " 
20 
7 0 

47 73 
25 
40 

l 9  18 
28 
3 9 

104 
23 

TYPE 
OF 

LIFT 

103.55 
25.93 

231.90 
52.05 
63.27 
4 1.3 1 
86.65 

ALTI- 
TUDE 
( FEET) 

07/27/76 
07/27/76 
07/27/76 
07/28/76 
07/28/76 
07/28/76 
0712817 I 

DIS- 
CHARGE 
(SPM) 

FINISH 

DEPTH 
OF 

WELL 
( FEET) 

SPECIFIC 
CAPACITY 
(CPWFT) 

AQUI- 
FER 

DEPTH 
CASED 
(FEET) 

WATER LEVEL 
FEET 
BELOW 
DATUM 

DATE 
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1 4 A C C  HULTMAN. C E C I L  
1 4 D B B  HULTMAN. C E C I L  
15ABA YOUNG, PAUL D 
1 6 D C D  SCHOLZE.  RAYMOND 
1 8 A A B  WHITNEY. B E S S  
1 9 C C C  HASEN. JACK E 
2 1 A D C  KALSBEEK, ARTHUR 
2 l D B A  S E E D  CO, DESERT 
2 2 C D 3  PRATHER, LELAND 
2 3 A B B  WELLS. PERRY A 
2 3 B B C  GODFREY. RAYMOND E 
2 7 A C C  OLSEN.  H G 

I 

28DBA S E E D  C O ,  DESERT 
3 0 B B A  I S N A I R ,  TOM 
30888 M E R R I L L ,  WESLEY 
3 1 D B B  I JOHNSTON,  VERN 
32DBC ~ W I E N E Z ,  NORMAN 

C 
N 

T a b l e  7 . - R e c o r d s  of s e l e c t e d  w e l l s  i n  t h e  D a l l a s - M o n r n o u t h  a r e a - - C o n t i n u e d  

0 2 A B D  
0 5 C B D  
0 7 C B D  
0 8 C A B  
1 OCBB 
1 l A B D  
l 2 A A D  
1 2 C B C  
1 2 D A D  
1 2 D D D  
1 6 A B C  
1 7 B C B  
1 8 D B B  
1 9ADC 
2 1 BDA 
2 3 DAB 
2 9 A B A  
30ADC 
3 0 C C A  

BOWMAN, CHARLES S 
S I M S ,  HOt4ER M 
KUTZER,  TED C 
RATZLAFF,  VERNON 
W I L L I A R D ,  D3W D 
B O R L I N .  ED 
THOMAS. WILLARD 
JOHNSON,  WARREN 
H E S I S C A .  ANTYONY 
PORTER. ROBERT L 
K I N G .  JOHN J 
HIEBENTHAL.  B E 

'MCGUIRE. WILLIAM S 
W I L L I A M S ,  IVAN A 
AVER. J W 
HANSEN. BEN 
BURCHAM. CLYDE A 
P E H N I E .  DALE 
MCKEHNIE, DONALD F 

T .  9 S.. R. 4 W . - C o n t i n u e d  

USE 
O F  

k4ATER 
F I N I S H  

S P E C I F I C  
C A P A C I T Y  
( G P W F T )  

I 
I LOCAL I OWNER 

NUMBER 

1 ;  2 0 1 1  
7 6 
2 1  
2 5  

T. 9 S . ,  R. 5 W .  

PUMPING 
P E R I O D  
(HOURS)  

A L T I -  
T'JDE 
( F E E T )  

2 7  

23 42 
57 
72 
44 
65 

, 37 

i : :  
1 57 

I T s  
T s  
T s  

T s  
1 Q o a l  

Q o a l  
T s  
T s  
Q o a l  
@ a 1  
T s  
@ a 1  
T s  

DEPTH 
CASED 
( F E E T )  

METHOD 
CONST- 
RUCTED 

P 
P  
P  
F 
F 
X 
F 
X 
P 
P 

DEPTH 
OF 

WELL 
( F E E T )  

YEAR 
COM- 

P L E T E D  

AQUI-  
F E R  

DIAMETER 
OF 

WELL 
( I N C H E S )  

DEPTH T O  
F I R S T  

O P E N I N G  
( F E E T )  

WATER L E V E L  
F E E T  
BELOW 
DATUM 

D I S -  
CHARGE 
(GPM) 

S P E C I F I C  
CONDUCT- 

ANCE 
OF NATER 

DATE 
T Y P E  

O F  
L I F T  



Table 7.-Records o f  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmouth area--Continued 

METHOD 

T. 9 S . .  R .  5 W.--Continued 

LOCAL OWNER 
N U M B E R  

T. 9 S.. R .  6W 

YEAR 
CONST- 
RUCTED 

ALTI- 
DEPTH 

OF 
COM- 

PLETED 

- 
09CCB 
IODCC 
15ACB 
15CCD 
16BCAS 
21DAD 
22ABA 
22CBC 
24CBD 
27BDD 
29ADC 
jlDAA 
31DBA 
32AAA 
32DAA 
33BCC 
34BBA 
34BBB 

DIAMETER 
OF 

TYLER. JOHN 
GABRIEL.  E. B 
MCBETH. A.  DARREL 
ROSS, CHARLES R 
JAHN, ROBERT 
BROWN. ARCHIE M 
BLACK. DELMAR M 
HILL, DALE 
BROSTROM, IYJNALD E 
I4ADDUX. PAUL 
TABER. LOYD 
DYER. RALPH 
WORKS. DONALD L 
FINO, ANTHONY T 
SKIDMORE, HAROLD E 
COLBY. MASON S 
MCCORI4ACK, CLINTON R 
LINVILLE. WILLIAM W 

C 
c 
A 
A 
- 
C 
A 

i c 
C 
C 
C 
C 
c 
A 
C 
C 
C 
C 

TUDE WELL 
( FEET) ( FEET) 

T. 9 S . ,  R .  7 W .  

DEPTH TO 
FIRST 

1972 
1961 
1976 
1971 
-- 

1963 
1972 
1963 
1960 
1956 
1971 
1961 
1973 
1972 
1964 
1969 
1955 
1963 

36DDA 

DEPTH AQUI- FEET I PECIFIC PUMPIUG USE 
WELL 

(INCHES) 

1060 
370 
485 
436 
790 
295 
418 
283 
250 
322 
355 
350 
360 
338 
305 
320 
250 
285 

GALLASPY. MELVIN 

OPENING 
( FEET) 

FINISH CASED FER BELOW DATE 
(FEET) DATUM 

171 
74 

145 
149 -- 
60 

100 
55 
70 

100 
73 
75 
85 

330 
47 
70 
50 

102 

A 

6 
- 
5 
6 
- 
6 
6 
6 
6 
6 
6 
6 

, 6 
6 
8 
6 
6 
8 

1971 

3 6 -- 
-- 
62 -- 
25 
60 
3 6 
39 
50 

370 

X 
F 
0 
X - 
F 
X 
F 
F 
F 

75 

36 -- 
145 
62 
-- 
49 
60 
55 
45 
70 

32 P 38 

20 1 :  I 2 0  

6 

' Q o a l  
T t  
Tt 
Tt 
Tt 
Tt 
Tt 
Tt 

TY 
Coal 
Ty 
Tt 
Tt 
Tt 
Tt 
Tt 
TY 
Tt 

18 
42 
46 
19 
25 
20 

18 

20 

42 
32 
l 9  
2 5 
20 

29.35 
18.20 

21.98 X 
F 
X 
x 
X 

X 

800 
250 
630 

2300 

08/25/76 
03/26/76 

10 .6909/02/76  
08/25/76 

32.80 08/23/73 7 15.09 08/24/76 
205 
520 
700 
460 

SO 
240 
320 

40 -- 
700 

38.18 
33.91 -- 
11.68 
45.61 

7.39 
12.90 
41.21 

C -- 
S 
S 

08/23/76 
08/24/76 -- 
08/24/76 
08/25/73 
08/24/76 
08/27/76 
08/27/76 

20.00 
54.44 
19.57 
28.30 

20 

-- 
S 
J 
J 

J 
J 
S 
J 
-- 
J 
S 
J -- 
-- 

n 5.53 09/02/78 180 S 

03/25/641 200 
08/26/76 850 

--- 
2 . 5  
a.o 

15 
3 . 5  
4.0 

20 
9 . c 

20 

3.0 
5.0 

08/27/76 
03/26/76 

10 

H 
H,S 

H 
H 

1.0 
2.0 

0.1 
0.1 

l 5  10 
30 

1.7 
370 
480 

0.0 
-- 

9.2 
0.0 

-- 
0.8 
0.1 
1.0 

H 
u 

0.2 

' O I  10 I:: 
H 

H.S 
3.C 
5.5 

1 . 3  
0.4 
5 .0  

-- 

-- 
-- 

2.0 
1.0 

-- 
2.0 
1.0 
2.0 

0.0 1 -- 
0.0 1.0 

1 .0  
1.0 
1.0 

-- 

2.0 

- 
H 
H 
H 
H 
H 
H 
H 
t j  

1.0 
-- 

H 

U 
H 
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Table 7.-Records o f  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmouth area--Continued 

LOCAL 
NUMBER 

YEAR 
COM- 

PLETED 
OWNER 

T. 10 S. .  R.  4 W.--Continued 

OF 
WELL 

(FEET) 

ALTI- 
TUDE 
(FEET) 

METHOD 
CONST- 
RUCTED 

26ACD 
27BBB 
27CDA 
27DCB 
28DBD 
30ABA 
30BAA 
30BBA 
3OBDD 
30CDD 
30DAC 
30DBC 
j l A C A  
31BAA 
3lBAB 
31BDD 
31CCA 

.b 
u 3 1 ~ ~ :  

33BAA 
34BAD 
35ABA 
35ABB 
j5ACC 
35DDD 
36CBA 

OF 
WELL 

( INCHES) 

1956 
1973 
1973 
1974 

KENAGY, EARL D 
WEBBER, ROBERT K 
LEMONS, EUGENE 
BRENNEMAM. HARLEY 
WILCOX. P L 
SYINE, ROBERT J 
KENDRICK, L 
JANUARY. MARTIN 
PLEMMONS. MELVIN 
HILDENBRAND, JERRY 
WILD. COMM. OR. FISH & 
WILD. COMM. OR FISH L 
FOX, CHARLES 
WEIGLE, UAYNE 
FORBES 
FOX, CHARLES 
SAVAGE, DAVID 
PARKER,  JAMES 
KUTSCH. MYRON 
YETGE. CHARLES 
STEEPRO'rl. EDWARD 
D U R R .  EDWARD L 
OCHSE. HOWARD 
GERSTNER, PHILLIF L 
PANKRATZ, LOUIS 

T. 10 S . ,  R .  5 W .  

495 
410 
315 
347 

c 
C 
C 
C 
C 
A 
C 
A 
C 
A 
C 
c 
C 
C 
A 
C 
A 
A 
C 
C 
B 

I C 
C 

c 

1 
FIRST 

OPENING 
(FEET) 

FINISH 
DEPTH 
CASED 
(FEET) 

1953 
1974 
1965 
1972 
1974 
1974 
1956 
1956 
1968 
1955 
1975 
1960 
1973 
1973 
1959 
1974 
1967 
1956 
1956 
1972 
1974 

02BAC 
07BAB 
07BDA 
09ACD 
l2BBC 
l2DAA 
13ACA 
13BCC 
l3CAD 
14ACC 

95 
130 
115 
200 

263 
322 
392 
360 
342 
360 
325 
319 
289 
314 
365 
311 
324 
341 
255 
226 
302 
308 
283 
370 
322 

1958 
1969 
1974 
1968 
1959 
1970 
1970 
1974 
1954 
1968 

83 
65 

158 
130 
150 
140 
270 
175 
50 

125 

A Q U I -  
FER 

6 
6 
8 
6 

65 
100 
75 
95 

100 
460 

97 
130 
160 
109 
239 
119 
70 

125 
125 
50 
40 
60 

100 
435 
317 

0 
18 
5 2 
31 

210 
470 
620 
340 
215 
231 
280 
220 
249 
250 

6 
6 
6 
6 
6 
6 
6 
6 
6 
6 

50 
20 

MULKEY, GYLAN 
D U N C A N ,  SYDNEA A 
HOLMES 
OREGON STATE, UNIVERSITY 
KUNKEL, WILLIAM 
KELSO. R I C H A R D  
DENOMA, .JOHN 
GOETZINGER, LARRY 
BUNN, ROBERT 
ANDREWS. MELVIN 

8 
6 
6 
6 
6 
6 
5 
6 
6 
6 
6 
6 
6 
6 
6 
6 

30 
5 
6 
6 
6 

2 8 
2 1 
25 
75 
65 
87 
5 1 

102 
118 
83 
2 0 
90 
37 
20 
29 
27 
2 0 
4 6 
2 4 

186 
299 

6 
6 
6 
6 

l4BCB 
14BDC 
24ADB 
24DAD 

C 
C 
C 

C , 
C 
C 
A 
A 
C 
d 

P 
X 
X 
X 

P 
X 

L I E N .  ALLAN 
SAGER. ROBERT W A 275 135 
G R A Y ,  FLOYD 282 125 
MERRILL, MILO 

FEET 
BELOW 
DATUM 

P 
X 
X 
X 
X 
X 
P 
X 
X 
X 
X 
X 
X 
X 
X 
X 
C 
P 
P 
P 
X 

07/19/68 
06/28/72 
03/13/64 
10/23/58 

310 
100 
210 
100 

36 
48 
62 
36 

ZONDUCT- 
ANCE 

OF WATER 
DATE 

50 
18 
52 
31 

70 
20 

37 
21 
25 
75  
65 
87 
97 

102 
118 
83  
20 
90 
37 
20 
29 
18 
40 
60 
37 

435 
299 

09/27/76 
06/14/72 
10/27/69 
04/16/70 
02/12/70 
09/10/74 
07/07/64 
10/15/63 

280 
400 
420 
300 
275 

-- 
300 

-- 
-- 
S -- 
S 

56.10 
42.00 
15.00 
12.00 
72.00 
15.00 

X 
X 
X 
F 

TYPE 
OF 

LIFT 

Ts 
TS 
Ts 
TS 

Qoal  
Tt 

45 
85 

Ts 
Tsv 
Tsv 
Qt 
TSv 
TSV 
Qt 
Q t  
Tsv 
Tt 
Tsv 
Tsv 
Tt  
TSV 
Tt 
T t  
Qoal 
Qoal 
Qoal 
Ts 
Ts 

S 
-- 
-- 
-- 
C 
-- 
-- 
-- 

36 
48 
62 
36 

45.00 
85.00 
15.00 
26.00 

39 

X 
X 

DIS- 
CHARGE 
(GPM) 

9.00 
20.00 
14.00 
15.00 
+9.24 

3.00 
20.00 -- 
+0.50 
10.00 

1 . O O  
' 6.00 

12.00 -- 
20.19 

17.09 
18.15 
11.00 

179.00 
65.00 

18.00 
6.00 

0 .2  -- Tsv 
Tsv 
TSV 
Qt 

PUMPING 
PERIOD 
(HOURS) 

SPECIFIC 
CAPACITY 
(GPM/FT) 

09/25/56 
02/16/73 
04/25/73 

10/27/58 
11/08/69 

725 

20 
2 .5  

15 

12 
12 
7.0 
8.0 
5.C 

60 
10 
15 

- - 
45 
85 

50.00 
9.00 
9.00 

12.00 

USE 
OF 

WATER 

-- 
3.0 

1.0 
0.4 
0.1 
0.1 
0.0 
1.0 
0.2 
0.1 

1.0 
1.0 
2.0 
2.0 
1.0 
1 .0  
1.0 
1.0 

05/18/631 1100 
10/25/74/ 800 
03/29/65 140 

C 

H . 1  
H 
H 

' H 
H 

H , I  
H 
H 

Qoal  
Tsv 

-- 
S 
C 

-- 
190 
235 

5.0 
100 

7.5 

675 

7.00 
2.00 

I 

-- 
-- 
S 

02/07/74 140 

3.0 
4 0 
75 

S 8.0 
0.1 
1.3 
0.1 

C 
8.0 

06/28/72 210 

0 .0  
1.1 
0.8 

0.1 -- 

-- 15 

0.0 
1 . 0  
2.0 
1.0 

H .  I 

H . 1  
H . 1  
. I , S  

-- 
2.0 
1.5 

40 

0.2 

H 
H 

H . 1  
1.0 

05/08/74 3400 
0912817 1300 
06/22/56 -- 

2.0 2.0 

H,I 

-- 
04/05/68 
10/20/55 

,05/02/75 
09/08/60 

H.S 

S 
S 
-- 
-- 
-- 

1.0 

-- 
-- 
-- 

440 
150 

. 7.0 
15 
3 0 
10 

0.1 
0.0 
0.8 

-- 
0.1 

, I , S  

10/07/73 - ' -380 
10/2;;7d 660 

15.0006/22/741 245 
10/27/70 -- 
10/27/70 75 1 08/21/56 -- 
12/08/7 875 
10/29/74 -- 

-- 
-- 
-- 
-- 
-- 
-- 
S -- 
-- 
-- 
S 
-- 

2.0 
1.0 -- 

-- 
1.0  

H 
H . 1  

U 
U 

H , I  
1.4 :!-I 0.0 

22 0.9 
3 5 1  1.6 
40 

8 . d  -;.I 

-- 
2.0  
1.0 -- 
1.0 
1.0 
1.0 
1.0 -- 

-- 
1.0  
1.0 

12 
20 
20 

6 .0  
40 
20 

, I , S  
H . 1  
, I , S  
u 

H . 1  
H 

, I , S  
H 
H 
U 

, S , I  
U 

0.6 
20.0 

2.0 
0.1 
0.2 
0.1 



Table 7.--Records o f  s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmouth area--Continued 

T. 10 S., R .  6 W.  

~ U D C  ISCHELL, T H ' 6 

-- 
OlCAC 
O5ACD 
05DAD1 
05DAD2 
1 lBBAl 
12ACB 
12DBB 
l4ABD 
14CDA 
16CAC 
17ACA 
21ABA 
21ABB 
2 1 CAC 
2 1 DDA 
22ABA 
22ACB 
22ACC 1 
22BAA 
22DAC 
27BAB 
27BBD 
27BDB 
28BCC 
29ADD 
30ADD 
30DBS 
30DBC1 

PUMPING 
PERIOD 
( H O U R S )  

35 1 P 

USE 
OF 

~ A T E R  

SPECIFIC 
CONDUCT- 

ANCE 
OF WATER 

T. 10 S. .  R.  5 W.--Continuad 

0 - 5  I 48 I T S V  114.00108/05/59~ 220 1 ;-I 4:.5 : 

1 HAYES. LYNN 
BENNETT, R D 
MURPHY. R G 
HILL. G A R R Y  
ALBRIGHT, M 
MALONEY. THOMAS 
KAPLAN. H 

i BREWER, DONALD J 
MOORE. T 

, MOORE, EMORY 
MOORE. EMORY 
YOORE, EMORY 
MOORE, EMORY 
WINDGATE. R 
HUNTER. RAYMOND 
HUNTER, RAmOND 
EDDY, ISRAEL 
PRICE. EARL 
COX. JACK 
OWEN. JOSEPH 
CLAY. HENRY 

SPECIFIC 
CAPACITY 
(GPMIFT) 

TYPE 
OF 

LIFT 
LOCAL 
N U M B E R  

34CAA WOLD. RONALD 6 

JILLIONS. WALTER 
KAISER, HENRY R r - 
HALL, TOT0 
HALL, TOT0 
RAPPAPORT, D 
KOCHIS. FRANK 
W E D M A N .  DR. E. E 

Tsvk 1 6.00 108/05/70 
Tsv 3.00 06/16/71 
Tsvk 38.00 12/20/62 
Tt t 1 . 0 0  05/16/74 
Tsvk +41.60 05/23/60 
Tsvk 10.50 08/25/76 
Tsvk 15.50 08/09/65 
Tsvk 24.00 09/09/74 
TsvK 50.00 05/13/75 
Tsvk 36.00 04/28/73 
Tsvk 34.20 05/13/75 
Tsvk 40.00 03/09/67 
Tsvk 3 .3005/13/75  
Tsvk 14.00 05/21/65 
Tsvk 13 .5008/10/75  
Tsvk 50 .0010/11/7  J 
Tsvk 5.00 01/20/57 
Tsvk 2 .0010/31/61  
Tt 20.00 05/09/75 
Qoal  15.70 05/08/75 
Tt -- -- 

DIS- 
CHARGE 
(SPM) 

A 
C 
A 
A 
A 
C 
A 

Y E A R  
COM- 

PLETED 
OWNER 

- - 2.0 . S , I  28 1 X 

METHOD 
CONST- 
RUCTED 

, I , S  
H 
H 

63.00 
21.00 
20.00 

A 
A 

0 . 1 '  1.0 

28 Tsv 18.0012/13/74 440 

DEPTH TO 
FIRST 

OPENING 
( FEET) 

0.2 
0.0 

A Q U I -  
FER 

DIAMETER 
OF 

WELL 
( INCHES) 

ALTI- 
TUDE 
(FEET) 

5.00 
10.00 
18.00 
20.00 

3.00 
5.00 

05/05/70 
09/21/70 
05/26/76 

A 1972 I I 

1970 
1970 

32 
1 26 1.0 

4.0 

DEPTH 
OF 

WELL 
( FEET) 

FINISH 

32 
26 
23  A 1972 

X 
X 
X 

DEPTH 
CASED 
(FEET) 

WATER LEVEL 

06/30/72 
06/14/71 
09/23/64 
09/26/70 
07/02/73 
10/11/72 

195 
250 
260 

Tsv 
TSV 
TSV 

6 i 2 1 ::: 1 6 34ACD ISCHELL. T H 1972 375 294 6 

380 
510 
420 

340 
475 

144 
23 

FEET 
BELOW 
DATUM 

X 20 TSV 
38 Tsv 

19 X 19 TSV 
64 
20 

145 
475 

0 

DATE 

200 
240 
260 

1250 
-- 
-- 

-- 
-- 
-- 

TSV 145 
100 
60 

250 
80 

S 17 0.3 1.0 H 
-- 10 H 
-- 1.0 -1,s 
-- 1.5 H 
C 12 1.0 H 

8 . 3  
12 
3.c 

6 
6 
6 

6 
6 

405 6 



Table 7.-Records of s e l e c t e d  w e l l s  i n  t h e  Dallas-Monmcuth area--Continued 

T. 10 S.. R. 6 W.--Continued 

T. 10 S . ,  R .  7 W .  

LOCAL 
NUMBER 

.FINISH OWNER 
DEPTH 

( FEET) 
CASED 

AQUI- 
FER 

METHOD 

RUCTED 
CONST- 

30DBC2 
30DCA1 
30DDB 
33BAB 

ALTI- 

(FEET) 
TUDE 

YEAR 

PLETED 
COM- 

A 
A 
A 
C 

395 
375 
370 
495 

CLAY. HENRY 
JOHNSON, JAMES H 
JOHNSON, JAMES 
COSGROVE. CHARLES 

6 
6 
6 
6 

1972 
1973 
1973 
1955 

165 
245 
180 
74 

'PECIFIC 

X 
X 
X 

8 
6 
8 

12DCC 
13ABC 
13ACD 

DEPTH TO 
FIRST 

( FEET) 
OPENING 

TYPE 
OF 

LIFT 

DEPTH 
OF 

( FEET) 
WELL 

FEET 

63 
30 
55 
28 

C 
C 
C 

20 
;10 
18 

26 .0008/18/66  
10/09/73 
02/20/65 

COOPER. JAMES D 
DICKASON, GEORGE 
JENCO, JOHN 

r~~~~~~~~ 

OF 

( INCHES) 
WELL 

CONDUCT- DIS- 
CHARGE 
(CPM) 

X 
X 
X 
X 

25.00 
10.00 

1966 
1973 
1965 

20 
20 
18 

1500 
750 
230 

LEV=--f- 

T t  
Tt  
n 

BELOd 
DATUM 

6 3  
30 
55 
28 

390 
385 
380 a 

S ' S 
C 

USE 
OF 

WATER 

SPECIFIC 
CAPACITY 
(GPM/FT) 

DATE ANCE 
F WATER 

88 
130 
40 

PUMPING 
PERIOD 
(HOURS) 

Tt  
Tt 
Tt 
T S V ~  

12 
l.C 
7 . 7 '  

33.40 
60.00 
44.00 
18.00 

0.2 
0.0 -- 

1.0 
2.0 
1.0 

05/08/75 
07/11/73 
05/05/73 
10/12/55 

I 
H 
H 

-- 
S 
-- -- 

-- 
-- 
-- 
-- 

1.0 
1.5 
5.C 
7.C 

U 
U 
U 
H 

0.0 
0.0 
0.0 
0.1 

1 .0  
1.0 
1.0 -- 



Table 8.--Drillers ' logs of selected wells 

Thick- Thick - 
Materials ness Depth Materials ness Depth 

(feet) (feet) (feet) (feet) 

7S/4W-5daa. V. W. Ellis. Altitude 468 ft. Drilled by R. 
Stadeli & Sons, 1967. Casing: 6-in diam to 37 ft; unper- 
forsted. Well backfilled to 248 ft because of occurrence of 
saltwater 

7S/4W-32aab. Roth Garfield. Altitude 200 ft. Drilled by 
Robinson Eola Drilling, 1973. Casing: 8-in diam to 19 ft; 
unperforated 

7Sl4W-33add. R. E. Steele. Altitude 171 ft. Drilled by Todd' 
Drilling Service, 1975. Casing: 6-in diam to 32 ft; 
unperforated 

Soil------------------------------------------ 3 3 
Silt, brown---------------.--.---------------- 7 10 
clay, brown----------------------------------- 8 18 
Clay, blue, ~~ft------------------------------ 7 2 5 
claystone, blue------------------------------- 50 7 5 
Claystone, brown and blue--------------------- 25 100 

7S/5W-26cdc. L. T. Lester. Altitude 265 ft. 
Robinson Eola Drilling, 1974. Casing: 6-in 
unperforated 

Soil------------------------------------------ 
Clay and gravel------------------------------- 
Gravel and sand, cemented--------------------- 
Clay, blue------------------------------------ 
Sand, blue-----------.------------------------ 
Sand and gravel------------------------------- 
Clay, blue sandy----------------------------- 
Sand, blue------------------------------------ 
Clay, blue, sticky-----------------.--.--.---- 
Gravel and sand, blue-----------------.------- 

Drilled by 
diam to 118 it: 

7S/6W-36ccd. Tom Parsons. Altitude 680 Et. Drilled 
Sneed & Sons, 1974. Casing: 6-in diam to 54 ft; 
unperforated 

7S/4W-34ddc. Rickreall Water Assoc. Altitude 172 ft. Drilled 
by Robinson Eola Drilling, 1971. Casing: 12-in diam to 41 ft; 
unperforated. Screen installed in 1973; slot size 160 from 
40-57 ft 

7S/5W-6bdd. D. G. Sexton. Altitude 217 ft. Drilled by Robinson 
Eola Drilling, 1974. Casing: 6-in diam to 19 ft; unperforated 

8S14W-2cacl. Green Villa Farms. Altitude ,150 it. Drilled by 
Robinson Eola Drilling, 1975. Casing: 12-in diam to 52 ft; 
perforated 35-48 ft 

Clay and gravel------------------------------- 20 20 
Gravel, small- to medium-sized---------------- 9 , 29 
Sand---------.---.---------------------------- 2 3 1 
Gravel, small- to medium-sized---------------- 17 48 
Sand------------------------------------------ 1 49 
Shale, gray----------------------------------- 4 5 3 

BS/4W-9cdd. William Alderson. Altitude 167 ft. Drilled by 
Art Clinton Well Drilling Co., 1965. Casing: 8-in diam to 
44 ft; perforated 28-43 ft; gravel packed 18-44 ft 

Soil--------------------------.--.---.-------- 4 4 
clay, b=------------------------------------ 26 30 
Sand and gravel, water-bearing---------------- 13 43 
shale, blue----------------------------------- 8 51 

soil---F-------------------------------------- 2 2 8S/4W-15bcc. Green Villa Farms. Altitude 151 ft. Drilled by 
clay, brown----------------------------------- 8 10 by R. Stsdeli & Sons, Inc., 1973. Casing: 18-in diam to 21 
clay, gray------------------------------------ 10 20 ft. Screen installed; slot size 100 from 21-41 ft; gravel 
claystone gray------------------------------- 27 4 7 packed 21-41 ft 

7S/5W-15dcc. H. B. Wiebe. Altitude 290 ft. Drilled by J. A. 
Sneed & Sons, 1965. Casing: 6-in diam to 37% ft; perforated 
27-32 ft; gravel packed 27-36 ft 

Soil------------------------------------------ 3 3 
clay, yellow---------------------------------- 5 8 
conglomerate---------------------------------- 27 35 
Gravel, tight, water-bearing------------------ 2 37 
claystone, gray, firm------------------------- 28 6 5 

Soil brown----------------------------------- 3 3 
clay, brown, sandy---------------------------- 14 17 
Gravel, brown, medium-sized, water-bearing---- 19 36 
Conglomerate, brown, coarse------------------- 4 40 
shale, hard----------------------- 1 41 

8S/4W-18dbd. Ted Lebeck. Altitude 187 ft. Drilled by Art 
Clinton Well Drilling Co., 1957. Casing: 10-in diam to 
33 ft; perforated 23-33 ft; gravel packed 0-33 ft 

Loam-----.----------------.------------------- 3 3 
7S15W-25dad. R. L. Larsen. Altitude 205 ft. Drilled by Miller- Clay, yellow---------------------------------- 18 21 
Robinson Well Drilling, 1968. Casing: 6-in diam to 47 ft; G~~v~~---------------------------------------- 16 37 
perforated 22-44 ft; gravel packed 22-44 ft shale blue----------------------------------- 23 60 

Clay, brown----------------------------------- 20 20 
claystone, gray------------------------------- 26 46 8S/4W-28cdb. City of Momouth. Altitude 173 ft. Drilled by 
claystone blue------------------------------- 1 47 Art Clinton Well Drilling Co., 1968. Casing: 12-in dim 

to 66 ft; perforated 47-66 ft; gravel packed 18-66 ft 

Soil------------------------------------------ 2 2 
clay, gray------------.--------------------.-- 32 34 
Sand, coarse, and medium-sized gravel; water- 
bearing------------------------------------- 32 66 

clay, blue--.--------------------------------- 6 72 



Table 8.--Drillers1 logs of selected wells--Continued 

Thick- 
Materials ness Oepth 

(feet) (feet) 

8S14W-36cbd. John Bradtl. Altitude 157 ft. Drilled by R. C. 
Weston, 1966. Casing: 12-in diam to 33 ft; perforated 20-30 
ft; ravel packed 0-31 ft. Deepened to 110 ft (no data 
avaifable) 

Soil and sand-----------------------------.--- 2 5 2 5 
Sand and gravel----------------------.-------- 6 31 
shale, gray----------------------------------- 29 60 

8S15W-lccd2. Henry Warkentin. Altitude 223 ft. Drilled by 
Todd's Drilling Service, 1973. Casing: 8-in diem to 60 ft; 
perforated 54-59 ft 

8S/5W-15adb. R. D. Sevier. Altitude 290 ft. Drilled to 165 ft 
in 1965 by Art Clinton Well Drilling; deepened to 175 ft in 
1975. Casing: 8-in d i m  to 99 ft; perforated 57-97 ft; gravel 
packed, interval unknown 

Soil------------------------------------------ 2 2 
clay, brom-----------------------------------  26 28 
shale, blue----------------------------------- 64 9 2 
Sandstone, blue, water-bearing---------------- 4 96 
shale, blue----------------------------------- 34 130 
Sandstone, gray, water-bearing---------------- 2 132 
shale, blue----------------------------------- 3 3 165 

8S/5W-30cdb. Frank Kellum. Altitude 507 ft. Drilled by 
Robinson Eola Drilling, 1975. Casing: 6-in diam to 18 ft; 
unperforated 

8Sl6W-2cbb. Wayne Bailey. Altitude 1,160 ft. Drilled by 
Corvallis Drilling Co.. Inc., 1974. Casing: 6-in diem to 29 
f t; unperforated 

Clay, red-br--------------------------------  
Clay, red, and basalt rocks------------------- 
Basalt, broken-------------------------------- 
Basalt black hard--------------------------- 
Basalt, light-gray, hard---------------------- 
Basalt, red, soft--------.-------------------- 
Sandstone, gray------------------------------- 
Basaltic conglomerate, purple and green------- 
Basalt, blue-gray--------.-------------------- 
Basalt, black---.----------------------------- 
Basalt, gray---------------------------------- 
Sandstone, blue------------------------------- 
Basalt, gray------------.--------------------- 
Sandstone blue-gray-------------------------- 

I 

8S/6W-14bcc. G. J .  Morgan. Altitude 575 ft. Drilled by J .  H. 
Sneed & Sons, 1967. , Altitude 489 ft. Casing: 6-in diam to 40 
ft; unperforated 

Soil------------------------------------------ 1 1 
clay, yellar---------------------------------- 15 16 
claystone, blue, firm------------------------- 5 6 72 
Sandstone white hard--.-------------------.- 8 80 
Claystone, interbedded with limestone--------- 360 440 
~ i ~ ~ ~ t ~ ~ ~ ,  hard-----------------.------------- 4 9 489 

Materials 
Thick- 
ness Depth 
(feet) (feet) 

8SL6W-25cbb. Bridgeport Cormnunity Church. Altitude 302 ft. 
Drilled by Art Clinton Well Drilling Co., 1968. Casing: 
6-in diam to 50 ft; perforated 40-48 ft; gravel packed 
18-50 ft 

Soil------------------------------------------ 3 3 
clay, brown----------------------------------- 13 16 
clay, blue--------..----------.------------..- 2 2 38 
Rock. gray, water-bearing--------------------- 3 41 
shale blue----------------------------------- 25 66 

8S16W-34ada. Larry Green. Altitude 590 ft. Drilled by J .  H. 
Sneed & Sons, 1971. Casing: 6-in diam to 57 ft; 
unperforated 

9S/4W-?dca. Wigrich Farms. Altitude 159 ft. Drilled by 
Todd's Drilling Service. 1974. Casing: 12-in diam to 50 
ft; perforated 39-49 ft 

Soil------------------------------------------ 2 2 
Silt brm with clay------------------------ 16 18 
Gravel, medium- to coarse-sized--------------- 32 50 
clay, red------------------------------------- 8 58 
clay, blue------------------------------------ 2 60 

gS/4U-3ccc. C. S. Bowman. Altitude 178 Et. Drilled by R. 
Stadeli & Sons, Inc., 1957. Casing: 12-in diam to 61 ft; 
perforated 30-61 ft; gravel packed 0-30 ft 

9S/4N-7acc. G. W. Ridenour. Altitude 272 ft. Drilled by 
Todd's Drilling Service, 1970. Casing: 6-in diam to 120 
ft ; unperforated 

Soil- 
Clay. 
Clay, 
Clay, 
Clay, 
Clay, 
Clay, 
Clay. 
Sand. 

- * - - - - - - - - - - - - - - - - - - . - - - - - - - - - - - - - - - - - - - -  

yellau---------------------------------- 
whit e - - - - - - - . - - - - - - - - - - - . . . - - - - . . - - - - . . -  
red-----.----.------------------.------. 
blue----*----------------------.-------- 
brown and blue, water-bearing----------- 
blue, with wood; water-bearing---------- 
blue, sandy, water-bearing-------------- 
fine water-bearing------------.-------- 

9Sl4W-31dbb. Vern Johnston. Altitude 214 ft. Drilled by 
R .  G .  Weston, 1967. Casing: 6-in diam to 42 ft; perforated 
20-25 ft, 35-40 ft 

Soil and clay---------------------------.----. 22 2 2 
Clay, blue, and fine gravel------------------- 18 40 
Sand green soft---------------------.------- 11 5 1 

9S/5\!-2abd. C. S. Bowman. Altitude 370 ft. Drilled by 
Schoen Electric & Pump, 1969. Casing: 6-in diam to 24 
ft; unperforated 

Clay yell au--------------------...----.------ 
claystone, blue s h a l e y - - - - . - - - - - . . - - - . - . - - - - -  
claystone, blue, hard-------------.-----.----- 
Claystone, blue, sandy-----------.------------ 
Sandstone, blue, soft-----------------.------- 
Sandstone, blue hard----.-------------.------ 
Claystone blue-------------------------.----. 
Stlale, blue, hard----------------.------------ 
Claystone blue----..-------------.-----.----. 
claystone, blue, sandy-----.-----------..----. 
Claystone, blue-----------------.-.-----.----- 
claystone blue to brm--- - - - - - . . . - - - - . - - - - - .  

Claystone, blue to gray, shaley--------------- 
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