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Training Module              03-15 
   PUSH BLOWERS   
   
ALL EMPLOYEES ARE TO BE  
TRAINED PRIOR TO USING 
EQUIPMENT 
 
Purpose 
Providing clean, well-maintained facilities is an 
essential function of OPRD’s mission and part of 
the Centennial Horizon goals of world-class visitor experiences.  The use of gas-powered 
equipment, such as a push blower, helps keep landscapes, trails and campsites clean, safe and 
well maintained.  Use of a gas-powered push blower requires the ability to walk over uneven 
surfaces, use job hazard analysis to identify worksite dangers, and use equipment and materials 
safely according to OPRD and manufacturer instructions.  The purpose of operating any 
equipment in Oregon Parks is to accomplish the business of the State while protecting visitors, 
employees and volunteers. 
 
Significant Environmental Aspects 
OPRD has developed an Environmental Management System (EMS).  Information about the 
EMS and other completed training modules included in the EMS can be located on the “R” Drive 
at:  R:\Environmental Management System.  Those activities and operations that may have 
significant environmental impact have been identified and included in the EMS.  Operation of 
gas-powered equipment, such as a push blower, has the potential for significant environmental 
impact involving:  vehicle and engine use, non-hazardous waste, potentially hazardous waste, 
and air quality.  Operators of gas-powered equipment should choose the most efficient 
equipment to perform assigned tasks.   
 
I. Pre-Operation 

 
A. Read Operators Manual prior to use. 

 
B. Inspection/Service 

• Check/Fill fuel tank. 
• Check/inspect - oil, guards, tires, handle adjustments, throttle cables and 

pull ropes. 
• Lubricate fittings. 
• Pre-start blower before leaving shop. 
• Test safety features. 
• Lockout/Tag-out (LO/TO) – Use the Lockout/Tag-out Procedure Module 09-

04 for any equipment powered by hazardous energy and in need of repair or 
maintenance.   
  

II. Sustainable Operation 
 

A. Engine Use – Use job hazard analysis and project planning to minimize engine idle 
time. 
 

http://hub.prd.state.or.us/Prod/index.cfm?do=v.dsp_photoViewEdit&hub_photo_id=42466&photoType=2�
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B. Maintenance – Proper maintenance of equipment helps increase fuel efficiency 
and reduces air pollution. 

C. Chemical Use – Where possible use low-smoke oil and bio-based lubricants. 
 

D. Waste Disposal – Properly dispose of all petroleum based waste according to park 
procedures or waste management plan.   

 
III. Operation  

A. Starting 
• Starting - Switch should be in 

starting or ON position. 
• Throttle - Set the throttle at 

starting position. 
• Choke - Should be in starting 

position (pre-prime if equipped 
with a primer push bulb.) 

    
B. Personal Protective Equipment (PPE) 

• Eye Protection – Safety goggles/glass or face screen. 
• Hearing Protection – Ear plugs/muffs. 

. 
 

C. Site Assessment 
Push Blowers are capable of generating up to 150 mph wind velocity.  Completing a 
Site Hazard Assessment prior to using a blower includes: 

• People/Personal Property/Vehicles - Blow debris away from rather than 
toward. 

• Blower Angle -  Adjust blower angle to reduce airborne debris. 
• Dust - If dust is created, may want to use a particulate mask. 

 
D. Operation Includes 

• Wearing clothing appropriate for the tasks to be completed.  Wear 
shoes/boots that enclose the foot, long sleeve shirt, and no loose clothing 
that could get drawn into the blower. 

• Keep hair tied back away from blower motor.   
• Transport by vehicle or push to location. 
• Loading/unloading – Two people are required for a ramp system.  

Otherwise use a vehicle with a lift gate.   
• Secure Equipment in transit to prevent movement. 
• Fatigue - Be aware of fatigue and vibration.  Blower use is to be limited to 

not more than three (3) hours of continual use, and less if vibration and 
fatigue are evident. 

• Breaks - Take micro breaks to stretch after 30 minutes of use. 
 

IV. Post-Operation 
 
A. Clean Up, Hazard Warnings, Storage 

• Clean up work area.   
• Place hazard signs/tape to identify any park hazard for the safety of staff and 

visitors. 

http://hub.prd.state.or.us/Prod/index.cfm?do=v.dsp_photoViewEdit&hub_photo_id=34531&photoType=2�
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• Clean and inspect tools and equipment for damage or needed maintenance.  
• Red Tag any non-energized tools or equipment damaged during work 

project. 
• Complete Lockout/Tag-out process for any energized tools or equipment 

damaged during work. 
• Schedule repairs or replacement on damaged tools or equipment.   
 

V. Demonstration of Proficiency 
Anyone trained to operate a push blower is required to demonstrate proficiency prior to 
signing training ledger. 

 
 
 



Rev. 4 - 09 

Page 4 of 4

PROFICIENCY TEST 
PUSH BLOWER          03-15 
 
I. Multiple Choice 
 

1. Before starting the blower, you should: 
a) Read operators manual. 
b) Check fuel. 
c) Check oil, guards, tires, handle adjustments, throttle cable, and pull ropes. 
d) All of the above. 

 
2. When starting the push blower, you should: 

a) Set the throttle at starting position and prime the switch if it has one. 
b) Set the throttle, starter (or ON) switch and choke in the starting position. 
c) Set the throttle, starter switch in the starting ON position and choke the  
 primer 10 times. 
d) All of the above will work. 

 
3. What personal protection do you not

a) Safety goggles/glass or face shield   
 have to wear? 

b) Ear plugs or muffs 
c) Hard hat 
d) Baseball cap 
e) c) and d) 

 
4. When going to the site to use the push blower you can: 

a) Walk there, pushing it. 
b) Transport it by vehicle. 
c) Both a and b. 

 
II. True/False 
 

5. _____ You should clean and inspect for damage prior to checking the blower back  
 in. 
6. _____ When loading the blower by yourself, you don’t need to use a ramp, you can 

lift it easily. 
7. _____ When operating the blower, you should take micro breaks to stretch every 30  
  minutes. 
8. _____ The blower can generate wind velocity of up to 150 mph. 
9. _____ You should position blower where it will not blow toward people or property. 

10. _____ There is no danger of getting loose hair or clothing in the blower. 
11. _____ You should try to get rocks thrown by the blower and see who can throw 

them farthest. 
 
III. Discussion Questions 
 

1. Why is it important to point the blower away from people and property? 
2. What are some of the symptoms of a damaged blower? 

 
 
Employee Name: _____________________________ Pass ______ No Pass _____  

Date: ___________ Take this test to your supervisor or trainer for sign off. 
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