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734-082-0005 
Definitions 
As used in OAR chapter 734, division 82: 
(1) “Auxiliary axle(s)” is an axle that qualifies as a booster axle, flip axle, or lift axle.  
(2) “Boom dolly” means a separate vehicle designed to carry part of the weight of a boom.  
(3) “Booster axle(s)” means a separate vehicle bolted or pinned to another vehicle that 
redistributes weight from one or more axles to other axles and pivots from side to side at the 
connection point or has wheels that steer during turning.  
(4) “Business day” is any day Monday through Friday, except holidays as defined in section (13) 
of this rule.  
(5) “Chief Engineer” means the Chief Engineer of the Oregon Department of Transportation or a 
person designated to act for the Chief Engineer.  
(6) “Daylight hours” means one-half hour before sunrise until one-half hour after sunset.  
(7) “Dolly” means those devices attached to a frame, deck or load converting the frame to a 
trailer or semitrailer and is included in the measurement of the trailer. The dolly must bear 
weight when the permitted vehicle is laden.  
(8) “Dromedary truck-tractor” means a motor vehicle designed to carry a load on a dromedary 
box, plate or deck, not exceeding 12’06” in length inclusive of load and designed to pull a 
semitrailer.  
(9) “Equivalent Single-Axle Load” (ESAL) means the relationship between actual or requested 
weight and an 18,000 pound single-axle load as determined by the American Association of 
State Highway and Transportation Officials Road Tests reported at the Proceedings Conference 
of 1962.  
(10) “Fire apparatus” means a vehicle or combination of vehicles designed and used exclusively 
for fire suppression or rescue operations. These emergency vehicles and associated loads or 
equipment are necessary to protect the public safety and are considered non-divisible loads.  
(11) “Flip axle(s)” means an axle that is bolted or pinned to a vehicle and flips from the closed 
position on the trailer to a deployed position on the ground extending the length or hauling 
capacity of the trailer.  
(12) “Flip neck extension” means a gooseneck extension to the front of a trailer which can be 
flipped up or down, and can be used to adjust the axle weight(s) of a combination and load. 
(13) “Pinned axle(s)” means a separate vehicle pinned to another vehicle adding extra carrying 
capacity to a vehicle.  The additional axle(s) do not pivot from side to side at the connection 
point or have wheels that steer during turning.   
(14) “Expanded trailer” means a trailer or semitrailer which can be extended in length by adding 
removable deck section(s).  
(15) “Special-use trailer” means a trailer or semitrailer which is specifically designed to haul one 
type of commodity. 
 (16) “Tow-Away Trailer” means all equipment or tools mounted on wheels designed for towing 
by a motor vehicle, and which is not designed or used primarily for the transportation of persons 
or property, but is only incidentally operated or moved upon a highway.  
(17) “Stretch Trailer” means a trailer or semitrailer capable of increasing the distance from the 
kingpin or coupling device to the rearmost axle. This stretch trailer provision is accomplished by 
using a “telescoping” principle in the trailer. This does not include fixed or sliding extensions to 
either end of the trailer or semitrailer or semitrailers with removable deck sections. 
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(18) “Gross Vehicle Weight Rating” (GVWR) means the gross vehicle weight rating as defined 
in ORS 801.298.  
(19) “Holiday” for the purposes of these rules means New Years Day, Memorial Day, 
Independence Day, Labor Day, Thanksgiving Day and Christmas Day, and includes any other 
days on which the state officially observes the aforementioned holidays by the closure of State 
offices.  
(20) “Idle Reduction System” means an auxiliary power unit or other device or technology that is 
used to reduce long-duration idling by allowing the main drive engine or auxiliary refrigeration 
engine to be shut down.  
(21) “Jeep axle(s)” means a separate vehicle connected to a motor vehicle by kingpin to fifth 
wheel connection. A jeep axle(s) must bear all or part of the weight of the load of another vehicle 
and must be connected to that other vehicle either by kingpin to fifth wheel connection or a 
pintle hook.  
(22) “Lift axle” means an axle that can be raised from or lowered to the surface of the ground.  
(23) “MCTD” means the Motor Carrier Transportation Division of the Oregon Department of 
Transportation.  
(24) “Motor truck” means a motor vehicle that is primarily designed or used for carrying loads 
other than passengers.  
(25) “Non-divisible load” means:  
(a) Any load or vehicle exceeding applicable size or weight limits that, if separated into smaller 
loads or vehicles, would:  
(A) Compromise the intended use of the vehicle, i.e., make it unable to perform the function for 
which it was intended;  
(B) Destroy the value of the load or vehicle, i.e., make it unusable for its intended purpose; or  
(C) Require more than eight workhours to dismantle using appropriate equipment. The applicant 
for a non-divisible load permit has the burden of proof as to the number of workhours required to 
dismantle the load; or  
(b) The following loads or vehicles: 
(A) Emergency response vehicles, including those loaded with salt, sand, chemicals or a 
combination thereof, with or without a plow or blade attached in front, and being used for the 
purpose of spreading the material on highways that are or may become slick or icy;  
(B) Casks designed for the transport of spent nuclear materials; and  
(C) Military vehicles transporting marked military equipment or materiel.  
(26) “Passenger vehicle” or “light vehicle” means a motor vehicle, regardless of design or 
intended use.  
(27) “Permit Weight Table 1” is the table of legal weight found in ORS 818.010.  
(28) “Permit Weight Table 2” is the Extended Weight Table used for oversize loads that cannot 
be reduced in size, except as specified in OAR 734-082-0051 and 734-082-0053, and having 
authorized divisible load weights. Permit Weight Table 2 is available from MCTD as Form 735-
8111. 
(29) “Permit Weight Table 3” is a table based on two wheelbase weight formulas. The first 
formula is 1,000 times (the wheelbase in feet plus 40) for groups of axles or combinations of 
vehicles having 18 feet or less wheelbase. The second formula is 1,200 times (the wheelbase in 
feet plus 40) for groups of axles, vehicles or combinations of vehicles having more than 18 feet 
of wheelbase. Permit Weight Table 3 is available from MCTD as Form 735-8112.  
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(30) “Permit Weight Table 4” is a table based on three wheelbase weight formulas. The first 
formula is 1,200 times (the wheelbase in feet plus 40) for groups of axles or combinations of 
vehicles having nine feet five inches or less wheelbase. The second formula is 2,200 times (the 
wheelbase in feet plus 20) when wheelbase is more than nine feet five inches but is not more 
than 30 feet. The third formula is 1,600 times (the wheelbase in feet plus 40) when wheelbase is 
more than 30 feet. This table limits maximum weights to no more than 21,500 pounds per axle 
and 43,000 pounds per tandem axle. Permit Weight Table 4 is available from MCTD as Form 
735-8113.  
(31) “Permit Weight Table 5” is a table based on the same three formulas as Permit Weight 
Table 4, but describes maximum weights up to 24,000 pounds per axle and 48,000 pounds per 
tandem axle when the combination consists of a steering axle and four or more consecutive 
tandem axles. Permit Weight Table 5 is available from MCTD as Form 735-8114. 
(32) “Primary haul” means the non-divisible load transported under OAR 734-082-0053.  
(33) “Road use assessment fee” means a fee for each ESAL mile of travel as established by ORS 
818.225.  
(34) “Secondary haul” means the divisible load transported under OAR 734-082-0053.  
(35) “Self-propelled fixed load vehicle” means a vehicle with motive power designed and used 
primarily to support and move a permanent load in the form of equipment or appliances 
constructed as part of, or permanently attached to, the body of the vehicle.  
(36) “Stinger steered” is as defined in ORS 801.507.  
(37) “Transport” means to tow, haul, drive, or otherwise move a vehicle or load on the State 
highway system.  
(38) “Truck-tractor” means a motor vehicle designed and used primarily for drawing other 
vehicles and constructed so as not to carry any load other than a part of the weight of the vehicle 
or load, or both, as being drawn.  
Stat. Auth.: ORS 184.616, 184.619, 810.050, 810.060  
Stats. Implemented: ORS 818.220, 818.225  
  
734-082-0040 
Combination of Vehicles 
(1) The following vehicles or combinations of vehicles may be authorized for continuous trip 
permits over authorized routes provided the width does not exceed 14 feet, the height does not 
exceed 14 feet or, except for self-propelled fixed load vehicles limited by OAR 734-082-0039, 
14 feet 6 inches on specifically authorized routes, and the overall length does not exceed that 
stated below:  
(a) A solo vehicle must not exceed 40 feet and vehicle inclusive of load must not exceed 50 feet 
in overall length.  
(b) Truck-tractor and semitrailer combinations, which may include an auxiliary axle, must not 
exceed the length limits as shown on the reverse of Group Map 1 or Route Map 7, whichever is 
greater, and the semitrailer must not exceed 53 feet in length including the auxiliary axle. An 
auxiliary axle attached to the rear of a trailer must be included in the measurement of the trailer 
unless the combination measurement exceeds 53 feet. Group Map 1 and Route Map 7 available 
from the Over-Dimension Permit Unit, are by reference made a part of Division 82 rules.  
(c) Motor truck and trailer must not exceed 75 feet in overall length.  
(d) Truck-tractor with semitrailer and trailer combinations must not exceed the length limits 
shown on the reverse of Group Map 1 or Route Map 7, whichever is greater.  
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(e) Passenger or light vehicles towing any trailer must not exceed 70 feet in overall length.  
(f) An unladen combination of vehicles used to transport non-divisible loads may consist of the 
truck-tractor, jeep axle(s), a trailer, booster axle(s), dolly(s), steering axle(s), flip axle(s) or a flip 
neck extension, pinned axle(s) and other equipment needed to transport the non-divisible load. 
Trailer length must not exceed 62 feet. The combination must be reduced to the shortest length 
practicable; however overall length must not exceed 105 feet. Unladen movement is authorized 
with equipment needed to legally transport the non-divisible load loaded on the trailer.  
(2) When the combination of vehicles includes jeep axles, or other vehicles of a size or weight 
not authorized by section (1) of this rule, movement must be by single trip permit only.  
Stat. Auth.: ORS 184.616, 184.619, 810.060 
Stats. Implemented: ORS 818.200, 818.220 
 
734-082-0045  
Trailer Provisions 
(1) Single trip permits for trailers or semitrailers that exceed 53 feet in length for movement of 
non-divisible loads, or unladen movement, shall be granted on an individual basis. 
(2) Permits issued authorizing semitrailers or trailers to exceed 53 feet in length must be 
warranted by the size or weight of the non-divisible load and meet one or more of the following 
criteria: 
(a) The use of trailer is necessary to reduce the height of a load; or 
(b) The use of the trailer is necessary to support the load, otherwise it would be damaged by 
allowing it to overhang the trailer, or by sagging due to insufficient support; or 
(c) The use of the trailer is necessary to accommodate the weight of the load. 
(3) When not operating under the terms of a permit, the unladen semitrailer or trailer must be 
reduced to no greater than 53 feet in length, and the overall length of the combination cannot 
exceed the length limit allowed for the highway(s) traveled. 
(4) A truck-tractor semitrailer or trailer combination under this rule may only be granted permits 
for trailers over 53 feet in length for the following types of trailers: 
(a) Stretch trailers; 
(b) Expanded trailers; 
(c) Special use trailers; 
(d) Tow-away trailers; 
(e) Trailers with flip axle(s) deployed; 
(f) Trailers with a flip neck extension deployed; or 
(g) Trailers that have additional axle(s) which may be pinned, and are removable. 
(5) Requests for permits for semitrailers or trailers in a truck-tractor semitrailer or trailer 
combination that exceed 53 feet in length, which cannot be classified as a semitrailer or trailer 
under section (4) of this rule, will not be granted unless the Administrator of MCTD determines 
that the public interest requires the semitrailer or trailer for the impending movement, and the 
movement can be performed safely.    
(6) An unladen truck-tractor and semitrailer or trailer combination under this rule may be granted 
permits for trailers that exceed 53 feet in length for the following types of trailers: 
(a) Special use trailers which cannot be reduced in length; or 
(b) Expanded trailers, trailers with flip axle(s) or flip neck extension deployed, pinned (axles), or 
other components which would require special equipment in order to accommodate reducing the 
trailer length.   
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(7) Requests for permits for unladen semitrailers or trailers in a truck-tractor semitrailer or trailer 
combination that exceed 53 feet in length, which cannot be classified as a trailer under section 
(6) of this rule, will not be granted unless the Administrator of MCTD determines that the public 
interest requires the semitrailer or trailer for an impending movement, and the movement can be 
performed safely.    
(8) A combination of vehicles which consists of a truck-tractor, semitrailer or trailer as described 
in section (4), or a fixed trailer, which also includes at least one of the following vehicles may be 
granted permits for trailers over 53 feet in length:  
(a) Jeep axle(s); 
(b) Booster axle(s);  
(c) Steering axle(s) dollies 
(9) An unladen combination of vehicles as described in section (8) may be granted permits for 
trailers over 53 feet in length. The combination must be reduced to the shortest length 
practicable. 
(10) Requests for permits for trailers or semitrailers exceeding 53 feet in length for movement of 
a non-divisible load that does not warrant the size of the trailer as described in section (2), may 
be authorized on a case-by-case basis as a front haul or back haul movement. 
Stat. Auth.: ORS 184.616, 184.619, 810.050, 810.060 
Stats. Implemented: ORS 818.220, 818.225 
 
734-082-0070  
General Permit Provisions 
(1) Posted Load Limits: Notwithstanding the weights or dimensions allowed under a permit, the 
posting of any highway or structure to reduce weights or dimensions will modify the limits 
allowed under the permit.  
(2) Impaired Clearance: Full responsibility for determining adequate clearance, both vertical and 
horizontal is hereby imposed upon the permittee and the driver of equipment having a width 
and/or height in excess of the legal limit. When the vertical or horizontal clearance of any bridge 
or structure is impaired to the extent that full two-way traffic cannot be maintained, the permittee 
must provide a pilot vehicle for the purpose of preventing approaching vehicles from entering the 
bridge or structure while it is impaired by the movement covered by this permit.  
(3) Spacing Interval: Two or more vehicles required to display warning signs must maintain a 
distance of one-half mile between combinations traveling in the same direction, except when 
overtaking or passing or in areas where increased traffic congestion is encountered, where traffic 
is controlled by signals, or where other conditions may so require. All slow-moving lanes and 
turn-outs must be used to allow following traffic to pass.  
(4) Bond — Highway Damage: Permittee will be held responsible and liable for any and all 
damage to, or destruction of any highway or any highway structure occasioned by the movement 
over said highways, and hereby agrees to reimburse the Department of Transportation 
(Department) for the cost or expense of repairing or restoring any highway structure damaged, or 
destroyed; such reimbursement to be made by the permittee within ten days after being billed for 
the same by the Department. When requested to do so, permittee must furnish the State either a 
certified check or a surety bond, in any amount to be specified by the Department to guarantee 
the payment of claim for damages which may result from movement of an unusually large or 
heavy nature.  
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(5) Insurance: Permittee will also be held responsible and liable for any and all injury to persons 
or damage to property resulting from the movement on said highways, and will indemnify and 
hold harmless the State of Oregon, and Oregon Transportation Commission, its members, 
officers, and employees, jointly and severally, from liability in the event that such injury or 
damage may occur. In this connection, the granting authority may require the permittee to 
furnish to the Department evidence of satisfactory public liability and property damage 
insurance, in amounts as may be required by the Commission, and evidence of satisfactory 
indemnity insurance indemnifying the State of Oregon and its Transportation Commission, its 
members, officers, and employees, jointly or severally against liability in the event of any injury 
or accident occurring by reason of said permittee’s operations on a state highway. This permit 
will automatically terminate, and be of no force and effect in the event that any insurance filed 
under this provision is canceled or is allowed to lapse. 
(6) County Roads and City Streets: This permit does not authorize operations over county roads 
or city streets unless specifically noted. To operate over a county road a permit must be obtained 
from the county authority having jurisdiction over the road; likewise, to operate over a city street 
other than a state highway route, a permit must be obtained from the proper city authority. 
(7) Cancellation: This permit may be canceled at any time by the granting authority upon proof 
satisfactory to it that the permittee has violated any of the terms of the permit, or that the permit 
was obtained through misrepresentation in the application therefor, or when in the judgment of 
the granting authority the public interest requires cancellation (ORS 818.220).  
(8) Rear-view Mirrors: Vehicles or combinations of vehicles towing or transporting over-width 
vehicles, machines or loads under authority of this permit must be equipped with rear-view 
mirrors capable of affording the operator a view to the rear of the vehicle and/or combination of 
vehicles. Such mirrors may exceed width authorized herein by five inches on either side, but 
must be retracted to legal width when vehicle or combination of vehicles and/or load is of legal 
width.  
(9) It is the responsibility of the motor carrier to notify the Over-Dimension Permit Unit in the 
event of striking a structure in the course of a movement. In addition to any other notification 
required by law, within 24 hours of striking a structure, the motor carrier must initially report the 
incident to the Over-Dimension Permit Unit at 503-931-1541. The motor carrier will be 
contacted and provided with a form to report the incident and within 72 hours of the contact must 
return the completed form by fax to (503) 378-2873 or delivery to the Over-Dimension Permit 
Unit at 3930 Fairview Industrial Drive SE, Salem, OR 97302-1166.  
Stat. Auth.: ORS 184.616, 184.619, 810.060 
Stats. Implemented: ORS 818.200, 818.220 


