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0.333 Slab Length, typ.

 

4'-0"  cot. �

 
 

 
6"

 
6" at 1'-0" max.

Stirrups and tie bars 

 
4" typ.

� Diaphragm

min.
1'-3"

voids.
the end of the end 
1" dia. drain hole at 

� Bearing
5"

See std. dwg. BR445
max. when bents are skewed. 
Corners may be chamfered 1" 
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4-"U2" bars

2- "U1"  bars

"U3" bar

4- "D1" hoops
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" dia. hole for tie rod.2
13" or 2

6- #4 longit. bars (epoxy coat)

2" cl. 6" 4"
#4 stirrups and ties

20 spcs. @ 6"
#4 stirrups and ties
1'-0" max. spacing 6"

#4 stirrups and tie bars 2- #4 longit. bars

PLAN
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1Scale: 

ELEVATION
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1Scale: 

END VIEW
Scale: 1" = 1'-0"
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� Lower strands

MIDSPAN VIEW
Scale: 1" = 1'-0"

dwg. BR445
Detail "A" see std. 

dwg. BR445
Detail "B" see std. 

45°  Skew   2380 lb
30°  Skew   1560 lb
15°  Skew     900 lb
No Skew       550 lb
Diaphragm Weight

Keyway is continuous.
Omit keyway on exterior side of exterior slabs. 
Grout keyway as specified in General Notes. 
NOTE:

Place bars each end of each slab (Epoxy coat).
4- #5 x 15'-0", slabs 10, 11, 12 and 13
4- #5 x 12'-6", slabs 7, 8 and 9
4- #5 x 10'-0", slabs 4, 5 and 6
2- #5 x 10'-0", slabs 2 and 3
NOTE "A"  (Slab End Bars)

w/forms= 1036 lbs/ft
Total wt 
(tubes)
Form wt =    27 lbs/ft
V/S =                  6.01
K =                     0.80
J =             180,800 in
Weight =   1009 lbs/ft
Sb =              6524 in³
St =               6447 in³
I =              97,278 in
c.g. =           14.91 in
Area =             938 in²
SECTION PROPERTIES

#4 "U1" BAR
(4- required per slab)

#6 "U3" BAR (A706)
(2- required per slab)

#5 "U2" BAR
(8- required per slab)

#4 "D1" HOOPS
(8- required per slab)

#4 STIRRUP & TIE
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Varies

Epoxy coat

& tie bars. 
Cut line for stirrup 
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See "END VIEW" this sheet for length
Debonded strand length, Varies

 
6"

#4 stirrups and ties
1'-0" max. spacing

"D1" hoops

"U2" bar

"U3" bar

 

(45° min.)
84° or less 

between voids at low point.
1"  dia. std. PVC or ABS pipe 

84° and 90°
Angle between 

5"typ.5" typ.
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Detension strands in order of increasing tube length shown.
SCHEDULE" in the project plans for the strand pattern detail. 
to debond the indicated strand.  See the "PRECAST PRESTRESSED SLAB 
Dimension shown indicates the length of tube required, at both ends, 
DEBONDED STRANDS:
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� Upper strands

2" cl.

Symmetrical about � Slab

4- strands typ. all slab

3"2" "A" , this sheet.
#5 bars, See Note 

(epoxy coat top 6 bars)
8- #4 longit. x cont. 

#4 Stirrup and tie bar

1'-1"11"11"1'-1"� Voids

1" dia. drain hole. typ. each end

"U1" bars
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4- "U2" bars

by the skew at the ends.
*  Stirrup and tie bars cut as required 
NOTE:

(Skewed slabs only)
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� and end beam �
angle between slab 
Angle is acute 

end beam �
between slab � and 
Angle is acute angle 
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low point.
pipe between voids at 
1"  dia. std. PVC or ABS 

tie rods (� voids)
" dia. hole for2

1� 3" or 2

4

for bearing details)
dowel bar  (See Project Plans 

" x 2'-3"4
12" dia. hole for 1

Stirrup and tie bars*

Accompanied by dwg. BR445

each end (see BR445)
Breakout angle, typ.B
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BR422

PRESTRESSED SLAB
30" PRECAST

Added end zone reinf.07-2020

08-JUL-2022N/A

Revised debonded lengths and locations07-2020

Updated drawing to current stds.07-2020

Added breakout angle.07-2022
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the current Oregon Standard Specifications.
All materials shall be in accordance with

DATE REVISION  DESCRIPTION
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CALC.

Effective Date:  June 1, 2026 - November 30, 2026

Professional Engineer.

first consulting a Registered

and should not be used without 

sole responsibility of the user 

principles and practices, is the

generally accepted engineering 

designed in accordance with 

Standard Drawing, while

The selection and use of this
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