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All materials shall be in accordance with

GENERAL NOTES FOR ALL DETAILS: the current Oregon Standard Specifications.
e Install temporary striping as directed. To determine sign spacing A, B, and C, use "TRAFFIC e o o 28 Tubular Markers The selection and use of this OREGON STANDARD DRAWINGS

S 4 oth D sh . led CONTROL DEVICES (TCD) SPACING TABLE" on Dwg. No. TM800. See TCD Spacing Table on Standard Drawing, while
® Signing and other TCD shown to be installed in conjunction i . . . - -

with the work areas, shall move with the work areas. Shifting tapers of length "L" recommended for high-speed (>40 mph) TM800 for max. spacing. designed in accordance with NON-FR ESEE\(I:ArTOIngLTI LANE

roadways; however taper lengths of "L"/2 may be used for low-speed ) : :

e To determine Taper Length ("L") and Buffer Length ("B"), roadways (<40 mph) or where space is limited. o o o -Sl—gén'letlgléi)t;cciaguﬂile on generally accepted engineering

use the "MINIMUM LENGTHS TABLE" on Dwg. No. TM800. : rinciples and practices, is the

Channelization devices may be placed at 10' spacing around the TM800 for max. spacing. P P . ,D 2024

e When the length of the area under construction is less than 600 ft. Work Area for emphasis. sole responsibility of the user DATE REVISION DESCRIPTION

use a DOUBLE REVERSE CURVE (W24-1) sign in place of [Z277] UNDER TRAFFIC 7

the first REVERSE CURVE (W1-4) sign in each direction. To be accompanied by Dwg. Nos. TM820 & TM821. and should not be used without

[7ZZZZ7]  UNDER CONSTRUCTION first consulting a Registered

e Install a "BICYCLES ON ROADWAY" (CW11-1) sign in advance v CONSTRUCTIO i g . g

of the closure when a bike lane is closed, or when the shoulder is Professional Engineer.

closed and bikes are expected. Bo%\l%%o. NA [?E‘FE, otun2020 | TM852

Effective Date: June 1, 2026 - November 30, 2026




