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OREGON DEPARTMENT OF TRANSPORTATION
TECHNICAL SERVICES

DETAIL NO.

DETAILS

HIGH LEVEL 

WARNING DEVICE DET4251GENERAL INSTALLATION FLAG CONTAINER

Eyebolt (See Detail "A")

DETAIL "A"

S
S

P.V.C. cap

Bend first link of the 

chain to accommodate 

bolt and washer.

4" x 6" P.V.C. Sch. 40 pipe

FLAG CONTAINER CAP DETAIL

Stainless

steel washer

Stainless

steel washer

 1/2 " S.S. N.C. bolt  1/2 " S.S. N.C. bolt

 1/2 " S.S. Nylock nut

 1/2 " S.S. Nylock nut

Wall of P.V.C. Sch. 40 pipe

 3/4 " x 16" Sewn in 

plastic stiffer 

16" x 16" Red/Orange 

heavy duty vinyl coated 

nylon safety flag 

 3/4 " x 24" A.B.S. 

plastic pipe

NOTE:

Sew a 16" pocket for the A.B.S pipe.

Attach with two  3/16 " large head pop rivets.

 1/4 " S.S. eye bolt

 3/16 " S.S. washer

P.V.C. cap

 1/4 " S.S. Nylock nut

DETAIL "C"

DETAIL "B"

4" PVC coupling

P.V.C. cap

Drill  1/8 " weep hole in the

center of cap bottom

4" x 18" P.V.C. Sch. 40 pipe

NOTES:

1. Solvent weld 4" P.V.C. Sch. 40 pipe to cap and 

  coupling. Fully seat onto 4" x 6" P.V.C. Sch. 40 pipe.

2. Remove material from the outside of the P.V.C.  pipe 

  or the inside of the coupling for an easy slip fit 

  at the free end of the coupling.

Stainless steel sign bracket

(See S.S.C. on TM677 and Detail "C")

S

Three flags (See Detail "B")

*

*
Top link of 14 1/2 " long  3/16 "S.S. 

chain goes over the eyebolt then 

padlock thru eyebolt.

DO NOT Solvent weld 

4" P.V.C. Sch. 40 pipe 

to coupling in this area

General Notes:

All stainless steel (S.S.) shall be grade 304 or 316

Solvent weld 4" P.V.C cap. 

to Sch. 40 pipe in this area


