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02015.50 – PCC Repair, Surface 
 

Surface PCC repair is for skim coating shallow, non-structural applications to produce a 
uniform surface.  These products are polymer modified cementitious materials that are 
applied by troweling or spray.  These products can be feathered, troweled, sanded or 
ground to produce a uniform, aesthetically pleasing appearance.  These materials are 
either natural concrete gray or available in various shades of gray. 
 

• Products incorporating metallic particles will not be allowed.   
• Products including magnesium phosphates or added gypsum will not be allowed. 
• Epoxies, urethanes, polyesters, or other types will not be considered. 
 

 

PROCESS - Submit the following: 
   - Preliminary Information for Product Evaluation Form. 
   - Independent Test Results showing compliance with Specs listed below. 
   - Legible copy of the MSDS. 
   - Spec Data Sheet. 
   - Detailed Installation Instructions. 
   - List of Limitations and Precautions. 

 
 

 SPECIFICATIONS - We require Surface PCC Repair Materials to comply with the 
following: 
 

1.  COMPRESSIVE STRENGTH  
 
 

 - ASTM C-109, (AASHTO T-106), Using 2” cubes.    
 

Cure Time   Compressive Strength 
 24 Hours       2500 psi   
           28 Days     4000 psi     
                              
   2.  FLEXURAL STRENGTH  
 
 

 - ASTM C-348     
 

Cure Time    Flexural Strength 
   
           28 Days     1200 psi     
 
 

 
 
 
 
 

http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/qpl/docs/prelim_info_product_eval_fill-in.pdf
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3.  BOND STRENGTH  
 
 

 - ASTM D-3931    
 

Cure Time    Bond Strength 
   
           28 Days     500 psi     
 
 
 

 

4.  SET TIME - Manufacturer’s recommendations for actual working time @ 70 degrees F. 
     
Standard Set: >25 minutes. 
 

 

 
 

 
 

SUBMIT DOCUMENTATION TO: 
Oregon Department of Transportation 
Product Evaluation Coordinator  
800 Airport Road SE 
Salem OR  97301-4798 
503-986-3059 
http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/Pages/qpl/QPIndex.aspx 
 

http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/Pages/qpl/QPIndex.aspx

