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February, 2014 

00575.11 – Recycled Plastic Lumber 

Products will be commercially available Recycled Plastic Lumber reinforced with fiberglass. 

The Recycled Plastic Lumber shall meet the following (Specifications): 

 ASTM D6109 or ASTM D790.  Modulus of Elasticity 300,000 psi minimum. 

 ASTM D6109 or ASTM D790.  Flexural Strength 2400psi minimum. 

 ASTM D6111.  Density 0.027-0.035 lbs/cubic inch. 

 ASTM C1028 or ASTMD2394.  Static Coefficient of Friction (Wet and Dry), 0.50 minimum. 

 ASTM D4329.  Ultraviolet degradation 10% maximum change in Shore “D” Durometer tested 

at 500 hours. 

 ASTM D570.  Water Absorption weight increase <0.2% weight increase in 24 hours. 

 Color will be “Charcoal Gray” or “Slate Gray”. 

SUBMITTAL PROCESS: 

 Submit the following: 

o Preliminary Information for Product Evaluation Form. 

o Independent Test Results showing compliance with the specifications above. 

o Specification data sheet(s). 

o Technical data sheet(s). 

o Detailed application/installation instruction sheet(s). 

o Limitations and Precautions Sheet(s). 

o MSDS or SDS sheets. 

o Two samples of the lumber that adequately show color and texture, no larger than 8” X 10”. 

 

 Submit to: Product Evaluation Coordinator at: 

Oregon Dept. of Transportation 

800 Airport Road SE 

Salem, OR. 97301-4792 

http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/QPL/Docs/prelim_info_product_eval_fill-in.pdf

