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02210.30 – Concrete Paint 
  

Color - Concrete Gray  
 
 

-  FHWA Standard 595B Chip Number:  26357. 
 
Specifications: 
 
  Vehicle %     62.0 min. 
  Pigment %     38.0 max. 
  Total Solids by weight %   58.0 min. 
  Wt. Per liter, grams.  1300 min.  (11.0 lbs/gal) 
  Fineness         4.0 min. 
  Viscosity, KU @ 25°C   80 – 95 
 
 Drying time:  Set to touch, hours ………… ¼ max. 
    Dry through, hours……………1 max. 
 
 Color:  Color chips are available at the Materials lab. 
 
   The first coat shall be tinted to provide contrast  
   when two coats are specified. 
 
 Dry opacity contrast ratio: 
 ( 0.003 inch wet film thickness )  0.99 min. 
 
The paint shall mix readily with a minimum of foaming to a smooth homogeneous state, which 
shall be free from lumps and coarse particles.  In a freshly opened package there shall be no 
offensive odor and not rusting from the container. 
 
After 30 days storage in a partially filled, closed container, the paint shall be entirely suitable for 
application. 
 
A surface previously painted with this material and permitted to dry for a period of one hour under 
standard laboratory conditions shall display no film irregularities after recoating. 
 
The dry paint film shall have a smooth uniform appearance and be free of flashings, lamp, brush, 
or roller marks. 
 
The paint shall contain a mercury-free fungicide. 
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 Composition: 
 

  Hiding Pigments: 
 

  Titanium dioxide, % by wt. of pigment…………..7.0 min. 
  Durable tinting pigments…………………………as required 
 
  Extender pigments: 
 

  Calcium carbonate, % by wt. of pigments…….50.0 max. 
  Balance to be siliceous pigments that shall not be of 
   the water sensitive types. 
 
  Vehicle: 
 

  The vehicle shall be a 100% acrylic emulsion latex. 
  
To apply  for inclusion on the QPL, submit the following: 
 
  - Preliminary information for Product Evaluation Form. 
  - Current, legible copy of the MSDS. 
  - Spec data sheet, including the basic ingredients of the material. 
  - Detailed installation instructions. 
  - List of limitations and precautions. 

- Independent test report showing conformance with the above specifications and 
compositions (except for the percent calcium carbonate test). 

  - Furnish certification that you meet the calcium carbonate requirement. 
  - Furnish three (3) small samples of cured paint (approximately 3” x 3”) 
 
Submit documentation to: 
Oregon DOT 
Mike Dunning 
800 Airport Road SE 
Salem OR  97301-4798 
http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/QPL/QPIndex.shtml 
 
Please send no uncured samples at this time. 

http://www.oregon.gov/ODOT/HWY/CONSTRUCTION/QPL/Docs/PrelimInfoProductEvalForm.pdf

