SP705  (03-31-08)

SECTION 00705 - EMULSIFIED ASPHALT PRIME COAT AND EMULSIFIED ASPHALT FOG COAT TC "SECTION 00705 - EMULSIFIED ASPHALT PRIME COAT AND EMULSIFIED ASPHALT FOG COAT" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
(Use the following paragraph when subsections 00705.10 and .11(c) are NOT included in the project.)

Comply with Section 00705 of the Standard Specifications.

(Use the following lead-in paragraph when subsection 00705.10 or .11(c) are included in the project.)

Comply with Section 00705 of the Standard Specifications modified as follows:

(Use the following subsection .10 when aggregate cover material is required.  Remove the parentheses and delete what does not apply.)

00705.10  Aggregate Cover Material - Provide (Fine Cover) (Coarse Cover) aggregate material on this Project.

(Use the following subsection .11(c) when polymer modified emulsion is specified in the pavement design report or requested by the Project Manager or District Manager.)

00705.11(c)  Fog Coat - Replace the paragraph that begins "Provide CSS‑1…" with the following paragraph:

Provide CRS-2P or HFRS-P1 emulsified asphalt for the fog coat.
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