SP865  (06-05-14)
(This Section requires SP850.)
SECTION 00865 - LONGITUDINAL PAVEMENT MARKINGS ‑ DURABLE TC "SECTION 00865 - LONGITUDINAL PAVEMENT MARKINGS ‑ DURABLE" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Comply with Section 00865 of the Standard Specifications modified as follows:

00865.45  Installation - Replace this subsection, except for the subsection number and title, with the following:

Place durable markings only when the manufacturer's representative determines that the pavement is ready for the pavement marking material.

Apply reflective elements at a rate to obtain the following minimum initial retroreflectivity readings:

· White

-
250 mcd/m2/lx

· Yellow
-
200 mcd/m2/lx

Apply marking materials by one or more of the following methods:

(Use the following bullets and sub‑bullets for Method A and Method B when extruded or spray markings are required.)
· Method A:  Extruded Markings - Apply markings with an extrusion or ribbon type process and according to the following:

· For grooved markings, grind the slot depth as shown.  Apply the specified marking material into the slot so the slot is filled from edge to edge as shown.  The top of the marking shall be flat or slightly convex.
· For profiled markings, place lines and bumps straight and square.
· Method B:  Spray Markings - Apply two separate applications of spray markings with each application being one half the total specified thickness.  Retrace the second application directly over the first application within 1/16 inch.  For white colored markings, apply the second application in the same direction of the first application.  For yellow colored markings that delineate two-way traffic, apply the second application in the opposite direction of the first application.  For yellow colored markings on one‑way roadways, apply the second application in the same direction of the first application.
(Use the following bullet and sub‑bullets for Method C when pavement marking tape is required.)
· Method C:  Pavement Marking Tape - Do not place tape continuously on longitudinal pavement joints.  Apply pavement marking tape as follows:

· Rolled-In Installation - Apply the tape to the fresh asphalt concrete surface prior to the final rolling of the mat.  Roll the tape into the fresh surface during the finishing of the mat.
· Grooved Installation - Grind slot depth to 130 to 150 mils with a smooth, uniform, and flat bottom.  Apply tape into slot.

(Use the following bullet for Method AB if extruded or spray markings are required and the Region Striping Manager did not request only Method A or only Method B.  Ensure that the bullets for Method A and Method B are included when using the bullet for Method AB.)
· Method AB:  Non-Profiled Extruded or Sprayed Markings - Install Method A surface, non-profiled markings or Method B markings.

00865.90  Payment - Replace this subsection, except for the subsection number and title, with the following:

The accepted quantities of work performed under this Section will be paid for at the Contract unit price, per unit of measurement, for the following items:

(Only use pay items under Method A (Extruded) or Method B (Sprayed) if requested by the Region Striping Manager.  Otherwise use pay items under Method AB (Non-Profiled Extruded or Sprayed when extruded or sprayed markings are required.   Delete items that do not apply.)

Pay Item
Unit of Measurement


Method A (Extruded)


(a)
Methyl Methacrylate, Extruded, _____, _____
Foot


(b)
Thermoplastic, Extruded, _____, _____
Foot


Method B (Sprayed)


(c)
Methyl Methacrylate, Sprayed, Surface, Non-Profiled
Foot


(d)
Thermoplastic, Sprayed, Surface, Non-Profiled
Foot


Method C (Pavement Marking Tape)


(e)
Pavement Marking Tape, _____, _____
Foot


(f)
Pavement Marking Tape, _____, _____, Wet Weather
Foot


Method AB (Non-Profiled Extruded or Sprayed)


(g)
Methyl Methacrylate, Extruded or Sprayed, Surface, Non-Profiled
Foot


(h)
Thermoplastic, Extruded or Sprayed, Surface, Non-Profiled
Foot

(Use the following paragraph when using pay items under Method A (Extruded).)
In items (a) and (b), “Surface” or “Grooved” will be inserted in the first blank and “Profiled” or “Non-Profiled” will be inserted in the second blank.

(Use the following paragraph when using pay items under Method C (Pavement Marking Tape).)
In items (e) and (f), “Rolled‑In” or “Grooved” will be inserted in the first blank and "Patterned" or "Non‑Patterned" will be inserted in the second blank.
Payment will be payment in full for furnishing and placing all materials, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.

Payment for work under this Section will be limited to 75% of the amount due until the Agency has received the signed warranty.
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