SP1050  (03-20-14)
(This Section requires SP440 and SP2530.)

SECTION 01050 - FENCES TC "SECTION 01050 - FENCES" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Comply with Section 01050 of the Standard Specifications modified as follows:

01050.01(b-2)  Double Gate - Replace the sentence that begins “Two single gate…” with the following sentence:

Two single gate units used together.
(Use the following subsection .43(c) on projects in Regions 4 and 5 as requested by the Designer.)

01050.43(c)  Intermediate End Posts - Add the following sentence to the end of this subsection:

Contrary to the details shown on the standard drawings, space intermediate end posts a maximum of 300 feet apart.

(Use the following subsections .43(a) and .45(c) with bridge protective fence.)

01050.43(a)  General - Add the following sentence to the end of this subsection:

For bridge protective fence only, set all metal end posts, intermediate end posts, and chain link fence posts as shown.

01050.45(c)  Chain Link Fence Fabric and Wire - Add the following sentence to the end of this subsection:

For bridge protective fence only, assemble and install chain link fence fabric and wire according to paragraphs (1), (2), and (3) of this subsection.
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