SP2920 (04-08-10)
SECTION 02920 - COMMON ELECTRICAL MATERIALS TC "SECTION 02920 - COMMON ELECTRICAL MATERIALS" \f C \l "1" 
(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project but make necessary modifications to only include project specific specifications.  Delete specifications that do not apply to the project.)
Comply with Section 02920 of the Standard Specifications modified as follows:

02920.11  Nonmetallic Conduit - Replace the bullet that begins "Liquid‑Tight..." with the following bullet:

· Liquid‑Tight Flexible Nonmetallic Conduit - Meet the requirements of Article 351 of the NEC and shall be UL1660 listed.

02920.12  Conduit Fittings - Add the following bullets to the end of the bullet list:

· Conduit Hub - Hot‑dip galvanized malleable iron screw‑on style with Neoprene "O" ring.

· HDPE Fittings - Factory mechanical HDPE coupling with individual reverse locking threads and built in center stop meeting the requirements of ASTM F 2176.

(Use the following subsection .22 when standard loop feeders exceed NEC maximum fill rates on small existing conduits.  Check with Signal Designer.)
02920.22  Cable - Add the following sentence to the end of the "Loop Feeder Cable" bullet:

When shown, construct loop feeder circuits of two-conductor No. 18 AWG twisted pair shielded cable with drain wire conforming to IMSA 50‑2.

02920.23  Wire - Add the following bullet to the end of the bullet list:

· TFFN Wire - Insulated stranded copper wire rated for 194 °F operation in dry locations and be UL listed as TFFN.
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