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(Use this Unique Specification on Level 1, 2, or 3 ACP Overlay (00744 or 00745) Preservation projects, provided the following criteria are met:

Obtain Region Technical Center Manager's approval
Perform and/or document enough traffic analysis to confirm traffic volumes meet the following criteria:
ADT < 5,000 for roadways with posted speed > 45 mph
ADT < 10,000 for roadways with posted speed ≤ 45 mph

(Add the following subsections to the appropriate locations of Section 00225.)


00225.02  General Requirements - Add the following paragraphs and bullets to the end of this subsection:

When the existing centerline striping on the ____________ Highway is obliterated, do the following:

Place a "NO CENTER LINE" (W8‑12‑48) sign with a "NEXT __ MILES" (W7‑3aP‑24) rider, approximately 2,500 feet in advance of each end of the Project.
Place "NO CENTER LINE" (W8‑12‑48) signs on approximately 2 mile intervals for each direction of traffic.
Place a "DO NOT PASS" (R4‑1‑48) Type "W1" sign on each side of the roadway at the beginning of each existing no passing zone.
Place a "PASS WITH CARE" (R4‑2‑48) Type "W1" sign on the right side of the roadway at the end of each existing no passing zone.  If the length between no passing zones is 1,300 feet or less, do not install the "PASS WITH CARE" signs.  Cover the "PASS WITH CARE" signs with a non-transparent weather and wind proof cover each time they are within an active work area controlled by flaggers with or without pilot cars, or when directed.

Install two sign flag boards above "ROAD WORK NEXT __ MILES", "ROAD WORK AHEAD", and "NO CENTER LINE" (with "NEXT __ MILES" rider) post mounted signs.



00225.43(e)  Pavement Markers - Replace the paragraph that begins "Unless otherwise shown, install..." and the three bullets with the following paragraphs and bullets:

Install temporary flexible overlay pavement markers for temporary centerline marking as follows:

Place and maintain one temporary flexible overlay pavement marker on 40 foot spacings in tangent and curve sections except as below.
Place and maintain one temporary flexible overlay pavement marker on 20 foot spacings in curved alignment sections identified by a speed rider displaying less than the posted speed and channelization areas.

Establish alignment for placing the temporary flexible overlay pavement markers as follows:

Control markers at:
200 foot intervals on tangents
50 foot intervals on curves
40 foot intervals on curves with speed rider
Use string line or other appropriate means to maintain proper alignment of the markers.  Adjust placement to avoid straddling a longitudinal joint, while maintaining a suitable alignment of markers.
Remove and replace misaligned markers at no additional cost to the Agency.
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