SP00165  (2015 Specifications: 03-01-17)

SECTION 00165 - QUALITY OF MATERIALS

(Follow all instructions.  If there are no instructions above a subsection, paragraph, or sentence, then use the subsection, paragraph, or sentence on all projects.  All other modifications to this Section will require Department of Justice approval. (See the Specification Manual, Chapter 3.)  Remove all instructions before preparing the final document.)

Comply with Section 00165 of the Standard Specifications modified as follows:

00165.10(a)  Field-Tested Materials - Add the following sentence to the end of this subsection:

The most current version of the MFTP on the date of Advertisement is the version in effect for the Project.

00165.10(b)  Nonfield-Tested Materials - Add the following sentence to the end of this subsection:

The most current version of the NTMAG on the date of Advertisement is the version in effect for the Project.

00165.20  Materials Specifications and Test Method References - Replace this subsection, except for the subsection number and title, with the following:

References to Materials specifications and test methods of ODOT, WAQTC, AASHTO, ASTM, other governmental agencies, or other recognized organizations mean those officially adopted and in current use by the agency or organization on the date of Advertisement.

If there are conflicting references, or if no reference is made to Materials specifications, sampling and testing frequencies or test method, the Engineer will resolve any discrepancies between these documents in the following order of precedence:

Field-Tested Materials:

Contract Change Orders;
Special Provisions;
ODOT Laboratory Manual of Test Procedures;
MFTP; and
Standard Specifications.

[bookmark: _GoBack]Nonfield-Tested Materials:

Contract Change Orders;
Special Provisions;
ODOT Laboratory Manual of Test Procedures; and
Standard Specifications.

Material test methods:

ODOT;
WAQTC;
AASHTO;
ASTM;
Other recognized national organizations, such as ANSI, AWPA, IMSA, ISSA, and UL; and
Industry standards in the location where the Work is being performed.

Sampling and testing frequencies:

Contract Change Orders;
Special Provisions;
MFTP; and
Standard Specifications.

If the Contractor identifies conflicting references or if no reference is made, the Contractor shall immediately request a clarification from the Engineer.

00165.30(a)  Contractor's Duties - Replace the bullet that begins "Provide and administer a quality…" with the following bullet:

Provide and administer a quality control program as described in the Quality Assurance Program portion of the MFTP.  Upon request, the Contractor shall provide to the Engineer the names, telephone numbers, and copies of certifications for all personnel performing field testing; and

00165.30(c)  Acceptance of Field-Tested Materials - Replace the paragraph that begins "If the Agency's verification testing…" with the following paragraph:

If the Agency's verification test results do not verify the Contractor's test results, the Agency may require additional testing to determine whether the Materials meet Specifications.  The Contractor shall perform additional testing or provide samples to the Agency for testing as directed.  If the Materials do not meet Specifications, the Contractor shall reimburse the Agency for the cost of the additional testing, which may be deducted from monies due or to become due the Contractor under the Contract. Incorporated Materials that do not meet Specifications will be evaluated according to 00165.01 and 00150.25.  If the Materials meet Specifications the Agency will pay the cost for the additional testing.

00165.50(b)  Pay Adjustments - Replace this entire subsection with the following subsection:

(b)  Pay Adjustments - As an incentive to produce quality Materials, the Engineer's acceptance will be based upon the following:

(1)  Specification Materials - For Materials accepted by a PF, when all constituents of a Material have a PF of 1.00 or greater, that Material will be considered specification Materials.  For Materials accepted by a CPF, all Materials with a CPF of 1.0000 or greater will be considered specification Materials.  Materials with a CPF greater than 1.0000, when specified, may earn a CPF adjustment of greater than 1.0000, up to a maximum of 1.0500.

(2)  Nonspecification Materials - For Materials accepted by a PF, when any constituents of a Material have a PF of less than 1.00, that Material will be considered nonspecification Materials.  For Materials accepted by a CPF, all Materials with a CPF less than 1.0000 will be considered nonspecification Materials.  A lot containing nonspecification Materials will be evaluated as described in 00165.50(c).

00165.50(c-1)  Isolation of a Partial Sublot - Replace this subsection, except for the subsection number and title, with the following:

The Engineer may isolate from a sublot or adjoining sublots any Material where the Contractor's test results show the Material to be nonspecification.  The Contractor shall perform additional testing or provide samples to the Agency as directed.  The Engineer will accept or reject the Material according to 00150.25.

00165.50(c-2)  Isolation of an Entire Sublot - Replace this subsection, except for the subsection number and title, with the following:

The Engineer may isolate a sublot or a series of sublots in which the Contractor's test results show the Material to be nonspecification.  The Contractor shall perform additional testing or provide samples to the Agency as directed.  The isolated Material will be evaluated as a separate lot.  The Engineer will accept or reject the Material according to 00150.25.

00165.91  Fabrication Inspection Expense - Replace this subsection, except for the subsection number and title with the following:

Fabrication of certain items outside of the State creates additional shop and plant inspection expense to the Agency.  It is impractical, and extremely difficult, to determine the actual additional expenses incurred.  Therefore, each time that inspection by or on behalf of the Agency is necessary, payment to the Contractor will be reduced by an amount computed at the following rates:



	Zone	Place of Fabrication	Reduction in Payment

	1	All of State of Oregon, and those	$0
		portions of adjacent states within 50
		airline miles of the Oregon border

	2	Outside of Zone 1, and up to 300	$200 per Calendar Day
		airline miles from the Oregon border

	3	Outside of Zone 2, up to 3,000 airline	Round trip coach airfare from
		miles from the Oregon border, and	Portland, Oregon plus $200
		within the continental United States.	per Calendar Day

	4	Outside of Zone 3, or outside of the	Round trip coach airfare from
		continental United States.	Portland, Oregon plus $250
			per Calendar Day

Calendar Day charges begin on the first day the Agency's inspector begins travel to begin work at the fabrication site, and continue without interruption through the final day of travel back to the State.  The Contractor will be notified in writing of the dates of beginning and ending of Calendar Days used in computing payment reduction.

This Subsection applies to all fabricated items or manufactured Materials that are inspected by or on behalf of the Agency, which include, but are not limited to:

Structural steel fabrication;
Prestressed concrete members;
Precast concrete;
Signs;
Preservative treatment of wood products;
Epoxy coating of reinforcing steel; and
Other items specifically identified in the Specifications as requiring fabrication site or in‑plant inspection by the Agency.
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