SP00470  (2015 Specifications: 10-01-16)	(This Section requires SP02010,
	SP02050, & SP02440.  Requires
	SP02450 when precast concrete
	catch basins or inlets are required.
	Requires SP02510 when
	reinforcement is required.)

SECTION 00470 - MANHOLES, CATCH BASINS, AND INLETS

(Follow all instructions.  If there are no instructions above a subsection, paragraph, sentence, or bullet, then include them in the project.  The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and Senior Specifications Engineer for review and approval.)

[bookmark: _GoBack](Use the following lead-in paragraph when subsection 00470.10 is NOT included in the project.)

Comply with Section 00470 of the Standard Specifications.

(Use the following lead-in paragraph and subsection .10 when concrete drain tiles, manholes, catch basins, or inlets are required.)

Comply with Section 00470 of the Standard Specifications modified as follows:

00470.10  Materials - 

(Use the following paragraph when concrete drain tile is required.)

Replace the subsection reference for the concrete drain tile with "02410.10(i)".

(Use the following paragraph when precast concrete catch basins or inlets are required.)

Replace the subsection references for "Precast Concrete Manholes, Catch Basins and Inlets…" with "02450".
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